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CARAVAN INDUSTRY AUSTRALIA / RACQ VEHICLE TOWING MASS TABLE 
 

The Vehicle Towing Mass Guide has been prepared to assist persons who are required to give advice to 
members of the public seeking to make decisions regarding trailer towing and /or trailer – vehicle purchases. 
 
The table includes data about many vehicles that have been sold new in Australia from 1994 onwards 
although older popular towing vehicles have also been included. 
 
Data included, where available, is the vehicle year model, manufacturer’s braked and unbraked towing 
masses, tow ball downloads, specific towing conditions and vehicle weights.  
 
Acknowledgement is made of the assistance provided by various Motor Manufacturers or their Agents in the 
preparation of this guide and to the National Roads and Motorists Association (NRMA) for the use of 
information contained in an earlier guide published by them. 
 
Persons giving advice regarding towing mass data should always be aware that many manufacturers 
have specific conditions for their vehicles when used for towing.  Failure to comply with these 
conditions may void that vehicle’s warranty, cause mechanical damage or worse, result in a vehicle 
accident with possible loss-of-insurance implications. 
 
Emphasis should always be stressed on the need for persons to refer to the vehicle manufacturer’s 
handbook before contemplating towing and even prior to the purchase of a vehicle, as the cost of 
additional mandatory / recommended vehicle equipment may become a buying consideration. 
 
General Information 
 
TOWING MASS LIMITS IN AUSTRALIA 
 
Passenger vehicles and their derivatives, light commercial vehicles and 4 wheel drives with a Gross Vehicle 
Mass (GVM) of less than 4.5 tonnes, can tow a loaded trailer with an Aggregate Trailer Mass (ATM) up to: 
 
The lessor of:- 

•  The tow vehicle’s towbar rating (including the tow ball mass / download rating.)  This information 
should be shown on a plate attached to the tow bar. 
OR 

•  The tow vehicle manufacturer’s recommended maximum trailer towing mass (including the tow ball 
mass / download rating) 

 
Where the tow vehicle manufacturer does not specify towing mass data, the vehicle may legally tow: 
 

•  A loaded trailer with brakes - up to 1.5 times the unladen mass of the vehicle. 
OR 

•  A loaded trailer without brakes - not exceeding the unladen mass of the vehicle. 
 

Note:  The maximum legal mass of an unbraked trailer must not exceed 750kgs. 
 

Also, where the vehicle manufacturer specifies a maximum tow ball mass, this must be adhered 
to.  When no maximum ball mass is specified, the vehicle’s maximum rear axle load rating will be 
the limiting ball load factor.   

 
Not exceeding the vehicle’s Gross Combination Mass (GCM) and not towing a trailer that cannot 
be safely controlled by the towing vehicle and its driver must also be considered. 

 
DEFINITIONS 
 
Kerb Mass / Tare Mass – the unladen mass of the vehicle 
Gross Vehicle Mass (GVM) – the total mass of the vehicle including its load 
Gross Combination Mass (GCM) – the total mass of a loaded vehicle and its loaded trailer 
Gross Trailer Mass (GTM) – the mass supported by the axle/s or wheels of a loaded trailer 
Aggregate Trailer Mass (ATM) – the total loaded mass of a trailer including the tow ball download 
Tow Ball Mass / Download – the mass transferred by a trailer onto the rear of a tow vehicle 

Cont…2 



SPEED LIMITS WHEN TOWING 
 
 For all states other than W.A., the speed limit when towing is the posted speed limit.  For W.A the limit is the 

posted limit to a maximum of 100km/h. 
 
 Some manufacturers including Ford and Holden have speed limits on their vehicles when towing above 

certain trailer weights.  Refer to the vehicle owner’s handbook for these limits. 
 
Additionally, the following information should be offered: 
 
 Load Distribution / Levelling Devices 
 
 Load distribution / levelling devices are used to return the vehicle attitude to as level a condition as 

possible after the trailer is connected to the vehicle by transferring some of the rear axle load to the front 
axle.  They are supplied in a range of sizes and styles to suit different ball loads. 

 
 Before using load levelling bars, it must be determined that the tow bar on the vehicle and the vehicle 

itself are strong enough to withstand the loads imposed on the system by load levelling devices.  This is 
particularly critical when dealing with the lighter weight vehicles and bars. 

 
 Some vehicles have suspension height levelling systems.  Guidance should be sought from the vehicle 

manufacturer regarding the use of load levelling devices in conjunction with these systems. 
 

Rear Axle Loads  
 
All vehicles have rated maximum axle loadings.  These load ratings include the carrying capacity of the 
tyres. 
 
It is the responsibility of the operator to ensure that the combination of the load in the vehicle and the 
load of the trailer on the tow ball do not exceed the axle / tyre ratings.  It may be necessary to weigh the 
vehicle and / or the trailer over a weighbridge to confirm that axle load ratings are not exceeded. 
 
Additional Vehicle Fittings Required When Towing 

 
 Additional vehicle fittings required when towing can include auto transmission and power steering oil 

coolers, exhaust and drive shaft heat shields, revised differential oil, heavy duty radiators, revised 
exhaust system support rings and body braces.  Particular vehicle information should be available in 
that vehicle owner’s handbook.   

  
Vehicle Maintenance 
 
On some vehicles, oil changes for engines, transmissions / transaxles and differentials are required to be 
more frequent when the vehicle is used for towing.  Refer to the vehicle owner’s handbook for this 
information.   

 
DISCLAIMER 
 
This information has been based on data contained in an earlier guide released by the National 
Roads and Motorists Association (NRMA), and updated by Caravan Trade and Industries Assn. of 
Qld Ltd from information supplied by the vehicle manufacturers or their agents, or contained in 
vehicle owner’s handbooks and sales brochures.  
 
Whilst every effort has been made to ensure the accuracy of the information contained in the table, 
vehicle manufacturers or their agents can change specifications at any time without notice.  
Therefore it may be found that earlier prints of information may vary from later information. 
 
Consequently, Caravan Trade and Industries Assn. of Qld Ltd or the Royal Automobile Club of 
Queensland (RACQ) cannot accept responsibility as to the continuing accuracy of the data, and are 
not liable for any liability, loss, claim, damages, costs and expenses arising from, or incurred in 
connection with, the use of the information.  The information contained herein should be used as a 
guide only.  Where there is any doubt on specific data, reference should be made to the vehicle 
manufacturer or their agent.   
  Caravan Trade and Industries Assn. of Qld / The Royal Automobile Club of Queensland (RACQ)               04/2004 GPN 



VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

Alfa 147  2.0   2001> & 400 1300 #1 x #2 Varies with specific model 1242-1262 #2
Alfa 147 GTA 3.2L man 07/2003> & 0 0 #11 #11 Towbar fitment not practicable.  1364
Alfa 156 2.0 Sed / Sport Wagon 1999> & 500 1300 #1 60 #1 Check owner's handbook for load level hitch 

requirements.  #2 Varies with specific models.
1225-1275 #2

Alfa 156 2.5 V6 Sed 1999> & 500 1400 #1 60 #1 Check owner's handbook for load level hitch 
requirements.  #2 Varies with specific models.

1325-1345 #2

Alfa 156 GTA 3.2L V6 Sed man 08/2002> & 0 0 #11 #11 Towbar fitment not practicable.  #2 Varies with 
specific model

1350-1400 #2

Alfa 166 3.0 V6  1999-
04/2000

& 500 1500 #1 60 #1 Check owner's handbook for load level hitch 
requirements.

1490 2060

Alfa 166 3.0 V6   05/2001> & 500 1500 #1, #3, #8  60 #1 Check owner's handbook for load level hitch 
requirements. #3 Manufacturer's towbar recomm.  
#8 Towing speed restricted to 100km/h

1490

Alfa GTV 2.0 Coupe 1998> 500 1000 #1 50 #1 Check owner's handbook for load level hitch 
requirements.

1375

Alfa GTV V6 Coupe 1998> & 500 1000 #1 50 #1 Check owner's handbook for load level hitch 
requirements.

1450

Alfa Spider 2.0L Convert. 1998> & 500 1000 #1 50 #1 Check owner's handbook for load level hitch 
requirements.

1410

Alfa Spider 3.0L V6 Convert 06/2001> & 500 1000 x 1475

Asia 4WD diesel 1993-
05/2000

& 750 1200 #1 120kg Max. #1 Load level hitch req. 1270 1670

Asia 4WD ute diesel 1994-
05/2000

& 750 1200 #1 120kg Max. #1 Load level hitch req. 1250 1795

Asia 4WD ute petrol 1994-
05/2000

& 750 1200 #1 120kg Max. #1 Load level hitch req. 1200 1795

Asia Rocsta 4WD petrol 1993-
05/2000

& 750 1200 #1 120kg Max. #1 Load level hitch req. 1220 1620

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

ALFA ROMEO

ASIA
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VEHICLE 
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CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Audi 80 1986-95 560 1300 #1 50 #1 Load level hitch req. 1050 1510 75
Audi 80  2.0  1992-95 610 #8 1200 #1 50 #1 Load level hitch req. #8 Speed restricted to 

80kmh
1230-1255 1690 75

Audi 80  2.3   1992-95 640 #8 1150 #1 50 #1 Load level hitch req. #8 Speed restricted to 
80kmh

1270-1295 1730 75

Audi 80  2.6  auto  1992-95 640 #8 1100 #1 50 #1 Load level hitch req. #8 Speed restricted to 
80kmh

1355 1790 75

Audi 80  2.6  man.   1992-95 640 #8 1450 #1 50 #1 Load level hitch req. #8 Speed restricted to 
80kmh

1330 1790 75

Audi 80  2.6 quattro   1992-95 640 #8 1450 #1 50 #1 Load level hitch req. #8 Speed restricted to 
80kmh

1430 1890 75

Audi 80  2.8  auto.   1992-95 640 #8 1100 #1 50 #1 Load level hitch req. #8 Speed restricted to 
80kmh

1430 1890 75

Audi 100  2.8  quattro  1991-95 750 #8 1700 #1 75 #1 Load level hitch req. #8 Speed restricted to 
80kmh

1525 2050 100

Audi 100 auto. 1985-94 680 1600 #1 50 #1 Load level hitch req. 1350 1850 75
Audi 100 man. 1985-94 680 1550 #1 50 #1 Load level hitch req. 1300 1850 75
Audi 100/A6  2.6  alto  quattro   1991-97 750 #8 1600 #1 75 #1 Load level hitch req. #8 Speed restricted to 

80kmh.
1525 2050 100

Audi 100/A6  2.6  quattro avant    1991-97 750 #8 1650 #1 75 #1 Load level hitch req. #8 Speed restricted to 
80kmh

1650 2195 100

Audi 100/A6  2.6 auto   1991-97 730 #8 1550 #1 50 #1 Load level  hitch req. #8 Speed restricted to 
80kmh.

1425 1950 100

Audi 100/A6  2.6 auto avant  1991-97 750 #8 1500 #1 50 #1 Load level hitch req. #8 Speed restricted to 
80kmh.

1530 2080 100

Audi A3 4 Cyl  1.6L Auto 01/2001> & 600 1400 / 1200 #1, 8, 
11                             

75                                
60 #10

#1 Load level hitch req.  #8 Speed restrictions apply  
#10 Local bar  #11 1400kgs at 8% grad., 1200kgs 
at 12% grad.

1135 1695 75

Audi A3 4 Cyl  1.6L Man 10/1999> & 580 1400 / 1200 #1, 8, 
11                             

75                                
60 #10

#1 Load level hitch req.  #8 Speed restrictions apply  
#10 Local bar  #11 1400kgs at 8% grad., 1200kgs 
at 12% grad.

1090 1650 75

Audi A3 4 cyl.  1.8 Auto 2000> & 630 1500 / 1300 #1, 8, 
11             

75                                             
60 #10

#1 Load level hitch req. #2 Varies with specific 
model. #8 Speed restrictions apply #10 Local bar  
#11 1500kgs at 8% grad., 1300kgs at 12% grad.

1185 1745 75

Audi A3 4 cyl.  1.8 Man. 2000> & 610 1400 / 1200 #1, 8, 
11             

75                                             
60 #10

#1 Load level hitch req. #2 Varies with specific 
model. #8 Speed restrictions apply #10 Local bar  
#11 1400kgs at 8% grad., 1200kgs at 12% grad.

1160 1720 75

AUDI
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CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Audi A3 4 cyl. 1.8 turbo Auto. 2000> & 640                         
650 (132kw 

motor)

1500 #1, 8,                    75                                
60 #10

#1 Load level hitch req. #2 Varies with specific 
model.  #8 Speed restrictions apply  #10 Local bar  

1220-1225 #2 1780-1785 #2     75

Audi A3 4 cyl. 1.8 turbo Man. 2000> & 620 1500 / 1300 #1, 8, 
11                     

75                                
60 #10

#1 Load level hitch req. #2 Varies with specific 
model.  #8 Speed restrictions apply #10 Local bar  
#11 1500kgs at 8% grad., 1300kgs at 12% grad.

1175-1180 #2 1735-1740 #2     75

Audi A3 auto. 1997-
12/2000

& 600 1600 #1                              
1200 #10

75                                    
60 #10

#1 Load level hitch req. #2 Varies with specific 
model.   #10 Local bar 

1140-1165 #2 1650 - 1685 
#2

75

Audi A3 man. 1997-
10/1999

& 600 1200 #1  75                                      
60 #10

#1 Load level hitch req. #2 Varies with specific 
model. #10 Local bar 60 kg

1090-1125 #2 1600 - 1635 
#2

75

Audi A4 1.8L  B6 Wag Auto  09/2002> & 750 TBA
Audi A4 1.8L Auto. 1995-

06/2001
& 700 1600 #1                                 

1250 #10
75                                      

80 #10
#1 Load level hitch req. #10  Local bar 1325 1900 75

Audi A4 1.8L Man.   1995-
06/2001

& 700 1300 #1                 
1250 #10  

75                                          
80 #10

#1 Load level hitch req.  #10 Local bar 1240 1900 75

Audi A4 1.8T  B6 Auto  04/2002> & 740 1700 / 1500 #1, 11 80 #1 Load level hitch req.  #11 1700kgs at 8% grad., 
1500kgs at 12% grad.

1420 1970 75

Audi A4 1.8T  B6 Wag Man  10/2003> & 750 1600 / 1400 #1, 11 80 #1 Load level hitch req.  #11 1600kgs at 8% grad., 
1400kgs at 12% grad.

1430 1980 75

Audi A4 1.8T B6 quattro man.  07/2001> & 750 1800 / 1600 #1, 11 80 #1 Load level hitch req.  #11 1800kgs at 8% 
gradient, 1600kgs at 12% gradient.

1460 2010 75

Audi A4 2.0L B6  man. 07/2001> & 690                         
710 (110kw 

eng)

1500 / 1300 #1, 11                                                      80 #1 Load level hitch req. #2 Varies with specific 
model.  #11 1500kgs at 8% grad., 1300kgs at 12% 
grad.

1310-1385 #2 1860- 1900 
#2

75

Audi A4 2.0L B6 auto  07/2001> & 710 1500 / 1300 #1, 11                                                      80 #1 Load level hitch req. #2 Varies with specific 
model.  #11 1500kgs at 8% grad., 1300kgs at 12% 
grad.

1345 1895 75

Audi A4 2.4L 1998 - 01 690 1600 #1                        
1250 #10

75                                
80 #10                    

#1 Load level hitch req. #10 Local bar 1390 - 1510 #2 1865-1985 #2 75

Audi A4 2.4L B6  M/Tronic auto 04/2002> & 750 1700 / 1600 #1, 11 80 #1 Load level hitch req.  #11 1700kgs at 8% grad., 
1600kgs at 12% grad.

1475 2025 75

Audi A4 2.4L quattro  1998- 01 750 1700 #1                              
1250 #10

75                                        
80 #10

#1 Load level hitch req.  #10 Local bar 1505 - 1600 #2 1980-2075 #2 75

Audi A4 2.6L Auto   1995-03/98 & 720 1500 #1                
1250 #10

75                                       
80 #10

#1 Load level hitch req. #10 Local bar 1350-1445 #2 1855-1920 #2 75

Audi A4 2.6L Man.   1995 - 
03/98

& 700 1300 #1                              
1250 #10

75                                
80 #10

#1 Load level hitch req. #10 Local bar 1330 1400 #2 1805-1875 #2 75

Audi A4 2.8L 30V Sed auto 10/1998-
05/1999

& Refer Audi 
Dealer
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CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Audi A4 2.8L quattro 1998-01 750 1800 #1                
1250 #10

75                                    
80 #10

#1 Load level hitch req. #10 Local bar 1565-1625 #2 2040-2100 #2 75

Audi A4 3.0 quattro auto   06/2001> & 750 2000 / 1800 #1, 11 80 #1 Load level hitch req.  #11 2000kgs at 8% 
gradient, 1800kgs at 12% gradient.

1555 2010 75

Audi A4 3.0L B6 Sed auto 06/2001> & 750 1800 / 1700 #1, 11 80 #1 Load level hitch req.  #11 1800kgs at 8% grad., 
1700kgs at 12% grad.

1460 2010 75

Audi A6 2.4L   1998-
01/2002

& 750 1700 #1                               
1600 #10

85                       
160#1

#1 Load level hitch req. #10 Local towbar 1450-1610#2 2000-2115 #2 100

Audi A6 2.4L 4B Sed auto 02/2002> & 750 1800 / 1700 #1, 11 85 #1 Load level hitch req.  #11 1800kgs at 8% grad., 
1700kgs at 12% grad.

1515 2065 100

Audi A6 2.4L quattro / 2.8 sedan  1998-
06/2000

& 750 1800 #1                                        
1600 #10

85                                 
160 #10 

#1 Load level hitch req. #10 Local towbar. 1555-1725 #2 2020-2230 #2 100

Audi A6 2.6L auto   1994-11/97 & 1600 #1 75 #1 Load level hitch req. 1480> 75

Audi A6 2.6L man  1994-11/97 & 1500 #1 75 #1 Load level  hitch req. 1440 75

Audi A6 2.7L 4B Quattro sed auto 02/2002> & 750 2100 / 1900 #1,11 85 #1 Load level hitch req.  #11 2100kgs at 8% grad., 
1900kgs at 12% grad.

1705 2255 100

Audi A6 2.8 quattro/quattro avant  1995-97 750 #8 1800 #1 75 #1 Load level hitch req.  #2 Varies with specific 
model. #8 Speed restricted to 80kmh

1600-1650 #2 2150-2200 #2 100

Audi A6 2.8L  quattro  1998-
01/2002

& 750 1900 #1                     
1600 #10

85                            
160 #10

#1 Load level hitch req. #10 Local towbar. 1575-1750 #2 2125-2255 #2 100

Audi A6 3.0L 4B Quattro sed auto 02/2002> & 750 2100 / 1900 #1,11 85 #1 Load level hitch req.  #11 2100kgs at 8% grad., 
1900kgs at 12% grad.

1640 2190 100

Audi A6 3.0L 4B sed auto 02/2002> & 750 1900 / 1800 #1,11 85 #1 Load level hitch req.  #11 1900kgs at 8% grad., 
1800kgs at 12% grad.

1520 2070 100

Audi A6 4.2L quattro Auto  2000> & 750 2100 # 1                            85 #1 Load level hitch req.   1750 2290 100
Audi A8 2.6L V6 1995-96 1600 #1 75 Max. #1 Load level hitch req. 1500 2100 75
Audi A8 2.8L V6 Auto   1995-97 750 #8 1600 #1 75 Max. #1 Load level hitch req. #8 Speed restricted to 

80kmh
1500 2100 75

Audi A8 3.7L Quattro Sed Auto 08/2003> & 750 2300 #1 95 #1 Load level hitch req. 1770 2370 100
Audi A8 3.7L V8 Auto  1995-

06/2000
& 750 #8 2000 #1, #8 95 #1 Load level hitch req. #8 Speed restricted to 

80kmh
1720 2245 100

Audi A8 4.2L Quattro Sed Auto 08/2003> & 750 2300 #1 95 #1 Load level hitch req. 1780 2380 100
Audi A8 4.2L V8 quattro  L.W.B.   1999-

08/2003
& 750 #8 2300 #1,8 95 #1 Load level hitch req. #8 Speed restricted to 

80kmh 
1865 2390 100

Audi A8 4.2L V8 quattro Auto.   1995-
11/2000

& 750 #8 1950 #1 #8 95 Max. #1 Load level hitch req. #8 Speed restricted to 
80kmh. 

1825 2350 100

Audi Allroad quattro wagon 2.5 L t/d 
Auto

05/2002> & 750 2300 / 2100 #1, 11 95 #1 Load level hitch req.  #8 Speed restrictions apply  
#11 2300kgs at 8% grad., 2100kgs at 12% grad.

1825 2455 100
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CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Audi Allroad quattro wagon 2.7L pet 
Auto

02/2001> & 750 2300 / 2100 #1,11                  95 Max. #1 Load level hitch req. #2 Varies with specific 
model. #8 Speed restrictions apply  #11 2300kgs at 
8% grad., 2100kgs at 12% grad.

1825 2455 4745-4775 #2 100

Audi Cabriolet  2.6L man.  1991-99 & 640 #8 1000 #1 50 #1  Load level hitch req. #8 Speed restricted to 
80kmh.

1455 1855 N/A

Audi Cabriolet 1.8LB6 auto 06/2003> & 0 #11 #11 No Audi towbar available 1580
Audi Cabriolet 3.0LV6 B6 auto 12/2002> & 0 #11 #11 No Audi towbar available 1620
Audi RS6 4.2L 4B Quattro Sed 2004 & #11 #11 Towing not recommended 1840 2380
Audi RS6 4.2L 4B Quattro Wag 2004 & #11 #11 Towing not recommended 1880 2420
Audi S2 2.2L Coupe man 09/1994-

01/1996
& Refer Audi 

Dealer
Audi S3 1.8L AWD Hatch 00/1999> & 740 1600 #1 NA #1 Load level hitch req. 1367 1980
Audi S4 / RS4  2.7L Quattro t/turbo 1999-

04/2002
& 750 1250 #1 75 Max. #1 Load level hitch req. 1562

Audi S4 2.2L sed man 07/1993-
02/95

& Refer Audi 
Dealer

Audi S4 4.2L B6 Sed auto 10/2003> & 0 No towing spec. given 1750
Audi S4 4.2L B6 Sed man 10/2003> & 0 No towing spec. given 1705
Audi S6 4.2L quattro   02/2001> & 750 2100 # 1                            85 #1 Load level lift req. 1735 2275 100
Audi S8 4.2L AWD Sed auto 07/1998-

12/2002
& 750 2300 #1 NA #1 Load level hitch req. 1750 2350

Audi TT 1.8L Coupe auto 02/2003> & #11 #11 Towing not recommended 1320 1665
Audi TT 1.8L Coupe man 05/1999> & #11 #11 Towing not recommended 1280 1665
Audi TT 1.8L Quattro Coupe man 10/1999> & #11 #11 Towing not recommended 1465 1850
Audi TT 1.8L Roadster conv. auto 02/2003> & #11 #11 Towing not recommended 1380 1680
Audi TT 1.8L Roadster Quattro man 05/2000> & #11 #11 Towing not recommended 1515 1815
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CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

BMW 316i Hatch 1996-
05/2001

& 600 900 75  #2 Varies with specific model. 1130-1170 #2 
1215-1255

1630 1665-
1695

75

BMW 316ti (E46) 10/2001> & 670 1200 75 #2 Varies with specific model 1380/1410 #2 1830/1860#2 75

BMW 318i (E36) 1991-1998 & 640 1400 75 #2 Varies with specific model 1275-1340#2 1715-1780#2 75

BMW 318i (E46) 09/1998> & 680 1200 75 #2 Varies with specific model 1320/1360 #2 75
BMW 318ti (E36) Hatch 05/1996-

05/2001
& 620 900 75 #2 Varies with specific model 1250-1290 #2 1690-1730 #2 75

BMW 318ti (E46) 10/2001> & 670 1200 75 #2 Varies with specific model 1390/1420 #2 1840/1870#2 75

BMW 320i  (E36) 1988-96 & 550 1300 50 1050
BMW 320i / 320Ci (E46) 10/2000> & 720 1500 75 #2 Varies with specific model 1395-1430 #2 75
BMW 320i (E46) touring 4D Wag 06/2002> & 720 1600 75 #2 Varies with specific model 1490-1530#2 1990-2025#2 75

BMW 323Ci (E46) 09/1998-
10/2000

& 720 1600 75 #2 Varies with specific model 1440-1485 #2 1870-1910 75

BMW 323i (E36) 01/1996-
08/1998

& 670 1600 75 #2 Varies with specific model 1370-1410#2 1810-1850 #2 75

BMW 325E  (E36) 1991-95 & 550 1200 50 1250 75
BMW 325i / 325Ci / 325ti (E46) 10/2000> & 720 1600 75 #2 Varies with specific model 1440-1485 #2 1910-1955#2 75

BMW 328i (E36) Convert 06/1995-
09/2000

& 670 1400 75 #2 Varies with specific model  #3 Special roof rack 
system

1485-1520 #2 1865-1900 #2 40 #3

BMW 328i (E36) Sed / Coupe 06/1995-
06/99

& 670 1600 75 #2 Varies with specific model 1385-1420 #2 1825-1860#2 75

BMW 328i / 328Ci (E46) 09/1998-
09/2000

& 730 1600 75 #2 Varies with specific model 1470-1505 #2 1930 75

BMW 330Ci (E46) Convert. 09/2000> & 730 1600 75 #2 Varies with specific model  #3 With hardtop 1650 -1685 #2 2050-2085 #2 75 #3

BMW 330i / 330Ci (E46) Sed/ Coupe 09/2000> & 730 1700 75 #2 Varies with specific model 1495 -1530 #2 1965-2000#2 75

BMW 518i (E34) 1983-96 & 700 1400 50 #6 #6 self level susp 75 kg. 100
BMW 520i (E34) 1983-96 & 650-700#2 1400 50 #6 #2 Varies with specific model  #6 75 kg with BMW 

trailer susp or self levelling susp 
1420-1565#2 1930-2135#2 100

BMW 523i (E39) 04/1996-
11/2000

& 745 1800 90 1560 2015 100

BMW 525i (E34) 1988-96 & 700 1500 50 #6 #6 75 kg with BMW trailer susp or self levelling 
susp 

1550 2025 75

BMW
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

BMW 525i (E39) 12/2000-
09/2003

& 750 1900 90 1585 2040 100

BMW 525i (E60) Sed 09/2003> & 750 N/A 90 1500 100
BMW 528i 1996-

11/2000
& 750 1800 90 #2 Varies with specific model 1555-1580 #2 2035-2070 #2 100

BMW 530i (E34) Sed 04/0993-
03/96

& 700-750#2 1600 50 #6 #2 Varies with specific model  #6 75 kg with BMW 
trailer susp or self levelling susp 

1595 2105 100

BMW 530i (E39) Sed 12/2000-
09/2003

& 750 2000 90 1610 2100 100

BMW 530i (E39) Wag 12/2000-
09/2003

& 750 2000 90 1730 2275 100

BMW 530i (E60) Sed 09/2003> & 750 1900 90 1505 100
BMW 535i (E39) Sed 10/1996-

09/2003
& 750 1800-2000 #2 90 #2 Varies with specific model 1690-1705#2 2170-2195#2

BMW 540 (E39) 1996-
09/2003

& 750 1800-2000 #2 90 #2 Varies with specific model 1715-1750 #2 2195-2200#2 100

BMW 545i (E60) Sed 09/2003> & 750 N/A 90 1635 100
BMW 730i  (E32) 1990-10/94 & 650-750 #2 1600 50 #6 #2 Varies with specific model  #6 75 kg with BMW 

trailer susp or self levelling susp 
1600-1700#2 2130-2220#2 100

BMW 730iL  (E38) 11/1994-
05/96

& 750 1600 75 1600 2110 4390 100

BMW 735i (E65) / 735Li (E66) 01/2002> & 750 2100 100 #2 Varies with specific model 1950-2000#2 2480-2530#2 100

BMW 735i / 735iL  (E38) 08/1996-
01/2002

& 750 1700 90 100

BMW 740iL (E32) 1992-10/94 & 650-750 #2 1600 50 #6 #2 Varies with specific model  #6 75 kg with BMW 
trailer susp or self levelling susp 

1830 2350 100

BMW 740iL (E38) 1994-
01/2002

& 750 1700 90 1940 2400 4575 100

BMW 745i (E65) / 745Li (E66) 01/2002> & 750 2100 100 #2 Varies with specific model 1980-2030#2 2510-2560#2 100

BMW 750iL  (E32) 1988-
10/1994

& 650-750 #2 1600 50 #6 #2 Varies with specific model  #6 75 kg with BMW 
trailer susp or self levelling susp 

1860 100

BMW 750iL  (E38) 11/1994-
01/2002

& 750 1700 90 1920 2530 4670 100

BMW 760Li 04/2003> & 750 2100 100 2230 2690 100
BMW 840Ci Coupe 11/1993-

06/2000
& 750 1600 50 #6 # 6 75 kg with BMW trailer suspension 1860 2230 75

BMW 850Ci  (E31) Coupe 03/1993-
11/1994

& 750 1600 50 #6 #6 75 kg with BMW trailer suspension 1790 2210 75

BMW L7 (E38) 4D Saloon 10/1998-
12/2002

& NA NA NA
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

BMW M 2D Coupe / Roadster 10/1998-
12/2001

& #11 #11 Towing not recommended

BMW M3 2D (E36) Convertible 06/1999-
06/2000

& #11 #11 Towing not recommended

BMW M3 2D (E36) Coupe 06/1994-
06/2000

& #11 #11 Towing not recommended

BMW M3 2D (E46) Convertible 03/2003> & #11 #11 Towing not recommended #3 with Hardtop 1655 75 #3
BMW M3 2D (E46) Coupe 05/2001> & #11 #11 Towing not recommended 1495 75
BMW M3 CSL Coupe 11/2003> & #11 #11 Towing not recommended -
BMW M5 4D (E39) Sed 03/1999-

09/2003
& 750 1700 1790 2290 100

BMW X5  4WD Wagon 2001> & 750 2700 120 #1 #1  270kg if stamped HD Towbar used.  #2  Varies 
with specific model. 

1995-2170 #2 2600-2770 #2 100

BMW Z3 Roadster 02/1997-
12/2002

& #11 #11 Towing not recommended 35

BMW Z4 Roadster 2.5 L 2003> & #11 #11 Towing not recommended
BMW Z4 Roadster 3.0L 2003> & #11 #11 Towing not recommended
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Chrysler Crossfire 2004> & #11 #2 Varies with specific model  #11 Towing not 
recommended

1388-1399 #2

Chrysler Neon 1996-
09/2002

& 450 450 #5 45kg Max.
#5 Auto preferred for towing.

1110

Chrysler PT Cruiser 2000> & 450 454 50 1412
Chrysler Voyager GS 2WD 1997-

04/2001
450 1600 #1,8,13 80 #1 Load level hitch req. #2 Varies with specific 

model. #8 Speed limited to 100km/h #13 Diminishes 
according to load-eg.1200 with 7 passengers

1705-1915 #2 2505-2525 #2 3765 68

Chrysler Voyager RG 2WD 05/2001> & 450 1600 #1,8,13 80 #1 Load level hitch req. #2 Varies with specific 
model. #8 Speed limited to 100km/h #13 Diminishes 
according to load-eg.1360 with 7 passengers

1848-1862 #2 2495-2575 3900

Chrysler Voyager RG AWD 03/2002> & 450 1600 #1, 8, 13 80 #1 Load level hitch req.  #8 Speed limited to 
100km/h.  #13 Diminishes according to load - eg. 
1360 with 7 passengers.

2085

CHRYSLER
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Citroen Berlingo  1999> & 500 900 #1 70 #1 Load level hitch req.  #2 Varies with specific 
model.

1030-1110 #2 1870-1890 #2 2550 100

Citroen C3 SX 1.4L auto 12/2002> & 557 1176 48 1147 60
Citroen C3 SX 1.4L man 12/2002> & 540 1174 47 1182 60
Citroen C3 SX 1.6L auto 08/2003> & 566 1176 48 1200 60
Citroen C5 diesel auto 2001> 740 1500 #1 75 #1 Load level hitch req. 1369 1905 3405 75
Citroen C5 Hdi 2.0L T/die Wag auto 09/2003> & 750 1500 75 75
Citroen C5 petrol   2.0 auto / man 2001> & 700 A/T, 695 

M/T
1500 #1 75 #1 Load level hitch req. 1261 1845 3345 75

Citroen C5 petrol  V6 auto 2001> & 750 1400 #1 75 #1 Load level hitch req. 1483 2020 3420 75
Citroen C5 petrol wagon auto / man 2001> & 720 1500 #1 75 #1 Load level hitch req. 1330 1967 3467 75
Citroen Xantia 1996-

06/2001
& 1200 #1 75 #1 Load level hitch req. #2 Varies with specific 

model.
1170-1325 #2 1660-1830 #2 2860-3030 #2 75

Citroen XM 3.0L V6 Hatch auto 11/1994-
06/2000

& Not available

Citroen Xsara 1.6 16V auto / man 2000> & 595 A/T, 575 
M/T

1000 #1 70 #1 Load level hitch req.  #2 Varies with specific 
model.

1134-1172 #2
1663 2663

75

Citroen Xsara 1.8 & 2.0 1998-
12/2000

& 590 1000 #1 75 #1 Load level hitch req. #2 Varies with specific 
model.

1110-1182 #2 1630 2630 75

Citroen Xsara 2.0  16V auto 02/2001> & 615 1100 #1 70 #1  Load level hitch req. 1243 1688 2788 75
Citroen Xsara 2.0  16V man 02/2001> & 570 1000 #1 70 #1  Load level hitch req. 1219 1688 2788 75

CITROEN
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Daihatsu Applause 1989-11/99 & 1000 #1 50 #1 Load level hitch req. 950

Daihatsu Charade DI Sed 1.5L 08/1994-
12/97

& 400 700 NA

Daihatsu Charade TS 1988-98 0 0 #11 0 #11 Towing not recommended. 680
Daihatsu Charade TS 2D hatch 1.0L 06/2003> & 250 600 50 #2 Varies with specific model 720-725 #2 1120
Daihatsu Charade TS 2D hatch 1.5L 05/1998-

06/2000
& 400 700 NA

Daihatsu Copen Convertible 11/2003> & 0 #11 #11 Towing not recommended 
Daihatsu Cuore   2001-

03/2003
& 250 400 . #2 Varies with specific model. 720 - 730 #2 1140

Daihatsu Feroza 1988-
01/1999

& 1100 #1 110 #1 Load level hitch req. '#2 Varies with specific 
model.

1125-1320 #2 1500-1750 #2

Daihatsu Mira 1990-95 0 0 #11 0 #11 Towing not recommended. 660
Daihatsu Move 1997> 400 40kg Max. 745
Daihatsu Pyzar 1.5 1997-09/98 & 900 #1 90kg Max. #1 Load level hitch req. 990

Daihatsu Pyzar 1.6 10/1998-
07/2000

& 400 1000 #1 50 #1 Load level hitch req. 990

Daihatsu Rocky 4wd diesel SWB 1985-89 1500 #1 130 #1 Load level hitch req. 1805 1805
Daihatsu Rocky 4wd t/diesel LWB 1985-89 2500 #1 130 #1 Load level hitch req. 1805 2020
Daihatsu Rocky Sport/Wagon 1993-98 2000 #1 10% of ATM  

200kg Max.
#1 Load level hitch req. 1720 2235

Daihatsu Sirion/Sirion Gtvi (2000)  1998> & 350 950 #1 50kg Max. #1 Load level hitch req. #2 Varies with specific 
model.

800-830 #2 1260-1320 #2

Daihatsu Terios   1997-
10/2000

& 1400 #1 10% of ATM  
140kg Max.

#1 Load level hitch req. #2 Varies with specific 
model.

1490-1500 #2

Daihatsu Terios  DX/SX automatic  10/2000> & 400 1350 54 #2 Varies with specific model. 1010 - 1015 1500
Daihatsu Terios  DX/SX manual  10/2000> & 400 1350 54 #2 Varies with specific model. 1000-1005 #2 1490
Daihatsu YRV  2001> 350 1000 #1 50 #1 Load level hitch req. #2 Varies with specific 

model.
860 - 880 #2 1350

DAEWOO see GM DAEWOO

DAIHATSU

TOWMASS GPN NEW Comb'n.xls 2.xls  PAGE 11  



VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Eunos  30X 1992-97 & 400 720 #1 60 #1  Load level hitch req. #2 Varies with specific 
model.

1122-1149 #2

Eunos 500 1992-05/96 & 500 920 #1 60 #1  Load level hitch req. 1225

Eunos 800 1994-05/96 & 550 1015 #1 60 #1  Load level hitch req. 1543

EUNOS  (INCL WITH MAZDA 1996 ONWARDS)
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Ford Bronco 1981-87 1690 #1 15% of ATM   
255kg Max..

#1 Load level hitch req. 2200 2910 4600

Ford Cougar 1999-
02/2003

& 0 #11 0 #11 Towing not recommended. 1466

Ford Courier P/up 1978-1992 & 450 900 #1 10% of ATM   
90kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. 

1330-1590 #2 2750

Ford Courier PC 2WD 1992-96 & 450 1100 #1 10% of ATM  
110kg Max..

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. 

1250-1350 #2  2400

Ford Courier PC 4WD 1992-96 & 450 1100 #1 10% of ATM  
110kg Max..

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. 

1500-1600 #2  2700-2800 
#2

Ford Courier PD All 2WD Models 1996-99 & 750 1500 #1, 3 10% of ATM 
150kgs Max

#1 When fitted with Ford Approved Towbar.  #2 
Varies with specific model.  #3 Check owner's 
handbook for load level hitch req.

1425-1763 #2 2670-2930 #2 3595-3850 #2

Ford Courier PD All 4WD Models 1996-99 & 750 1500 #1,3 10% of ATM 
150kgs Max

#1 When fitted with Ford Approved Towbar.  #2 
Varies with specific model.  #3 Check owner's 
handbook for load level hitch req.

1425-1763 #2 2670-2930 #2 3595-3850 #2

Ford Courier PE / PG All 2WD 
Models

1999> & 700 1800 #1,3 10% of ATM 
180kgs Max

#1 When fitted with Ford Approved Towbar.  #2 
Varies with specific model.  #3 Check owner's 
handbook for load level hitch req.

1295-1533 #2 2623-2697 #2 4485-4495 #2

Ford Courier PE / PG All 4WD 
Models

1999> & 700 1800 #1,3 10% of ATM 
180kgs Max

#1 When fitted with Ford Approved Towbar.  #2 
Varies with specific model.  #3 Check owner's 
handbook for load level hitch req.

1295-1533 #2 2623-2697 #2 4485-4495 #2

Ford Courier Supercab 4WD 2.5L 
t/diesel

2003> & 700 1800 #1,3 10% of ATM  
180kg max.

#1 When fitted with Ford Approved Towbar.  #2 
Varies with specific model.  #3 Check owner's 
handbook for load level hitch req.

1425-1763 #2 2670-2930 #2 3595-3850 #2

Ford Econovan JG Maxi C/chas 1997-2000 & 600 1100 #1 10% of ATM 
110kgs Max

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models.

1260-1445 #2 2275-2823 #2 3375-3923 #2

Ford Econovan JG Maxi Van Man / 
Auto

1997-2000 & 600 1100 #1 10% of ATM 
110kgs Max

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models.

1260-1445 #2 2275-2823 #2 3375-3923 #2

Ford Econovan JG Van Man / Auto 1997-2000 & 600 1100 #1 10% of ATM 
110kgs Max

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models.

1260-1445 #2 2275-2823 #2 3295-3375 #2

Ford Econovan JH LWB Van Man / 
Auto

2003> & 600 1100 #1 10% of ATM 
110kgs Max

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models.

1492-1525 #2 2859-2891 #2 3959-3991 #2

Ford Econovan JH Maxi / LWB Van 
Man / Auto

2000-2003 & 600 1100 #1 10% of ATM 
110kgs Max

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models.

1260-1445 #2 2275-2823 #2 3375-3923 #2

FORD

FORD MOTOR COMPANY RECOMMENDS THAT OWNERS REFER TO THEIR OWNER'S MANUAL TO DETERMINE THE CORRECT TOWING WEIGHT FOR THEIR VEHICLE.  ALTERNATIVELY, CALL FORD 
CUSTOMER RELATIONSHIP CENTRE ON Ph. 1800 333 306.

NOTE #8:  FORD MOTOR COMPANY RECOMMENDS FOR ITS FALCON, FAIRLANE AND LTD MODELS FROM THE EA II ONWARDS, A REDUCTION IN THE MAXIMUM VEHICLE SPEED WHEN TOWING ABOVE 
1200KGS.  MAXIMUM RECOMMENDED VEHICLE SPEED WHEN TOWING 2300kgs IS 75 - 80km/h INCREASING TO 100km/h AT1200kgs. REFER TO THE VEHICLE'S OWNER'S HANDBOOK FOR FURTHER 

INFORMATION.
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Ford Econovan JH MWB Van Man. 
/ Auto

2003> & 600 1100 #1 10% of ATM 
110kgs Max

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models.

1447-1479 #2 2813-2846 #2 3913-3946 #2

Ford Econovan JH Van / SWB Man 2000> & 600 1000 #1 10% of ATM 
100kgs Max

#1 When fitted with Ford Approved Towbar. 1292 2301 3301

Ford Econovan Mid & LWB 1991-97 & 600 1100 #1 10% of ATM   
110kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. 

1400-1500 #2  2750

Ford Econovan SWB 1985-97 & 600 1000 #1 10% of ATM   
100kg Max.

#1 When fitted with Ford Approved Towbar 1250  2260 

Ford Escape BA/ ZA 3.0L V6 2001> & 750 1600 #1,3 10% of ATM   
160kg Max.

#1 When fitted with Ford Approved Towbar.  #3 
Check owner's handbook for load level hitch req. 

1568 2054 45

Ford Escape ZB 2.3L 02/2004> & 750 1000 #1,3 10% of ATM   
100kg Max.

#1 When fitted with Ford Approved Towbar.  #3 
Check owner's handbook for load level hitch req. 

1527 1997

Ford Explorer 4WD Auto 1996-
10/2001

& 2500 #1,3 10% of ATM  
250kg Max.

#1 When fitted with Ford Approved Towbar   #3 
When fitted with Ford Load Levelling kit.

2018 2530

Ford Explorer 4WD Man 1996-
10/2001

& 2380 #1,3 10% of ATM   
240kg Max..

#1 When fitted with Ford Approved Towbar   #3 
When fitted with Ford Load Levelling kit.

1922 2440

Ford Explorer UT / UX All Models 11/2001> & 2500 #1,3 10% of ATM 
250kgs Max

#1 When fitted with Ford Approved Towbar.  #2 
Varies with specific model.  #3 When fitted with 
Ford Load Levelling kit. 

2062-2088 #2 2649

Ford F SERIES   - ALL  2001> & 750 3500 #1, 3 #10 #1 When fitted with Ford Approved Towbar  #2 
Varies with specific model.  #3 When fitted with 
Ford Load Levelling kit.  #10 Refer Ford Customer 
Relations.

2176 - 3150 #2 3992-5080 #2 7492-8580 #2 .

Ford F100 4x2 1980-87 1830 #1,4 15% of ATM   
275kg Max.

#1 Load level hitch req. #2 Varies with specific 
model. #4 Max. for step tow bar 950 kg.

1650-1670 #2 2766 4600

Ford F100 4x4 LWB 1980-87 1720 #1,4 15% of ATM  
260kg Max.

#1 Load level hitch req. #4 Max. for step tow bar 
950 kg.

1877 2880 4600

Ford F100 4x4 SWB 1980-87 1810 #1,4 15% of ATM   
270kg Max..

#1 Load level hitch req. #4 Max. for step tow bar 
950 kg.

1857 2790 4600

Ford F150 all 1987-93 1720 #1,4 15% of ATM  
260kg Max.

#1 Load level hitch req. #2 Varies with specific 
model. #4 Max. for step tow bar 950 kg.

1868-1978 #2 2880 4600

Ford Fairlane AU (FPV) TE50, 
TL50, TS50 V8 Sedan

1999-2002 & 0 #11 #2 Varies with specific model  #11 Towing not 
recommended

1664-1745 #2

Ford Fairlane AU Ser. I, II & III 4.0 
six & 5.0 V8 Auto

1998-2002 & 500 2300 #1,3,8 10% of ATM  
230kg Max.

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models. #3 When fitted with 
Ford Load Levelling kit.  #8 Max. towing speed 
reduced to 75 - 80km/h at 2300kgs.  

1676-1721 #2 80

Ford Fairlane BA G220 / Ghia Auto 2003> & 2300 #1,3,8 10% of ATM  
230kg max.

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models. #3 When fitted with 
Ford Load Levelling kit.  #8 Max. towing speed 
reduced to 75 - 80km/h at 2300kgs.  

1727-1822 #2
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VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Ford Fairlane NA-NA2 1988-91 & 2100 #1,3,7 10% of ATM  
210kg Max..

#1 When fitted with Ford Approved Towbar.  #2 
Varies with specific model. #3 When fitted with Ford 
Load Levelling kit.  #7 Tow pack req.  #9 Man. 
Trans 1200kgs max

1578-1604 #2

Ford Fairlane NC 1991-92 & 2100 #1,3,4,7,8 10% of ATM  
210 Max.

#1When fitted with Ford Approved Towbar  #2 
Varies with specific model. #3 When fitted with Ford 
Load Levelling Kit.  #4 Self level susp. req. load level 
hitch over 1500kg. #7 Tow pack req. #8 Max. towing 
speed reduced to 75- 80 km/h at 2100 kg. 

1593-1681 #2

Ford Fairlane NC2 1992-95 & 2300 #1,3,7,8 10% of ATM  
230 Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. #3 When fitted with Ford 
Load Levelling kit.  #7 Tow pack req.  #8 Max. 
towing speed reduced to 75 - 80 km/h at 2300 kg.  

1595-1680 #2

Ford Fairlane NF, NF2 NL 1995-99 & 2300 #1,3,7,8 10% of ATM  
230 Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. #3 When fitted with Ford 
Load Levelling kit.  #7 Tow pack req.  #8 Max. 
towing speed reduced to 75 - 80 km/h at 2300 kg.  

1642-1672 #2

Ford Falcon AU / Fairmont AU Ser. 
I, II & III Sed / Wag Auto (ex 
Dedicated LPG)

1998-
09/2002

& 2300 #1,3,8 10% of ATM  
230kg max.

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models. #3 When fitted with 
Ford Load Levelling kit.  #8 Max. towing speed 
reduced to 75 - 80km/h at 2300kgs.  

1530-1665 #2

Ford Falcon AU / Fairmont AU Ser. 
I, II & III Sed / Wag Man 

1998-
09/2002

& 1200 #1 10% of ATM  
120kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. 

 1515-1665 #2

Ford Falcon AU Ser. I, II & III Ute 
Auto (ex Dedicated LPG, 
XR8 Pursuit)

1999-
09/2002

& 2300 #1,3,8 10% of ATM   
230kg Max.

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models. #3 When fitted with 
Ford Load Levelling kit.  #8 Max. towing speed 
reduced to 75 - 80km/h at 2300kgs.  

1515-1690 #2 2420-2740 #2 3810-4790 #2

Ford Falcon AU Ser. I, II & III Ute 
Man

1999-
09/2002

& 1200 #1 10% of ATM  
120kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. 

1640-1690 #2 2420-2740 #2 3810-4790 #2

Ford Falcon AU Ser. II & III Sed / 
Wag 4.0 litre Auto 
(Dedicated LPG) 

2000-02 & 1600 #1,3 10% of ATM  
160kg Max..

#1 When fitted with Ford Approved Towbar.  #2 
Varies with specific model.   #3 Check owner's 
handbook for load level hitch rec.

1530-1665 #2

Ford Falcon AU Ser. II & III Sed / 
Wag Man (Dedicated LPG.)

2000-02 & 1200 #1 10% of ATM                     
120kg Max

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. 

Ford Falcon AU Ser. II & III Ute. 
Auto (Dedicated LPG.) 

07/2000-
09/02

& 1600 #1 10% of ATM  
160kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. 

1640-1690 #2 2420-2740 #2 3810-4790 #2
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        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Ford Falcon AU Ser. II & III Ute. 
Man (Dedicated LPG.)

07/2000-
09/02

& 1200 #1 10% of ATM                     
120kg Max

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. 

1640-1690 #2 2420-2740 #2 3810-4790 #2

Ford Falcon AU Ser. II XR8 Pursuit 
Ute. Auto

2/2001-
9/02

& 1600 #1 10% of ATM  
160kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. 

1640-1690 #2 2420-2740 #2 3810-4790 #2

Ford Falcon BA / Fairmont BA 
Sedan, Wagon AUTO (ex 
XR6 turbo)

2002> &  2300 #1,3,8 10% of ATM   
230kg Max..

#1 When fitted with Ford Approved Towbar. #2 
Varies with sedan - wagon models. #3 When fitted 
with Ford Load Levelling kit.  #8 Max. towing speed 
reduced to 75 - 80km/h at 2300kgs.  

1694-1684 #2

Ford Falcon BA / Fairmont BA 
Sedan, Wagon MAN

2002> & 1200 #1 10% of ATM   
120kg Max..

#1 When fitted with Ford Approved Towbar. #2 
Varies with sedan - wagon models

1694-1745#2

Ford Falcon BA E-Gas XT, Futura 
Sedan, Wagon 4.0L AUTO 
(Dedicated LPG)

2002> & 2300 #1,3,8 10% of ATM   
230kg Max..

#1 When fitted with Ford Approved Towbar. #2 
Varies with sedan - wagon models. #3 When fitted 
with Ford Load Levelling kit.  #8 Max. towing speed 
restricted to 75 - 80km/h at 2300kgs.  

1694-1745 #2

Ford Falcon BA GT 5.4 L Auto 2003> & 1600 #1 10% of ATM   
160kg Max..

#1 When fitted with Ford Approved Towbar. 1825

Ford Falcon BA GT 5.4 L Man. 2003> & 1200 #1 10% of ATM   
120kg Max..

#1 When fitted with Ford Approved Towbar. 1825

Ford Falcon BA RTV Ute / C/Chas 
Auto (Incl dedicated LPG)

10/2003> & 750 2300 #1,3,8 10% of ATM 
230kgs Max

#1 When fitted with Ford Approved Towbar.  #3 
When fitted with Ford Load Levelling kit.  #8 Max. 
towing speed reduced to 75 - 80km/h at 2300kgs.  

Ford Falcon BA RTV Ute / C/Chas 
Man (Incl dedicated LPG)

10/2003> & 750 1200 #1 10% of ATM 
120kgs Max

#1 When fitted with Ford Approved Towbar. 

Ford Falcon BA Ute Auto (Incl 
dedicated LPG), (Ex XR6-T, 
FPV V8 Pursuit)

10/2002> & 2300 #1,3, 8 10% of ATM 
230kgs Max

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models. #3 When fitted with 
Ford Load Levelling kit.  #8 Max. towing speed 
reduced to 75 - 80km/h at 2300kgs.  

1590-1818 #2 2370-2805 #2 3450-4245 #2

Ford Falcon BA Ute Man 10/2002> & 1200 #1 10% of ATM 
120kgs Max

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models.

1590-1818 #2 2370-2805 #2 3450-4245 #2

Ford Falcon BA Ute. FPV V8 
Pursuit Auto

10/2002> & 1600 #1 10% of ATM 
160kgs Max

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models.

1590-1818 #2 2370-2805 #2 3810

Ford Falcon BA XR6-T turbo 4.0L 
Sed Auto

2002> & 1600 #1, 10% of ATM   
160kg Max..

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models.

1694-1745 #2

Ford Falcon BA XR6-T turbo Ute 
Auto

10/2002> & 1600 #1 10% of ATM 
160kgs Max

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models.

1590-1818 #2 2370-2805 #2 3450-4245 #2
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Ford Falcon BA XR8 sedan Auto 2003> & 2300 #1,3,8 10% of ATM   
230kg Max..

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models. #3 When fitted with 
Ford Load Levelling kit.  #8 Max. towing speed 
reduced to 75 - 80km/h at 2300kgs.  

1694-1745 #2

Ford Falcon BA XR8 sedan Man 2003> & 1200 #1 10% of ATM   
120kg Max..

#1 When fitted with Ford Approved Towbar.  #2 
Varies with specific model

1694-1745 #2

Ford Falcon EA 1 1988-89 & 1590 #1,3,7,9 10% of ATM  
150kg Max.

#1 When fitted with Ford Approved Towbar.  #2 
Varies with specific model.  #3 Check owner's 
handbook for load level hitch req.  #7 Tow pack req.  
#9 Man. trans. 1200 kg max.

1420-1645 #2

Ford Falcon EA 2-EB 2 Auto 1989-93 & 2100 #1,3,4,7,8 10% of ATM  
210kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. #3 When fitted with Ford 
Load Levelling Kit.  #4 Self level susp. req. load level 
hitch over 1500kg. #7 Tow pack req. #8 Max. towing 
speed reduced to 75 - 80 km/h at 2100 kg. 

1420-1685 #2

Ford Falcon EA 2-EB 2 Man 1989-93 & 1200 #1 10% of ATM  
120kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. 

1420-1685 #2

Ford Falcon ED 1993-94 & 2300 #1,3,7,8,9 10% of ATM  
230kg Max.

#1When fitted with Ford Approved Towbar  #2 
Varies with specific model. #3 When fitted with Ford 
Load Levelling Kit.  #7 Tow pack req. #8 Max. 
towing speed reduced to 75 - 80 km/h at 2300 kg.  
#9 Man. trans. 1200 kg max. 

1485-1730 #2

Ford Falcon EF / EL All models incl. 
XR6 / XR8 Sedan / Wagon 
Auto (ex GT)

1993-99 & 2300 #1,3,7,8 10% of ATM   
230kg Max..

#1 When fitted with Ford Approved Towbar. #2 
Varies with sedan - wagon models. #3 When fitted 
with Ford Load Levelling kit.  #7 Tow pack req.  #8 
Max. towing speed reduced to 75 - 80km/h at 
2300kgs.  

1540-1640 #2

Ford Falcon EF / EL All models incl. 
XR6 / XR8 Sedan / Wagon 
Man (ex GT)

1993-99 & 1200 #1 10% of ATM   
120kg Max..

#1 When fitted with Ford Approved Towbar.  #2 
Varies with specific model

1540-1640 #2

Ford Falcon EL GT Sedan Man / 
Auto

1997 & 1000 #1 10% of ATM   
100kg Max..

#1 When fitted with Ford Approved Towbar. 1674

Ford Falcon XG / XH Ute / Van All 
models (ex XG XR6) Auto

1993-06/99 & 500 2300 #1,3,7,8 10% of ATM   
230kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. #3 When fitted with Ford 
Load Levelling kit.  #7 Tow pack req. #8 Max. towing 
speed restricted to 75 - 80 km/h at 2300 kg.  

1480-1550 #2  2055-2690 
#2

3810-4790 #2

Ford Falcon XG / XH Ute / Van All 
models Man 

1993-06/99 & 500 1200 #1 10% of ATM  
120kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. 

1480-1550 #2  2055-2690 
#2

3810-4790 #2
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Ford Falcon XG Ute. / Van XR6 
Longreach Auto

1993-1996 500 2100 #1,3,7,8 10% of ATM  
210kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. #3 When fitted with Ford 
Load Levelling kit.  #7 Tow pack req.  #8 Max. 
towing speed reduced to 75 - 80 km/h at 2100 kg.  

1490-1525 #2 2055

Ford Festiva 1993-
12/2000

0 0 #11 0 #11 Towing not recommended. 810

Ford Fiesta 1.6L Sed 04/2004> & 900 #1 10% of ATM 
90kg max

#1 When fitted with Ford Approved Towbar

Ford Focus LR 1.8, 2.0L All Models 2002> & 800 #1 10% of ATM 
80kgs Max

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models.

1196-1283 #2

Ford Ka 1.3L hatch 1999-2003 & #11 #11 Towing not recommended 955

Ford Laser KJ / KN 1994-
08/2001

& 500 #1 50 #1 When fitted with Ford Approved Towbar  #2 
Varies with specific model.

1105-1154 #2

Ford Laser KQ All Models 2001-02 & 500 #1 10% of ATM 
50kgs Max

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models.

990-1005 #2

Ford LTD AU l,ll, lll 1998-2002 & 500 2300 #1,3,8 10% of ATM  
230kg max.

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models. #3 When fitted with 
Ford Load Levelling kit.  #8 Max. towing speed 
reduced to 75 - 80km/h at 2300kgs.  

1676-1721 #2

Ford LTD BA V8 auto 2003> & 2300 #1,3,8 10% of ATM  
230kg max.

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models. #3 When fitted with 
Ford Load Levelling kit.  #8 Max. towing speed 
reduced to 75 - 80km/h at 2300kgs.  

1727-1822 #2

Ford LTD DA, DA2 & DC I 1988-1992 & 2100 #1,3,4,7,8 10% of ATM  
210 Max.

#1When fitted with Ford Approved Towbar  #2 
Varies with specific model. #3 When fitted with Ford 
Load Levelling Kit.  #4 Self level susp. req. load level 
hitch over 1500kg. #7 Tow pack req. #8 Max. towing 
speed restricted to 75 - 80 km/h at 2100 kg. 

1578-1681 #2

Ford LTD DC2 1992-95 & 2300 #1,3,4,7,8 10% of ATM  
230 Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. #3 When fitted with Ford 
Load Levelling kit.  #4 Self level susp. req. load level 
hitch over 1500kgs.  #7 Tow pack req.  #8 Max. 
towing speed reduced to 75 - 80 km/h at 2300 kg.  

1595-1680 #2

Ford LTD DF / DL 1995-99 & 2300 #1,3,7,8 10% of ATM  
230 Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model. #3 When fitted with Ford 
Load Levelling kit.  #7 Tow pack req.  #8 Max. 
towing speed reduced to 75 - 80 km/h at 2300 kg.  

1642-1672 #2
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Ford Maverick 4WD  All Models 1988-93 & 750 2500 #1,3 10% of ATM   
250kg Max..

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model.  #3 When fitted with 
Ford Load Levelling kit.

1839-2085 #2 2750-3150 #2 5250-5650 #2

Ford Mondeo Sed/Hatch inc. ST24 
V6

1995-
12/2000 

& 600 1000 #1 10% of ATM  
100kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model.

1263-1342 #2

Ford Mondeo Wagon 2.0 1995-3/99 & 1000 #1 10% of ATM  
100kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model.

1320-1350 #2

Ford Mustang Cobra 2001> & 0 #11 #11 Towing not recommended  #2 Varies with 
specific model

1605-16650 #2

Ford Probe Coupe 1994-98 & 550 1000 #1 10% of ATM 
100kgs Max

#1 When fitted with Ford Approved Towbar. #2 
Varies with specific models.

1315-1350 #2

Ford Raider 4WD 1991-97 & 450 1500 #1 10% of ATM  
150kg Max.

#1 When fitted with Ford Approved Towbar 1792  2365

Ford Taurus Ghia 3.0 1996-98 & 1200 #1 10% of ATM  
120kg Max.

#1 When fitted with Ford Approved Towbar.  Check 
owner's handbook for load level hitch req.  #2 Varies 
with specific model.

1541-1555 #2

Ford Telstar 2.5 V6 1992-96 & 550 1000 #1 10% of ATM  
100kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model.

1206-1325 #2 75

Ford Territory 4WD Wagon 2004> & TBA
Ford Territory RWD Wagon 2004> & TBA
Ford Transit VE, VF, VG 1994-

01/2001
& _ # 11 _ #11 Refer to relevant owner's handbook or contact 

Ford Customer Relationship Centre on 1800 333 
306. 

Ford Transit VH SWB Low / Mid 
Van Pet / Die

01/2001> & 750 2000 #1, 3 10% of ATM  
200kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model.  #3 Check owner's 
handbook for load level hitch req. 

2960-3210 #2 4250-5210 #2

Ford Transit VH MWB Mid / High 
Van Pet

01/2001> & 750 2050 #1, 3 10% of ATM  
205kg Max.

#1 When fitted with Ford Approved Towbar   #3 
Check owner's handbook for load level hitch req.  

3280 4250

Ford Transit VH MWB Mid / High 
Van Die

01/2001> & 750 2800 #1, 3 10% of ATM  
280kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model.  #3 Check owner's 
handbook for load level hitch req. 

3280 5250-5750 #2

Ford Transit VH LWB Mid / High 
Van Pet

01/2001> & 750 2050 #1, 3 10% of ATM  
205kg Max.

#1 When fitted with Ford Approved Towbar   #3 
Check owner's handbook for load level hitch req.  

3550 4250

Ford Transit VH LWB Mid / High / 
Jumbo Van Die

01/2001> & 750 2750 #1, 3 10% of ATM  
275kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model.  #3 Check owner's 
handbook for load level hitch req. 

3550 5250-5750 #2

Ford Transit VH Single C/Chas Pet 02/2002> & 750 2100 #1, 3 10% of ATM  
210kg Max.

#1 When fitted with Ford Approved Towbar   #3 
Check owner's handbook for load level hitch req.  

3550 4250

Ford Transit VH Single C/Chas Die 01/2001> & 750 2750 #1, 3 10% of ATM  
275kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model.  #3 Check owner's 
handbook for load level hitch req. 

3550 5250-5750 #2
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(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Ford Transit VH Single C/Chas 
4.25T extended frame Die 

01/2001> & 750 2400 #1, 3 10% of ATM  
240kg Max.

#1 When fitted with Ford Approved Towbar   #3 
Check owner's handbook for load level hitch req.  

4250 5750

Ford Transit VH Crew C/Chas Die 05/2001> & 750 2800 #1, 3 10% of ATM  
280kg Max.

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model.  #3 Check owner's 
handbook for load level hitch req. 

3550 5250-5750 #2

Ford Transit VH Bus Pet 08/2001> & 750 1050 #1 10% of ATM  
105kg Max.

#1 When fitted with Ford Approved Towbar   3550 4250

Ford Transit VH Bus Die 08/2001> & 750 2550 #1,3,9 10% of ATM  
205 / 255kg 

Max. #9

#1 When fitted with Ford Approved Towbar  #2 
Varies with specific model.  #3 Check owner's 
handbook for load level hitch req.   #9 Auto trans 
2050kgs 

3550 5250-5750 #2
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
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(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

GM D'woo Cielo  1.5   DOHC  1995-97 & 400 860 75 #2 Varies with specific model 939-1126  #2
GM D'woo Cielo 1.5  SOHC  1995-98 & 430 860 75 #2 Varies with specific model 930-1126 #2
GM D'woo Espero 2.0 1995-97 & 500 1060 55 1108
GM D'woo Kalos 1.5L hatch Auto 03/2003> & 400 1000 50 1005 1500
GM D'woo Kalos 1.5L hatch Man 03/2003> & 500 1100 50 995 1500
GM D'woo Kalos 1.5L sedan Auto 03/2003> & 400 1000 50 1015 1510
GM D'woo Kalos 1.5L sedan Man 03/2003> & 500 1100 50 1005 1510
GM D'woo Lacetti 1.8L 08/2003> & 550 1100 75 #2 Varies with specific model 1210-1235 #2 1695
GM D'woo Lanos 1.6L DOHC  08/1997-

03/2003
& 480 1100 10% of ATM    

50 kg  max
#2  Varies with specific model 1011-1072  #2

GM D'woo Lanos 1.5L SOHC   08/1997-
03/2003

& 480 1000 10% of ATM   
50kg  max

#2 Varies with specific model. 1011-1072 #2

GM D'woo Leganza   2.2   04/1999> & 700 1500 10% of ATM  
75kg Max.

#2  Varies with specific model 1325-1336  #2

GM D'woo Leganza  2.0   1997>99 700 1500 10% of ATM  
75kg Max.

#2 Varies with specific model. 1325-1336 #2 

GM D'woo Matiz Hatch 10/1999> & #11 #11 #11 #11 Towing not recommended
GM D'woo Nubira 1.6 06/1997-

11/99
& 600 1200 75 #2 Varies with specific model. 1258-1354 #2

GM D'woo Nubira 2.0 05/1998> 600 1200 75 #2 Varies with specific model. 1189-1283 #2 1720 100
GM D'woo Tacuma 2.0 wagon 11/2000> & 690 1500 75 #2 Varies with specific model. 3112-1345 #2 1825 100

GM DAEWOO
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Holden Adventra CX8 / LX8 V8 auto 10/2003> & 500 2100 #1, 8, 9, 12 210 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model  #8 Max 80km/h over 1600kgs.  
#9 Owner's handbook MUST be referred to for 
additional vehicle fittings when towing.  #12 A 
standard 1600kg towbar is built into the rear b/bar  

1940-1983 #2 Refer ID plate 80

Holden Apollo 2.2 1993-97 1100 #1 50 #1 Load level hitch req. #2 Varies with specific 
model.  

1300-1420 #2

Holden Apollo 3.0 V6 1993-97 1200 #1 50 #1 Load level hitch req. #2 Varies with specific 
model.  

1420-1540 #2

Holden Astra 1987-96 700 70 910
Holden Astra TR Series 1996-

09/1998
& 500 1000  75kgs max. 

#3
#2 Varies with specific model.  #3 Towing less than 
625kgs, min. 4% of ATM to max. of 75kgs.  Towing 
more than 625kgs, min. 25kgs to max. of 75kgs. 
Refer owner's handbook.

840-970 #2 1260-1410 #2 100

Holden Astra TS Series Convertible 12/2001> & #11 #2 Varies with specific model.  #11 Towing not 
recommended

1363-1429 #2

Holden Astra TS Series ex Conv. 09/1998> & 595 1000 75kgs max #3 #2 Varies with specific model.  #3 Towing less than 
625kgs, min. 4% of ATM to max. of 75kgs.  Towing 
more than 625kgs, min. 25kgs to max. of 75kgs. 
Refer owner's handbook.

1113-1282 #2 1720-1770 #2 100

Holden Barina SB 1.4L Cabriolet 11/1997-
11/2000

& #11 #11 Towing not recommended 916

Holden Barina SB 1.6L All 1994-09/98 & 450 1000 #1,8 50 #1 Load level hitch req. #8 Towing speed restricted 
to 80 km/h

970 1410 100

Holden Barina SB Ser 1.2L 1994-07/97 & 400 500 #1 50 #8 Towing speed restricted to 80 km/h 840 1260 100

Holden Barina SB Ser 1.4L Auto. 1994-
2/2001

& 450 800 #1 50 #2 Varies with specific model.  #8 Towing speed 
restricted to 80 km/h

915-930 #2 1365-1380 #2 100

Holden Barina SB Ser 1.4L man. 1994-
2/2001

& 450 900 #1 50 #2 Varies with specific model.  #8 Towing speed 
restricted to 80 km/h

880-895 #2 1330-1345 #2 100

Holden Barina XC CD, SRi, SXi 1.4L 02/2001> & #11 #2 Varies with specific model.  #11 Towing not 
recommended

962-1112 #2

Holden Barina XC SRi 1.8L 09/2001> & #11 #2 Varies with specific model.  #11 Towing not 
recommended

1033-1088 #2

HOLDEN LTD LIMIT THE VEHICLE SPEED TO 80km/h WHEN TOWING ABOVE 1600kgs WITH THEIR BERLINA, CALAIS, COMMODORE, CAPRICE AND STATESMAN MODELS.  OTHER HOLDEN MODELS ALSO 
HAVE SPEED LIMITS WHEN TOWING AS SHOWN IN THIS GUIDE.  REFER TO THE VEHICLE'S OWNER'S HANDBOOK FOR FURTHER INFORMATION.

HOLDEN
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VEHICLE 
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VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
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CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Holden Berlina VR / VS V6 / V8 Auto 07/1993-
8/97

& 500 2100 #8, 9 210 #1 #1 Load level hitch req'd over 75kgs.  #2 Varies with 
specific model.  #8 Max 80km/h over 1600kgs.  #9 
Owner's handbook MUST be referred to for 
additional vehicle fittings when towing

1423-1472 #2 1860-1983 #2 68

Holden Berlina VR / VS V6 / V8 Man 07/1993-
8/97

& 500 1600 #9 160 #1 #1 Load level hitch req'd over 75kgs.  #2 Varies with 
specific model.  #9 Owner's handbook MUST be 
referred to for additional vehicle fittings when towing

1423-1472 #2 1860-1983 #2 68

Holden Berlina VT Auto V6 9/1997-
10/2000

& 500 2100 #1, 8, 9 210 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model.  #8 Max 80km/h over 1600kgs.  
#9 Owner's handbook MUST be referred to for 
additional vehicle fittings when towing

1605-1672 #2 50

Holden Berlina VT Man V6 9/1997-
10/2000

& 500 1200 #1, 9 120 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model.  #9 Owner's handbook MUST 
be referred to for additional vehicle fittings when 
towing

1605-1672 #2 50

Holden Berlina VT V8 Auto 9/1997-
10/2000

& 500 2100 #1, 8, 9 210 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model.  #8 Max 80km/h over 1600kgs.  
#9 Owner's handbook MUST be referred to for 
additional vehicle fittings when towing

1694-1761 #2 50

Holden Berlina VT V8 Man 9/1997-
10/2000

& 500 1600 #1, 9 160 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model.  #9 Owner's handbook MUST 
be referred to for additional vehicle fittings when 
towing

1694-1761 #2 50

Holden Berlina VX / VY V6 / V8 Auto 10/2000> & 500 2100 #1, 8, 9 210 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model.  #8 Max 80km/h over 1600kgs.  
#9 Owner's handbook MUST be referred to for 
additional vehicle fittings when towing

1543-1711 #2 50 Sed, 
80 Wag

Holden Berlina VX / VY V6 Man 10/2000> & 500 1200 #1, 9 120 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model.  #9 Owner's handbook MUST 
be referred to for additional vehicle fittings when 
towing

1543-1711 #2 50 Sed, 
80 Wag

Holden Berlina VX / VY V8 man 10/2000> & 500 1600 #1, 9 160 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model.  #9 Owner's handbook MUST 
be referred to for additional vehicle fittings when 
towing

1638-1700 #2 50 Sed, 
80 Wag
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)
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NO BRAKES 
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 WITH BRAKES  
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CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Holden Calais VR / VS V6 / V8 auto 07/1993-
8/97

& 500 2100 #8,9 210 #1 #1 Load level hitch req'd over 75kgs.  #2 Varies with 
specific model  #8 Max 80km/h over 1600kgs.  #9 
Owner's handbook MUST be referred to for 
additional vehicle fittings when towing

1493-1599 #2 1953-2023 #2 68

Holden Calais VR V6 / V8 Man 07/1993-
4/95

& 500 1600 #9 160 #1 #1 Load level hitch req'd over 75kgs.  #2 Varies with 
specific model  #9 Owner's handbook MUST be 
referred to for additional vehicle fittings when towing

1493-1599 #2 1953-2023 #2 68

Holden Calais VS II S/Charg. V6 Auto 9/1996-
8/97

& 500 2100 #8,9 210 #1 #1 Load level hitch req'd over 75kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

1493 68

Holden Calais VT / VX / VY V6 / V8 
auto

9/1997> & 500 2100 #1, 8, 9 210 #1 Load level hitch req'd over 750kgs.   #2 Varies 
with specific model  #8 Max 80km/h over 1600kgs.  
#9 Owner's handbook MUST be referred to for 
additional vehicle fittings when towing

1539-1729 #2 50

Holden Calais VT, VX, VY S/charg. V6 
Auto

8/1997> & 500 2100 #1, 8, 9 210 #1 Load level hitch req'd over 750kgs.   #2 Varies 
with specific model  #8 Max 80km/h over 1600kgs.  
#9 Owner's handbook MUST be referred to for 
additional vehicle fittings when towing

1539-1639 #2 50

Holden Calibra 1991-07/98 & 625 1200 #1 75 #1 Load level hitch req. #2 Varies with specific 
model.  

1250-1405 #2 1695 100

Holden Caprice VQ 1990-94 & 500 1590 #1, 9 10% of ATM 
160kg Max.

#1 H.D Load level hitch req. over 1200kg. Varies 
with specific model  #9 Trans. cooler req'd

1545-1617 #2 1953-2025 #2 68

Holden Caprice VR, VS V6 auto 07/1993-
6/99

& 500 2100 #8,9 210 #1 #1 Load level hitch req'd over 75kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

1550 68

Holden Caprice VR, VS V8  auto 07/1993-
6/99

& 500 2100 #8,9 210 #1 #1 Load level hitch req'd over 75kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

1623 2011 68

Holden Caprice WH, WK V6, V8 auto 6/1999> & 500 2100 #1, 8, 9 210 #1 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model  #8 Max 80km/h over 1600kgs.  
#9 Owner's handbook MUST be referred to for 
additional vehicle fittings when towing

1691-1786 #2 50
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E 
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CONDITIONS VEHICLE KERB 
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CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Holden Combo Van SB 1.4L 1996-
09/2002

& 450 750 #8 70 #8 towing speed restricted to 80 km/h 1025 1620 100

Holden Combo XC Van 09/2002> & 450 1000 #3 #3 Towing less than 625kg, 4-10% of ATM. Towing 
more than 625kgs, min. 25kgs, max 10% of ATM

1200 1945 100

Holden Commodore VG,VP Ute 1990-07/93 & 1590 #1 10% of ATM 
160kg Max.

#1 Load level hitch req. 1350 2050

Holden Commodore VK-VL 3.3 & 3.0 1984-88 1590 #1 68 #1 Load level hitch req. 1225

Holden Commodore VN 1988-91 1590 #1,8 160 #1 Load level hitch req. #2 Varies with specific 
model. #8 Towing speed restricted from1200 kg to 
1590kg

1315-1430 #2

Holden Commodore VP 1991-93 1590 #1,8 160 #1 Load level hitch req. #2 Varies with specific 
model. #8 Towing speed restricted to 80 km/h with 
1590kg

1335-1510 #2 68

Holden Commodore VR / VS, SS V6 / 
V8 auto (ex Ute)

07/1993-
8/97

& 500 2100 #8,9 210 #1 #1 Load level hitch req'd over 75kgs.  #2 Varies with 
specific model.  #8 Max 80km/h over 1600kgs.  #9 
Owner's handbook MUST be referred to for 
additional vehicle fittings when towing

1379-1477 #2 1881-1961 #2 68

Holden Commodore VR / VS, SS V6 / 
V8 man (ex Ute)

07/1993-
8/97

& 500 1600 #9 160 #1 #1 Load level hitch req'd over 75kgs.  #2 Varies with 
specific model.  #9 Owner's handbook MUST be 
referred to for additional vehicle fittings when towing

1379-1477 #2 1881-1961 #2 68

Holden Commodore VR / VS, V6 / V8 
S, SS Utility man / auto

07/1993-
12/2000

& 500 1600 #9 160 #1 #1 Load level hitch req'd over 75kgs.  #2 Varies with 
specific model.  #9 Owner's handbook MUST be 
referred to for additional vehicle fittings when towing

1359-1443 #2 2122-2192 #2 3782

Holden Commodore VT I, II V6 man 
(ex Ute)

9/1997-
10/2000

& 500 1200 #1, 9 120 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model.  #9 Owner's handbook MUST 
be referred to for additional vehicle fittings when 
towing

1551-1612 #2 50

Holden Commodore VT I, II, SS V6 / 
V8 auto (ex Ute)

9/1997-
10/2000

& 500 2100 #1, 8, 9 210 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model.  #8 Max 80km/h over 1600kgs.  
#9 Owner's handbook MUST be referred to for 
additional vehicle fittings when towing

1551-1704 #2 50

Holden Commodore VT I, II, SS V8 
man (ex Ute)

9/1997-
10/2000

& 500 1600 #1, 9 160 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model.  #9 Owner's handbook MUST 
be referred to for additional vehicle fittings when 
towing

1643-1704 #2 50
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VEHICLE MODEL YEAR R 
E 
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CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Holden Commodore VT SS S/charg. 
V6 auto (ex Ute)

09/1997-
6/99

& 500 2100 #1, 8, 9 210 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model.  #8 Max 80km/h over 1600kgs.  
#9 Owner's handbook MUST be referred to for 
additional vehicle fittings when towing

1551-1704 #2 50

Holden Commodore VU / VY V6 S 
Utility auto

12/2000> & 500 1600 #1, 9 160 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model.  #9 Owner's handbook MUST 
be referred to for additional vehicle fittings when 
towing

1510-1565 #2 2275-2290 #2

Holden Commodore VU / VY V6 S 
Utility man 

12/2000> & 500 1200 #1, 9 120 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model.  #9 Owner's handbook MUST 
be referred to for additional vehicle fittings when 
towing

1510-1565 #2 2275-2290 #2

Holden Commodore VU / VY V8 S / 
SS Utility man / auto

12/2000> & 500 1600 #1, 9 160 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model.  #9 Owner's handbook MUST 
be referred to for additional vehicle fittings when 
towing

1575-1620 #2 2275

Holden Commodore VX  / VY V6 man 
(ex Ute)

10/2000> & 500 1200 #1, 9 120 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model.  #9 Owner's handbook MUST 
be referred to for additional vehicle fittings when 
towing

1521-1640 #2 50 Sed, 
80 Wag

Holden Commodore VX  / VY, SS / 
SV8 V6 / V8 auto (ex Ute & 
VY Factory LPG Wag)

10/2000> & 500 2100 #1, 8, 9 210 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model.  #8 Max 80km/h over 1600kgs.  
#9 Owner's handbook MUST be referred to for 
additional vehicle fittings when towing

1521-1711 #2 50 Sed, 
80 Wag

Holden Commodore VX  / VY, SS / 
SV8 V8 man (ex Ute) 

10/2000> & 500 1600 #1, 9 160 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model.  #9 Owner's handbook MUST 
be referred to for additional vehicle fittings when 
towing

1543-1711 #2 50 Sed, 
80 Wag

Holden Commodore VY 1 Tonner / S 
C/chas  V6 / V8 auto

05/2003> & 500 2100 #1, 8,9 210 #1 Load level hitch req'd over 750kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

2826

Holden Commodore VY 1 Tonner S 
C/chas  V8 man

05/2003> & 500 1600 #1, 9 160 #1 Load level hitch req'd over 750kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

2826

Holden Commodore VY Factory dual 
fuel LPG Wag

10/2002> & 500 1200 #1, 9 120 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model.  #9 Owner's handbook MUST 
be referred to for additional vehicle fittings when 
towing

1578/1664 #2 80
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        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Holden Crewman / S V6 auto 09/2003> & 500 2100 #1, 8,9 210 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model  #8 Max 80km/h over 1600kgs.  
#9 Owner's handbook MUST be referred to for 
additional vehicle fittings when towing

1739-1756 #2 2826

Holden Crewman Cross 8 V8 auto 12/2003> & 500 2500 #1, 8, 9 250 #1 Load level hitch req'd over 750kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

1947

Holden Crewman SS V8 auto 09/2003> & 500 2500 #1, 8, 9 250 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model  #8 Max 80km/h over 1600kgs.  
#9 Owner's handbook MUST be referred to for 
additional vehicle fittings when towing

1784 2535

Holden Crewman SS V8 man 09/2003> & 500 1600 #1, 9 160 #1 Load level hitch req'd over 750kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

1785 2535

Holden Cruze YG AWD Wagon 06/2002> & 350 800 #8 #3 #3 Towing less than 625kgs, min. 4% of ATM to a 
max. of 80kgs.  Towing more than 625kgs, min.of 
25kgs to a max. of 80kgs.  #2 Varies with specific 
model  #8 Max. 80km/h.  Refer owner's handbook

985-1000 #2 1430 50

Holden Frontera M7 2.0L 4 cyl man 2D 10/1995-
03/99

& 750 1600 #1 10% of ATM 
160kg Max.

#1 Load level hitch req.  #4 30kgs off road 1685 2200 60 #4

Holden Frontera MX  S, SE LWB 3.2L 
V6 man / auto 4D

03/1999-
2003

& 750 2000 #1 10% of ATM 
200kg Max.

#1 Load level hitch req.  #4 30kgs off road 1720 2400 4400 60 #4

Holden Frontera MX Sport SWB 2.2L 
4 cyl man 2D

02/1999-
07/2002

& 750 1600 #1 10% of ATM 
160kg Max.

#1 Load level hitch req.  #4 30kgs off road 1630 2300 3900 60 #4

Holden Jackaroo  U8 3.0L t/diesel  3.5 
petrol LWB

3/1998-
02/2001

& 750 2500 #1 10% of ATM  
250kg Max.

#1 Load level hitch req. #2 Varies with specific 
model.  

1925-2125 #2 2500-2600 #2 5100

Holden Jackaroo  U8 3.0L t/diesel  3.5 
petrol LWB wide track

03/2001> & 750 2500 #1 10% of ATM  
250kg Max.

#1 Load level hitch req. #2 Varies with specific 
model.  

1925-2125 #2 2500-2600 #2 5100

Holden Jackaroo L & L1 LWB 2.6L 
petrol & 2.8L t/diesel SWB & 
LWB

1988-92  500 950 #1 10% of ATM   
95kg Max.

#1 Load level hitch req. #2 Varies with specific 
model.  

1600-1720 #2 2150 3100 120

Holden Jackaroo L2 3.2L petrol SWB 1992-98 & 750 1600 #1 10% of ATM   
160kg Max..

#1 Load level hitch req. #2 Varies with specific 
model.  

1740-1780 #2 2500 4100 120

Holden Jackaroo UBS92 3.1L t/diesel 
&  3.2L petrol LWB

1992-07/95 & 750 2250 #1 10% of ATM   
225kg Max.

#1 Load level hitch req. #2 Varies with specific 
model.  

1800-1920 #2 2600 4850 120

Holden Jackaroo UBS95 3.1L t/diesel  
3.2 petrol LWB

08/1995-
02/98

& 750 2500 #1 10% of ATM  
250kg Max.

#1 Load level hitch req. #2 Varies with specific 
model.  

1865-2020 #2 2600 5100 120
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CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Holden Monaro V2 CV6, CV8, CV8-R 
V6 / V8 auto

12/2001> & 500 1600 #1, 9 160 #1 Load level hitch recommended over 750kgs.  #2 
Varies with specific model.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing   

1603-1652 #2

Holden Nova LG Ser. 1.6L 10/1994-
4/97

& N/A Refer Holden Customer Service (1800 033 349) or 
Owner's Handbook

Holden Nova LG Ser. 1.8L 10/1994-
4/97

& N/A Refer Holden Customer Service (1800 033 349) or 
Owner's Handbook

Holden Rodeo R9  2WD/4WD 1998-
02/2003

& 700 1800 #1 10% of ATM    
180kg Max. #3

#1 Load level hitch req. #2 Varies with specific 
model.  #3 10% for single axle, 5-10% for dual axle

1295-1715 #2 2730-2740 3730-3740

Holden Rodeo RA 2WD / 4WD all 
varients

3/2003> & 750 2000 200 #1 #1 Load level hitch req. #2 Varies with specific 
model.  

1300-1875 #2 2800-2900 #2 3750

Holden Rodeo TF  G3 -G7 2WD/4WD 1993-98 & 500 1800 #1 10% of ATM   
180kg Max.

#1 Load level hitch req. #2 Varies with specific 
model.  

1320-1650 #2 2730-2740 3730-3740

Holden Rodeo TF G1 2WD/4WD 1990-93 500 1600 #1 10% of ATM   
160kg Max.

#1 Load level hitch req. #2 Varies with specific 
model.  

1200-1350 #2 2730 3730-3740

Holden Statesman VQ 1990-94 & 500 1590 #1, 9 10% of ATM 
160kg Max.

#1 H.D Load level hitch req. over 1200kg.  #2 Varies 
with specific model.  #9 Trans. cooler req'd

1469-1569 #2 1941-2025 #2 68

Holden Statesman VR / VS V6 / V8 
auto

07/1993-
6/99

& 500 2100 #8,9 210 #1 #1 Load level hitch req'd over 75kgs.  #2 Varies with 
specific model  #8 Max 80km/h over 1600kgs.  #9 
Owner's handbook MUST be referred to for 
additional vehicle fittings when towing

1500-1605 #2 1915 68

Holden Statesman WH / WK V6 / V8 
auto

6/1999> & 500 2100 #1, 8, 9 210 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model  #8 Max 80km/h over 1600kgs.  
#9 Owner's handbook MUST be referred to for 
additional vehicle fittings when towing

1680-1751 #2 50

Holden Suburban 1500 5.7 petrol 1998-
01/2001

& 2720 #1 10% of ATM   
270kg Max.

#1 Load level hitch req. 2639 3310 6031

Holden Suburban 2500 
6.5diesel+B141

1998-
01/2001

& 3400 #1 10% of ATM 
340kg Max.

#1 Load level hitch req. 3063 3900 7300

Holden Vectra JR 2.0 Litre 1997-08/99 & 500 1100 #1 10% of ATM   
110kg Max.

#1 Load level hitch req. #2 Varies with specific 
model.  

1292-1365 #2 1815-1860 #2 100

Holden Vectra JR 2.5 Litre 1997-00 & 500 1300 #1, 8 10% of ATM   
130kg Max.

#1 Load level hitch req. #2 Varies with specific 
model. #8 Recommend max.80 km/h 

1416 1845-1920 #2 100

Holden Vectra JS / JS II 2.6L 2000-
12/2002

& 500 1300 #1,8 10% of ATM   
130kg Max.

#1 Load level hitch req. #2 Varies with specific 
model. #8 Recommend max.80 km/h 

1374-1404 #2 100

Holden Vectra JS / JSII 2.2L 08/1998-
12/2002

& 500 1100 #1 10% of ATM   
110kg Max.

#1 Load level hitch req. #2 Varies with specific 
model. #8 Recommend max.80 km/h 

1299-1374 #2 100
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CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Holden Vectra ZC 2.2L 03/2003> & 715 1500 #8 10% of ATM 
150kg Max

#2 Varies with specific model  #8 Towing speed 
limited to 80kph.  #10 Holden approved roof bars.

1435-1480 #2 100 # 10

Holden Vectra ZC 3.2L V6 03/2003> & 750 1600 #8 10% of ATM 
160kg Max.

#2 Varies with specific model.  #8 Towing speed 
limited to 80kph.  #10 Holden approved roof bars.

1503-1528 #2 100 # 10

Holden Zafira TT Ser 2001> & 595/600 #3 1000 #1 75/100 #3 #1  Load level hitch recommended. #2 Varies with 
specific model.  #3 Varies with model, refer to 
owner's handbook for specific Ball Mass loads 
and unbraked trailer mass. 

1460-1489 #$2 1980-2080 #2 75
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NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

HSV HSV Avalanche V8 auto 10/2003> & 500 2100 #1, 8, 9, 12 210 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model  #8 Max 80km/h over 1600kgs.  
#9 Owner's handbook MUST be referred to for 
additional vehicle fittings when towing.  #12 A 
standard 1600kg towbar is built into the rear b/bar  

2026 Refer ID plate 80

HSV HSV Caprice VR, VS V8 auto 09/1994-
06/99

& 500 2100 #8, 9 210 #1 #1 Load level hitch req'd over 75kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

68

HSV HSV Clubsport VR, VS V8 
auto

1994-08/97 & 500 2100 #8, 9 210 #1 #1 Load level hitch req'd over 75kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

68

HSV HSV Clubsport VR, VS V8 
man

1994-08/97 & 500 1600 #9 160 #1 #1 Load level hitch req'd over 75kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

68

HSV HSV Clubsport VT I, II V8 Sed 
auto

09/1997-
10/2000

& 500 2100 #1, 8, 9 210 #1 Load level hitch req'd over 750kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

1719 50

HSV HSV Clubsport VT I, II V8 Sed 
man

09/1997-
10/2000

& 500 1600 #1, 9 160 #1 Load level hitch req'd over 750kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

1719 50

HSV HSV Clubsport VX I, II V8 Sed 
auto

09/2000-
09/02

& 500 2100 #1, 8, 9 210 #1 Load level hitch req'd over 750kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

HSV HSV Clubsport VX I, II V8 Sed 
man 6Spd

09/2000-
09/02

& 500 1600 #1, 9 160 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model  #9 Owner's handbook MUST 
be referred to for additional vehicle fittings when 
towing

HSV HSV Clubsport 'Y' Ser I, II R8, 
V8 Sed auto

10/2002> & 500 2100 #1, 8, 9 210 #1 Load level hitch req'd over 750kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

1682-1688 #2

HOLDEN SPECIAL VEHICLES LIMIT THE VEHICLE SPEED TO 80km/h WHEN TOWING ABOVE 1600kgs FOR VARIOUS MODELS AS SHOWN IN THIS GUIDE.  REFER TO THE VEHICLE'S OWNER'S HANDBOOK 
FOR FURTHER INFORMATION.

HOLDEN SPECIAL VEHICLES
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        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

HSV HSV Clubsport 'Y' Ser I, II R8, 
V8 Sed man 6Spd

10/2002> & 500 1600 #1, 9 160 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model  #9 Owner's handbook MUST 
be referred to for additional vehicle fittings when 
towing

1676-1682 #2

HSV HSV Grange VS II V8 auto 10/1996-
12/98

& 500 2100 #8, 9 210 #1 #1 Load level hitch req'd over 75kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

68

HSV HSV Grange WH, WK V8 auto 07/1999> & 500 2100 #1, 8, 9 210 #1 Load level hitch req'd over 750kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

HSV HSV Grange WH S/V6 auto 07/1999-
9/2000

& 500 2100 #1, 8, 9 210 #1 Load level hitch req'd over 750kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

HSV HSV GTO V2 Coupe V8 12/2001> & 500 1600 #1, 9 160 #1 Load level hitch recommended over 750kgs.  #2 
Varies with specific model.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing   

HSV HSV GTS V2 Coupe V8 03/2003> & 500 1600 #1, 9 160 #1 Load level hitch recommended over 750kgs.  #2 
Varies with specific model.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing   

HSV HSV GTS VR, VS Sed V8 
auto

05/1994-
08/97

& 500 2100 #8, 9 210 #1 #1 Load level hitch req'd over 75kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

68

HSV HSV GTS VR, VS Sed V8 
man

05/1994-
08/97

& 500 1600 #9 160 #1 #1 Load level hitch req'd over 75kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

68

HSV HSV GTS VT I Sed V8 auto 09/1997-
06/99

& 500 2100 #1,8,9 210 #1 Load level hitch req'd over 750kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

1744 50

HSV HSV GTS VT I, II Sed V8 man 09/1997-
09/2000

& 500 1600 #1,9 160 #1 Load level hitch req'd over 750kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

1744 50

HSV HSV GTS VX Sed V8 man 09/2000-
08/01

& 500 1600 #1,9 160 #1 Load level hitch req'd over 750kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing
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HSV HSV GTS 'Y' Ser Sed V8 auto 10/2002> & 500 2100 #1,8,9 210 #1 Load level hitch req'd over 750kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

1688

HSV HSV GTS 'Y' Ser Sed V8 man 10/2002> & 500 1600 #1,9 160 #1 Load level hitch req'd over 750kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

1682

HSV HSV Maloo VR, VS Utility 
man, auto

07/1993-
10/2000

& 500 1600 #9 160 #1 #1 Load level hitch req'd over 75kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

HSV HSV Maloo VU Utility man, 
auto

03/2001-
09/02

& 500 1600 #1, 9 160 #1 Load level hitch req'd over 750kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

HSV HSV Maloo Y Ser I, II R8 / V8 
Utility 

10/2002> & 500 1600 #1, 9 160 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model  #9 Owner's handbook MUST 
be referred to for additional vehicle fittings when 
towing

1648-1704 #2

HSV HSV Manta VS I, II V8 auto 04/1995-
08/97

& 500 2100 #8, 9 210 #1 #1 Load level hitch req'd over 75kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

68

HSV HSV Manta VS I, II V8 man 04/1995-
08/97

& 500 1600 #9 160 #1 #1 Load level hitch req'd over 75kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

68

HSV HSV Manta VT I V8 Sed auto 09/1997-
01/99

& 500 2100 #1,8,9 210 #1 Load level hitch req'd over 750kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

1719 50

HSV HSV Manta VT I V8 Sed man 09/1997-
01/99

& 500 1600 #1, 9 160 #1 Load level hitch req'd over 750kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

1719 50

HSV HSV Senator Signature VT I,  
II V8 auto

09/1997-
10/2000

& 500 2100 #1, 8, 9 210 #1 Load level hitch req'd over 750kgs.  #2 Varies 
with specific model  #8 Max 80km/h over 1600kgs.  
#9 Owner's handbook MUST be referred to for 
additional vehicle fittings when towing

1807-1869 #2

HSV HSV Senator Signature VT I, II 
V8 Sed  man

09/1997-
10/2000

& 500 1600 #1,9 160 #1 Load level hitch req'd over 750kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

1807
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HSV HSV Senator Signature VX I, II 
V8 Sed auto

09/2000-
09/02

& 500 2100 #1,8,9 210 #1 Load level hitch req'd over 750kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

HSV HSV Senator Signature VX I, II 
V8 Sed man

09/2000-
09/02

& 500 1600 #1,9 160 #1 Load level hitch req'd over 750kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

HSV HSV Senator Signature 'Y' Ser 
V8 Sed auto

10/2002> & 500 2100 #1,8,9 210 #1 Load level hitch req'd over 750kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

1719

HSV HSV Senator Signature 'Y' Ser 
V8 Sed man

10/2002> & 500 1600 #1,9 160 #1 Load level hitch req'd over 750kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

1713

HSV HSV Senator VR, VS V8 Sed 
auto

05/1994-
08/97

& 500 2100 #8, 9 210 #1 #1 Load level hitch req'd over 75kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

68

HSV HSV Senator VR, VS V8 Sed 
man

05/1994-
08/97

& 500 1600 #9 160 #1 #1 Load level hitch req'd over 75kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

68

HSV HSV Senator VX 300 V8 Sed 
Man

03/2001-
06/01

& 500 1600 #1, 9 160 #1 Load level hitch req'd over 750kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

50

HSV HSV Senator 'Y' Ser V8 Sed 
auto

10/2002> & 500 2100 #1,8,9 210 #1 Load level hitch req'd over 750kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

1729 50

HSV HSV Senator 'Y' Ser V8 Sed 
man

10/2002> & 500 1600 #1,9 160 #1 Load level hitch req'd over 750kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

1723 50

HSV HSV Statesman VR, VS V8 
Sed auto

09/1994-
09/96

& 500 2100 #8, 9 210 #1 #1 Load level hitch req'd over 75kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

68

HSV HSV SV300 VX II V8 Sed man 09/2001-
12/01

& 500 1600 #1,9 160 #1 Load level hitch req'd over 750kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

50

HSV HSV SV99 VT II V8 Sed auto 07/1999-
04/2000

& 500 2100 #1, 8, 9 210 #1 Load level hitch req'd over 750kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

1807 50

TOWMASS GPN NEW Comb'n.xls 2.xls  PAGE 33  



VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

HSV HSV SV99 VT II V8 Sed man 07/1999-
04/2000

& 500 1600 #1, 9 160 #1 Load level hitch req'd over 750kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

1807 50

HSV HSV XU6 VT / VX V6 Sed 
auto

09/1998-
10/2002

& 500 2100 #1, 8, 9 210 #1 Load level hitch req'd over 750kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

50

HSV HSV XU8 VT V8 Sed auto 01/1999-
06/99

& 500 2100 #1, 8, 9 210 #1 Load level hitch req'd over 750kgs.  #8 Max 
80km/h over 1600kgs.  #9 Owner's handbook 
MUST be referred to for additional vehicle fittings 
when towing

50

HSV HSV XU8 VT V8 Sed man 01/1999-
06/99

& 500 1600 #1, 9 160 #1 Load level hitch req'd over 750kgs.  #9 Owner's 
handbook MUST be referred to for additional vehicle 
fittings when towing

50
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Honda Accord 1994-1997 & N/A 600 50 1350
Honda Accord   4 Cylinder 1998-2001 & N/A 1200 50 1390
Honda Accord   6 Cylinder 1998-2002 & N/A 1500 70 1475
Honda Accord Vti 2.4L 4 Cylinder 2003> & 500 1500 70 1435
Honda Accord V6 / Luxury 2003> & 500 1500 70 1525
Honda Accord  Euro / Luxury 2.4L Man / Auto2003> & 500 1,200 #8 60 #2 Varies with specific model.  #8 Towing speed 

limited to 100kph
1395-1470 #2 1960

Honda Civic   Hatch Manual 1992-1995 & N/A 1000 50 1016
Honda Civic   Hatch Auto 1992-1995 & N/A 700 50 1016
Honda Civic   Sedan Manual 1992-1995 & N/A 1000 50 1041
Honda Civic   Sedan Auto 1992-1995 & N/A 700 50 1041
Honda Civic   Hatch Manual 1996-2000 & 500 1000 50 1097
Honda Civic   Hatch Auto 1996-2000 & 500 800 #3 50 #3 Transmission oil cooler req'd. 1097
Honda Civic   Sedan Manual 1996-2000 & 500 1000 50 1097
Honda Civic   Sedan Auto 1996-2000 & 500 800 #3 50 #3 Transmission oil cooler req'd. 1110
Honda Civic 1.7L Sed / Hatch man. 11/2000> & 500 1200 50 #2 Varies with specific model 1070-1130 #2
Honda Civic 1.7L Sed / Hatch auto 11/2000> & 500 800 #3 50 #2 Varies with specific model.  #3 Transmission oil 

cooler req'd
1095-1155 #2

Honda CR-V 1997-2000 & 600 1200 50 1436
Honda CR-V Auto 2001-2003 & 600 1200 50 1515
Honda CR-V Manual 2001-2003 & 600 1500 50 1515
Honda CR-V Manual 2004> & 600 1200 #11 120 #11 #11 Single Axle Trailer 1515
Honda CR-V Manual 2004> & 600 1500 #11 150 #11 #11 Tandem Axle Trailer 1515
Honda CR-V Auto 2004> & 600 1200 #11 120 #11 #11 Single Axle Trailer 1515
Honda CRX 1987-98 0 #11 0 #11 Towing not recommended. 909
Honda HR-V 1.6  3 & 5Dr CVT (auto) 01/1999-

04/2002
& 500 800 60 #2 Varies with specific model. 1200-1290 #2 1610-1660 #2 50

Honda HR-V 1.6 3 & 5Dr man. 01/1999-
04/2002

& 500 1200 60 #2 Varies with specific model. 1200-1290 #2 1610-1660 #2 50

Honda Insight 2D Coupe Hybrid 1.0L 
man

03/2001> & #11 #11 Not recommended for towing

Honda Integra 1994-2000 & N/A 450 45 1176
Honda Integra  Type R 2001> & N/A N/A N/A 1190
Honda Integra 2001> & N/A 450 45 1220
Honda Jazz 1.3L man 10/2002> & 450 1000 NA 1010
Honda Jazz 1.3L auto 10/2002> & 450 800 NA 1035
Honda Jazz 1.5L man 10/2002> & 450 1000 NA #2 Varies with specific model 1025-1040 #2
Honda Jazz 1.5L auto 10/2002> & 450 800 NA #2 Varies with specific model 1050-1065 #2
Honda Legend Sedan 1992-1995 N/A 1500 70 1575

HONDA
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Honda Legend Coupe 1992-1995 N/A 1500 70 1600
Honda Legend Sedan 1996-2003 750 1500 70 1750
Honda MDX 3.5l V6 auto   BOAT 

TRAILERS ONLY
03/2003> & 455 2045 #3, 11        1-

2 occupants only
205 #1, 11      

1-2 occupants 
only

#1 Load level hitch recommended.  #3 Trans. and 
pwr.steering coolers req. for heavy duty towing.  #11  
Max shown - varies between 2045kg / 205kg (1-2 
occupants) to 770kg / 40kg (6 occupants).  7 
occupants - no towing.  Refer owner's handbook 

2025 2600

Honda MDX 3.5l V6 auto  NORMAL 
TRAILERS (incl Caravans) 
ONLY

03/2003> & 455 1590 #3, 11           
1-2 occupants 

only 

205 #1, 11        
1-2 occupants 

only

#1 Load level hitch recommended.  #3 Trans. and 
pwr.steering coolers req. for heavy duty towing. #11  
Max shown - varies between 1590kg / 205kg (1-2 
occupants) to 455kg / 40kg (6 occupants).  7 
occupants - no towing.  Refer owner's handbook

2025 2600

Honda NS-X 1991-2003 & N/A N/A N/A
Honda Prelude 1992-1996 & N/A 600 50 1325
Honda Prelude 1997-2001 & N/A 800 50 1385
Honda Odyssey 1995-2000 & 450 1200 / 380  #3, 11   50 #2 Varies with specific model.  #3 Trans. Cooler 

req'd.  #11 Varies between 1200kg (1 occupant) to 
380kg (7 occupants) - refer owner's handbook.

1,545-1555 #2 

Honda Odyssey 2001-2003 & 450 720 / 380 #11 50 #2 Varies with specific models.  #11 Varies between 
720kgs (1-2 occupants) and 380kgs (7 occupants), 
refer owner's handbook.

1625-1695 #2

Honda S2000 1999-2003 & N/A N/A N/A
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Hyundai Accent 1.5 06/2000-
02/2003

& 400 700 50 #1 #1 Check owner's handbook for load levelling hitch 
req.  #2 Varies with specific model.

979-1022 #2

Hyundai Accent 1.6L 03/2003> & 400 700 50 #1 #1 Check owner's handbook for load levelling hitch 
req.  #2 Varies with specific model.

1031-1062 #2

Hyundai Coupe 07/1996-
02/2002

& 453 850 #1 10% of ATM   
85kg Max.

#1 Check owner's handbook for load levelling hitch 
req.  #2 Varies with specific model.

1123 - 1141 #2

Hyundai Elantra 1.8, 2.0L 10/2000-
09/03

& 453 850 #1 10% of ATM   
65kg Max.

#1 Load level hitch req.  #2 Varies with specific 
model.

1240 - 1243 #2 1800

Hyundai Elantra 2.0L HVT 09/2003> & 450 900 90 #1 #1 Check owner's handbook for load levelling hitch 
req.  #2 Varies with specific model.

1196-1269 #2

Hyundai Excel 1986-
06/2000

& 400 700 #1 50 #1 Check owner's handbook for load levelling hitch 
req.  #2 Varies with specific model.

908 - 1027 #2

Hyundai Getz   09/2002> & 400 700 #1 50 #1 Check owner's handbook for load levelling hitch 
req.   #2 Varies with specific model.

970 - 984  #2 1535-1574 #2

Hyundai Grandeur  09/1999-
03/2003

& 750 1800 #1 75kg braked.             
50kg unbraked

#1 Check owner's handbook for load levelling hitch 
req.  #2 Varies with specific model.

1554-1563 #2

Hyundai Lantra 1991-95 453 850 #1 85 #1 Check owner's handbook for load levelling hitch 
req.  

1120

Hyundai Lantra 1995-
10/2000

& 453 850 #1 10% of ATM   
85kg Max.

#1 Check owner's handbook for load levelling hitch 
req.  

1089 - 1174

Hyundai Lavita - automatic 10/2001> & 550 1100  #1 52 #1 Check owner's handbook for load levelling hitch 
req.  

1248 1840

Hyundai Lavita - manual 10/2001> & 550 1300 #1 52 #1 Check owner's handbook for load levelling hitch 
req.  

1248 1840

Hyundai Santa Fe 2.4 4WD 11/2000-
04/2001

& 454 454 #10 45kg Max. #10 Early series bar - 1650kg if later series 
approved bar fitted

1621 34

Hyundai Santa Fe 2.4 4WD (revised 
towbar No.AL090 M7010)

5/2001> 700 1650 #1 100 #1 Load level hitch req. 1621 34

Hyundai Santa Fe 2.7 4WD 11/2000-
04/2001

& 500 #10 1000 #1 #10 10% of ATM   
100kg Max.

#1 Load level hitch req.  #2 Varies with specific 
model.  #10 Early series bar - 1800kg if later 
series approved bar fitted.

1652 - 1664 #2 34

Hyundai Santa Fe 2.7 4WD (revised 
towbar No.AL090 M7010)

5/2001> 700 1800 #1 100 #1 Load level hitch req.  #2 Varies with specific 
model.

1652 - 1664 #2 34

Hyundai S Coupe 07/1990-
03/96

& 400 700 #1 50 #1 Check owner's handbook for load levelling hitch 
req.  #2 Varies with specific model.

908 - 1027 #2

Hyundai Sonata     1999 - 
2001

750 1200 #1 10% of ATM                
120kg max.

#1 Load level hitch req.  #2 Varies with specific 
model.

1328 - 1383 #2

Hyundai Sonata  2.0L  1992-98 510 1100 #1 50 #1 Check owner's handbook for load levelling hitch 
req.   #2 Varies with specific model. 

1210 - 1378 #2

HYUNDAI
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Hyundai Sonata  2.4L 10/2001> & 750 1700 #1 75 #1 Check owner's handbook for load levelling hitch 
req.  #2 Varies with specific model.

1389 - 1411 #2 1935

Hyundai Sonata  2.7L V6 10/2001> & 750 1700 #1 75 #1 Check owner's handbook for load levelling hitch 
req.  #2 Varies with specific model.

1389 - 1411 #2 1935

Hyundai Sonata  3.0L  V6   1992 - 98 510 1200 #1 50 #1 Check owner's handbook for load levelling hitch 
req.  #2 Varies with specific model.

1210 - 1378 #2

Hyundai Terracan  3.5 V6 4WD 11/2001> & 700 2500 #1  #A             
2450 #1  #B

200  #A              
150  #B

#1 Load level hitch req.  #2 Varies with specific 
model.  #A 1-5 passengers.   #2  6-7 passengers

2027-2030 #2 2847-2850 #2 34

Hyundai Tiburon Coupe 2.0L 4 cyl, 2.7L 
V6   

03/2002> & 550 1400 #1, 8, 15 60 #1 Check owner's handbook for load levelling hitch 
req.  #8 Speed limited to 100km/h. #15 Towbar 
overhang 990mm max. - refer owner's handbook

1255 - 1306

Hyundai Trajet 2.7 P/Mover 07/2000> & 450 1350 #1 135 #1 Load level hitch req.  #2 Varies with specific 
model.

1706-1738 #2 100
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Jaguar Sovereign 1987-97 & 750 1500 #1 75 #1 Load level hitch req. 1830 2220 3720 100
Jaguar Sovereign 1997-

06/2003
& 750 1900 #1 75 #1 Load level hitch req. 1730 2260 4160 100

Jaguar S-TYPE   V-6  3.0   03/1999-
07/2002

& 750 1850 #1 75 #1 Load level hitch req.  #2 Varies with specific 
model. 

1668 - 1720 #2 2152 - 2191 
#2

4041 100

Jaguar S-TYPE   V-8  4.0   03/1999-
07/2002

& 750 1850 #1 75 #1 Load level hitch req. 1750 2210 4060 100

Jaguar S-TYPE (X200) 2.5L V6 07/2002> & 750 1850 (auto) 75 1663 2156 4006 100
Jaguar S-TYPE (X200) 3.0L V6 / 

Sport
07/2002> & 750 1850 75 #2 Varies with specific model 1710-1722 #2 2178-2180 #2 4030 100

Jaguar S-TYPE (X200) 4.2L V8 / 
Sport

07/2002> & 750 1850 75 #2 Varies with specific model 1735-1743 #2 2195-2201 #2 4051 100

Jaguar S-TYPE R  (X200) 4.2L V-8 
S/CHARGED   

07/2002> & 750 1850 75 1800 2240 4090 100

Jaguar XJ12 1993-95 & 750 1500 #1 75 #1 Load level hitch req. #2 Varies with specific 
model. 

1880-2325 #2 2415 3915 100

Jaguar XJ6 3.2L Sed 02/1992-
10/97

& 750 1900 #1 76 #1 Load level hitch req. 1800 2270 4170 100

Jaguar XJ6 4.0 1990-97 & 750 1900 #1 75 #1 Load level hitch req. #2 Varies with specific 
model. 

2250-2420 #2 2000-2285 #2 3750-4185 #2 100

Jaguar XJ8 1998> & 750 1900 #1 76 #1 Load level hitch req.  #2 Varies with specific 
model. 

1615-1730 #2 2200-2260 #2 4160 75

Jaguar XJR 1994> & 750 1900 #1 76 #1 Load level hitch req. #2 Varies with specific 
model. 

1665-1810 #2 2250- 2345 
#2

4245 75

Jaguar XJS 5.3 / 6.0 V12 Coupe / 
Conv

1976-95 & 750 1500 #1 55 #1 Load level hitch req. 1750 2080 3580 100

Jaguar XK8-XKR Ser Coupe / Conv. 10/2002> & 0 0 #8 0 #8 Towing not recommended

Jaguar X-TYPE (X400) 2.1L V6 / SE 07/2002> & 750 1500 60 #2 Varies with specific model 1450-1485 #2 1940 3440 75

Jaguar X-TYPE (X400) 2.5 & 3.0L V6 
Auto.  

10/2001> & 750 1500 #1 60 #1 Load level hitch req. 1595 2075 2160 75

Jaguar X-TYPE (X400) 2.5 & 3.OL V6  
Man  

10/2001> & 750 1500 #1 60 #1 Load level hitch req.  1555 2035 2120 75

JAGUAR
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Jeep Cherokee (KJ) Sport / 
Renegade / Limited 2.8L 
t/diesel auto

02/2003> & 750 2800 10-15% of 
ATM 320kgs 

Max 

1891 2517

Jeep Cherokee (KJ) Sport 2.5L 
t/diesel Man

09/2001> & 750 2685 10% of ATM 
268kgs Max 

1891 2517

Jeep Cherokee (KJ) Sport, Limited 
3.7L V6 auto

09/2001> & 750 2275 #1 10-15% of 
ATM 

#1 Load level hitch req. 1856 2540

Jeep Cherokee Renegade (KJ) 3.7L 
V6 auto

12/2002> & 750 2275 #1 10-15% of 
ATM 

#1 Load level hitch req. 1856 2540

Jeep Cherokee 
Sport/Classic/Limited 4.0

08/1997-
09/2001

& 750 2265 #1 227 #1 Load level hitch req. 1609 2170

Jeep Cherokee t/diesel  2.5 08/1997-
08/2001

& 750 1400 #1 140 #1 Load level hitch req. 1646 2230

Jeep Cherokee XJ Sport & Ltd 4.0 1994-08/97 & 750 2265 #1 10% of ATM   
225kg Max.

#1 Load level hitch req. #2 Varies with specific 
model. 

1520-1590 #2 2210

Jeep Grand Cherokee  Laredo WG 
4.0 Six   

11/2000> & 750 2265 #1 10% of ATM                 
225kg Max.

#1 Load level hitch req.  #2 Varies with specific 
model 

1821-1858 #2 2449

Jeep Grand Cherokee Laredo WG 
4.7 V8   

11/2000> & 750 2948 #1 10% of ATM                 
294kg Max.

#1 Load level hitch req.  #2 Varies with specific 
model 

1866-1922 #2 2495

Jeep Grand Cherokee Laredo WJ 
4.0 Six

07/1999-
10/2000

& 750 2265 #1 10% of ATM   
225kg Max.

#1 Load level hitch req. 1760

Jeep Grand Cherokee Laredo WJ 
4.7 V8   

07/1999-
10/2000

& 750 2948 #1 10% of ATM                 
294kg Max.

#1 Load level hitch req. 

Jeep Grand Cherokee Laredo, 
Limited, Overland  (WG) 2.7L 
t/diesel

03/2003> & 750 3360 #1 10% of ATM 
336kgs max.

#1 Load level hitch req. 1938 2506

Jeep Grand Cherokee Limited WG 
4.7 V8  

11/2000> & 750 2948 #1 10% of ATM                
294kg Max.

#1 Load level hitch req.  #2 Varies with specific 
model 

1776-1922 #2 2495

Jeep Grand Cherokee Limited WJ 
4.7 V8   

07/1999-
10/2000

& 750 3040 #1 10% of ATM   
305kg Max.

#1 Load level hitch req. 1837 2360

Jeep Grand Cherokee Overland WG 
4.7 V8  

02/2002> & 750 2948 #1 10% of ATM            
294 kg Max.

#1 Load level hitch req.  #2 Varies with specific 
model 

1938-1922 #2 2495

Jeep Grand Cherokee ZG Laredo / 
Limited 4.0L

03/1996-
07/99

& 750 2265 #1 114 #1 Load level hitch req. 1810 2690

Jeep Wrangler Renegade / Sport 
4.0L 

10/1996-
03/2001

& 450 900 #1 90kg Max. #1 Load level hitch req. 1533 1975

Jeep Wrangler Renegade / Sport 
4.0L 

03/2001> & 450 907 #1 10-15% of 
ATM 136kg 

Max.

#1 Load level hitch req. 1550 2835

JEEP
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Kia Carens 07/2000-
12/01

& 530 1250 53 #2 Varies with specific model. 1260-1315 #2 1770

Kia Carnival 2.5 V6 09/1999> & 570 2000 #1 80 #1 Load level hitch req. #2 Varies with specific 
model

1756-1771 #2 2425 75

Kia Ceres C/chas 01/1994-
05/2000

& 750 2600 TBA

Kia Ceres Cargo Tray /Dump 
Truck

02/1992-
08/99

& 750 2600 TBA

Kia Credos 4D Sed 05/1998-
04/2001

& 600 1650 TBA

Kia K2700 C/chas 10/2002> & 700 1400 TBA 1560 3300
Kia K2700 Tray 7/2003> & 700 1400 TBA 1700 with 140kg 

tray
3300

Kia Mentor Sed / Hatch 12/1996-
06/2000

& 530 1350 #1 10% of ATM   
135kg Max.

#1 Load level hitch req.  #21 Varies with specific 
model. 

1032-1181 #2

Kia Optima 4D 2.5L Sed 05/2001-
07/2003

& 454 907 90 1475 1870

Kia Pregio Van 08/2002> & 550 1600 TBA 1729 3095
Kia Rio    Hatch/Sedan   07/2000> & 453 1000 #1 100 #1 Load level hitch req. #2 Varies with specific 

model
1030-1055 #2

Kia Shuma 1.8L Hatch 11/1999-
04/2001

& 530 1350 TBA #2 Varies with specific model 1055-1099 #2

Kia Sorento 4WD Auto 02/2003> & 750 2300 230 #1 #1 Load level hitch req. 2027 2560 45
Kia Sorento 4WD man 10/2003> & 750 2300 230 #1 #1 Load level hitch req. 2022 2560 45
Kia Spectra   05/2001> & 530 1250 #1 70 #1 Load level hitch req.  #2 Varies with  specific 

model
1130-1155 #2

Kia Sportage 2.0L 4WD  12/1996-
04/2000

& 465 1800 #1 10% of ATM   
180kg Max.

#1 Load level hitch req. 1494 1928 60

Kia Sportage 2.0L 4WD  04/2000> & 465 1800 #1 10% of ATM                            
180kg Max        

#1 Load  level hitch  req. #2  Varies with specific 
model.

1570-1610-man                                    
1610-1640-auto

2380-man                          
2425-auto

60

KIA
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VEHICLE MODEL YEAR R 
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CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Lada Samara 1988-91 750 #1 50 #1 Load level hitch req. 900
Lada Cevaro 1990-93 750 #1 50 #1 Load level hitch req. 945
Lada Niva 1983-

01/1999
& 750 #1 75 #1 Load level hitch req. 1190 1590

LADA
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CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS
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VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

L'Rover Defender 110 Td5   03/1999> & 750 3500  #12 150 kg Max  #2 Varies with specific model. #12  1000kg max off 
road #13: 30kg Off Road

1928-1977#2 3050 6550 # 13 75kg 
On Road 

L'Rover Defender 110 Tdi    1992-03/99 & 750 4000 #12 150kg Max.  #2 Varies with specific model. #12  1000kg max off 
road. #13: 30kg Off Road

1838-1923#2 3050 7050 #13 75kg 
On Road 

L'Rover Defender 130 Tdi    1994-03/99 & 750 4000 #12 150kg Max.  #2 Varies with specific model. #12  1000kg max off 
road. #13: 30kg Off Road

1849-2039#2 3500 7500 #13 75kg 
On Road 

L'Rover Defender 130Td5   03/1999> & 750 3500 #12 150kg Max.  #2 Varies with specific model. #12  1000kg max off 
road.  #13: 30kg Off Road

1923-2130#2 3500 7000 #13 75kg 
On Road 

L'Rover Defender 90 Td5 08/2003> & 750 3500 #12 250 #10 #10 With AS4177 Certified bar.  #12 1000kg off-
road. #13: 30kg Off Road

1725 2550 6050 #13 75kg 
On Road

L'Rover Discovery Series I  ABS     1996-98 & 750 3500 #12 150kg Max.  #2 Varies with specific model. #12  1000kg max off 
road.  #13: 30kg Off Road

1886-2020  #2 2720 6220 #13 75kg 
On Road 

L'Rover Discovery Series I  Non ABS   1991-02/99 & 750 4000 #12 150kg Max.  #2 Varies with specific model. #12  1000kg max off 
road. #13: 30kg Off Road

1886-2020 #2 2720 6720 #13 75kg 
On Road 

L'Rover Discovery Series II 1998> 750 3500 #12 250kg Max.  #2 Varies with specific model. #12  1000kg max off 
road.  #13: 30kg Off Road

2065-2225 #2 2750-2880 #2 #13 75kg 
On Road 

L'Rover Freelander  2.0 diesel  DOHC   2000> 750 2000 #12 140 #2 Varies with specific model. #12:  500kg max off 
road.  #13: 30kg Off Road

1540-1635 #2 2080 4080 #13 75kg 
On Road 

L'Rover Freelander  2.5 petrol     V-6   2000> 750 2000 #12 140 #2 Varies with specific model. #12:  500kg max off 
road.  #13: 30kg Off Road

1410-1620 #2 2060 4060 #13 75kg 
On Road 

L'Rover Freelander 1.8 petrol   1998-2000 750 1800 #12 140 #2 Varies with specific model. #12:  500kg max off 
road.  #13: 30kg Off Road

1380-1484 #2 1960 3760 #13 75kg 
On Road 

L'Rover Freelander 2.0 diesel  SOHC   1998>2000 750 2000 #12 140 #2 Varies with specific model. #12:  500kg max off 
road.  #13: 30kg Off Road

1480-1580 #2 2050 4050 #13 75kg 
On Road 

L'Rover L'Rover County 1985-91 750 4000 75kg Max. #13: 30kg Off Road 1950 2950 7050 #13 75kg 
On Road 

LAND ROVER (Incls. Range Rover)
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        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

L'Rover Range Rover 4 Dr. 1982-93 750 4000 #12 150kg. Max. #2 Varies with specific model. #12: 1000kg max off 
road.  #13: 30kg Off Road

1910-2150 #2 2720 6220 #13 75kg 
On Road 

L'Rover Range Rover 4 Dr. ABS  1993-
07/2002

& 750 3500 #12 150kg Max. #2 Varies with specific model. #12: 1000kg max off 
road.  #13: 30kg Off Road

1967-2155 #2 2720-2780 #2 6280 #13 75kg 
On Road 

L'Rover Range Rover Td6  3.0L 08/2002> & 750 3500 #12 150kg at 
GVM,  250kg 

Max #10

#2 Varies with specific model. #10 Ref. Owners 
manual. #12: 1000kg max off road.  #13: 30kg off 
road      

2435 - 2570 #2 3050 #2 6550 #13 
100kg on 

road         

L'Rover Range Rover V8 4.4L   08/2002> & 750 3500 #12 150kg at 
GVM,  250kg 

Max #10

#2 Varies with specific model. #10 Ref. Owners 
manual. #12: 1000kg max off road.  #13: 30kg off 
road   .

2440 - 2570 #2 3050 #2 6550 #13 
100kg on 

road            

Note #10:  On 2002> Range Rover models, the Ball Mass reduces to 150kgs as the vehicle load increases to maximum payload.  Refer vehicle owner's handbook for load / ball mass scale. 
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VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Lexus ES300 1992-
09/2001

& 500 1000 10% of ATM   
100kg Max. #1

#1 Load level hitch req. 1550

Lexus ES300 10/2001> & 500 1200 120 #1 #1 Load level hitch req. 1583 2020
Lexus GS300 1997> & 750 1600 10% of ATM 

160kg Max. #1
#1 Load level hitch req. 1686 2140

Lexus IS200 1999-
08/2001

& 450 1000 #1 75kg Max. #1 Load level hitch req. 1358 1850

Lexus IS200   08/2001> & 450 1200  #3 75 #1 #1 Check owner's handbook for load level hitch 
req'm.  #3 1000kgs with European bar.  #2 Varies 
with specific model

1395 -1455  #2 1890 75

Lexus IS300  08/2001> & 400 1200 75 #1 #1 Check owner's handbook for load level hitch 
req'm.  #2 Varies with option level

150-1555 #2 1970 75

Lexus LS400  1990-
11/2000

& 750 1600 75kg Max. #1 #1 Check owner's handbook for load level hitch 
req'm. 

1765

Lexus LS430 4.3 V8 11/2000> & 750 2000 200kg Max. #1 #1 Load level hitch req.  #2 Varies with specific 
option level 

1840-1900 #2 2235

Lexus LX470 4WD 05/1998> & 750 3500 10% of ATM  
350kg Max. #1

#1 Load level hitch req. 2525 3260 6760 200

Lexus RX330 3.3L V6 4WD 03/2003> & 700 1500 150 #1 #1 Load level hitch req.  #2 Varies with specific 
option level 

1875-1881 #2 2380 3880 75

Lexus SC430 4.3 V8 Retractable 
H'top  

10/2001> & #11 N/A #11 Not suitable for towing. 1740 2055 0

Mahindra Stockman & Bushranger 1990-93 400 1773 #1 10% of ATM   
175kg Max.

#1 Load level hitch req. 1280 1770

MAHINDRA

LEXUS
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        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Mazda 121 (Bubble) 1990-96 400 700 #1 60 #1 Load level hitch req. 
Mazda 121 Metro 1996-

12/2002
400 700 #1 10% of ATM    

60 kg max
#1 Load level hitch req.  #2 Varies with specific 
model. 

910-970 #2

Mazda 323 1993 - 96 & 400 720 #1 10% of ATM     
60 kg max

#1 Load level hitch req.  #2 Varies with specific 
model. 

1100 - 1140 #2

Mazda 323 Astina BA  1994-98 & 400 720 #1  10% of ATM  
60 kg max

#1 Load level hitch req. 1110

Mazda 323 Astina BJ  (inc. SP20)  1998-
12/2003

& 400 720 #1 10% of ATM             
60 kg max

#1 Load level hitch req.  #2 Varies with specific 
model.

1110-1238

Mazda 323 Protégé BA  1994-98 & 400 720 #1  10% of ATM  
60 kg max

#1 Load level hitch req. 1110

Mazda 323 Protégé BJ    1998-
12/2003

& 400 720 #1 10% of ATM             
60 kg max

#1 Load level hitch req.  #2 Varies with specific 
model.

1110-1238

Mazda 626 2.0 GF  1997-
08/2002

& 920 #1 10% of ATM          
60 kg max

#1 Load level hitch req. #2 Varies with specific 
model. 

1176-1236 #2

Mazda 626 2.2 GD/GE S/W 1988-97 500 900 #1 90 #1 Load level hitch req. 1305
Mazda 626 FWD 2.0  1983-87 500 910 #1 x #1 Load level hitch req. #2 Varies with specific 

model. 
1090-1200 #2

Mazda 929 HE 1996-97 & 750 1150 #1 10% of ATM 
80 kg Max #3

#1 Load level hitch req.  #3 When fitted with Mazda 
towbar Part No. MZDATB929

1620

Mazda 929 V6 HD 1991-96 & 750 1150 #1 10% of ATM        
60 kg Max

#1 Load level hitch req. 1500

Mazda B2200 / Bravo  Ute 1981-91 450 900  #16 60kg Max. #16  If step bar fitted  680 kg 1380 2450
Mazda B2200 Bravo P/U C/chas 11/1991-

03/96
& 450 1100 #3, 16 10% of ATM           

110kg Max.
#3 Use Mazda approved load levelling device when 
towing over 600kgs.  #16 Step bar 900kg. 

Mazda B2500 2WD Bravo P/U C/chas 04/1996-
02/99

& 450 1500 #3 10% of ATM           
150kg Max.

#3 Use Mazda approved load levelling device when 
towing over 600kgs.

 

Mazda B2500 2WD Bravo P/U, 
C/chas

03/1999-
11/2002

& 750 1800 #3 10% of ATM        
180kg Max.

 #2 Varies with specific model.  #3 Use Mazda 
approved load levelling device when towing over 
600kgs.

1370-1440 #2 2600-2670

Mazda B2500 2WD Bravo P/U, 
C/chas

11/2002> & 750 1800 #3 10% of ATM           
180kg Max.

#3 Use Mazda approved load levelling device when 
towing over 600kgs.

1307 2687

Mazda B2500 4WD Bravo P/U, 
C/chas

04/1996-
02/99

& 450 1500 #3, 16 10% of ATM           
150kg Max.

#3 Use Mazda approved load levelling device when 
towing over 600kgs.  #16 Step bar 900kg. 

Mazda B2500 4WD Bravo P/U, 
C/chas 

03/1999-
11/2002

& 750 1800 #3, 16 10% of ATM          
180kg Max.

 #2 Varies with specific model.  #3 Use Mazda 
approved load levelling device when towing over 
600kgs.  #16 Step bar 900kgs.

1630-1680 #2 2825-2865

Mazda B2500 4WD Bravo P/U, 
C/chas

11/2002> & 750 1800 #3, 16 10% of ATM           
180kg Max.

#2 Varies with specific model  #3 Use Mazda 
approved load levelling device when towing over 
600kgs.  #16 Step bar 900kg. 

1499-1686 #2 2868-2916 #2

MAZDA
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Mazda B2600 2WD Bravo P/U, 
C/chas

11/1991-
03/96

& 450 1100 #3 10% of ATM           
110kg Max.

#3 Use Mazda approved load levelling device when 
towing over 600kgs.

Mazda B2600 2WD Bravo P/U, 
C/chas

04/1996-
01/99

& 450 1500 #3 10% of ATM           
150kg Max.

#3 Use Mazda approved load levelling device when 
towing over 600kgs.

Mazda B2600 2WD Bravo P/U, 
C/chas

02/1999-
11/2002

& 750 1800 #3 10% of ATM        
180kg Max.

 #2 Varies with specific model.  #3 Use Mazda 
approved load levelling device when towing over 
600kgs.

1370-1440 #2 2600-2670

Mazda B2600 2WD Bravo P/U, 
C/chas

11/2002> & 750 1800 #3 10% of ATM           
180kg Max.

#2 Varies with specific model  #3 Use Mazda 
approved load levelling device when towing over 
600kgs.  

1238-1442 #2 2624-2632 #2

Mazda B2600 4WD Bravo P/U, 
C/chas

11/1991-
03/96

& 450 1100 #3, 16 10% of ATM           
110kg Max.

#3 Use Mazda approved load levelling device when 
towing over 600kgs.  #16 Step bar 900kg. 

Mazda B2600 4WD Bravo P/U, 
C/chas

04/1996-
01/99

& 450 1500 #3, 16 10% of ATM           
150kg Max.

#3 Use Mazda approved load levelling device when 
towing over 600kgs.  #16 Step bar 900kg. 

Mazda B2600 4WD Bravo P/U, 
C/chas 

02/1999-
11/2002

& 750 1800 #3, 16 10% of ATM          
180kg Max.

 #2 Varies with specific model.  #3 Use Mazda 
approved load levelling device when towing over 
600kgs.  #16 Step bar 900kgs.

1630-1680 #2 2825-2865

Mazda B2600 4WD Bravo P/U, 
C/chas

11/2002> & 750 1800 #3, 16 10% of ATM           
180kg Max.

#2 Varies with specific model  #3 Use Mazda 
approved load levelling device when towing over 
600kgs.  #16 Step bar 900kg. 

1307-1619 #2 2811

Mazda E Series LWB Van 1984-1994 & 660 1100 #2 60kg Max. #2 E1400 towing capacity 600kg 1480 2750

Mazda E Series SWB Van 1980-94 660 1000 #2 60kg Max. #2 E1400 towing capacity 600kg 1400 2750
Mazda E1800 Compact van 11/1990-

12/96
& 660 1000 #3 10% of ATM           

100kg Max.
#3 Use Mazda approved load levelling device when 
towing over 600kgs.

Mazda E1800 SWB Van 02/2003> & 700 1100 #3 10% of ATM           
110kg Max.

#3 Use Mazda approved load levelling device when 
towing over 600kgs.

1285 2302

Mazda E2000 / E2500 SWB / LWB 
Van C/chas

1995 - 
2001

& 660 1100 #3 10% of ATM   
110 kg max

#3 Use Mazda approved load levelling device when 
towing over 600kgs.

Mazda E2000 / E2500 SWB / LWB 
Van C/chas

2002> & 700 1100 #3 10% of ATM           
110kg Max.

#2 Varies with specific model  #3 Use Mazda 
approved load levelling device when towing over 
600kgs.

1260-1625 #2 2275-3245 #2

Mazda Eunos 500 sed 06/1996-
09/99

& 500 920 #3 10% of ATM 
to 60kg max

#3 Use Mazda approved load levelling device when 
towing over 600kgs.

1225

Mazda Eunos 800 sed 2.5L V6 06/1996-
10/98

& 550 1015 #3 10% of ATM 
to 60kg max

#3 Use Mazda approved load levelling device when 
towing over 600kgs.

1543

Mazda Eunos 800M sed 2.3L Miller 06/1996-
10/2000

& 550 1015 #3 10% of ATM 
to 60kg max

#3 Use Mazda approved load levelling device when 
towing over 600kgs.

Mazda Mazda 2 Genki, Maxx, Neo 
1.5L 

2003> & 400 700 #3 10% of ATM 
max. 70kgs

#2 Varies with specific model.  #3 Use Mazda 
approved load levelling device when towing over 
600kgs.

1068-1097 #2
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        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Mazda Mazda 3 / SP23 01/2004> & 500 900 #3 75 Max #2 Varies with specific model  #3 Use only Mazda 
approved towbar

1214-1271 #2

Mazda Mazda 6 GG / GY Sed / Wag 2002> & 550 1000 #1 10% of ATM                 
80 Kg. max

#1 Load level hitch req. #2 Varies with specific 
model. 

1326-1427 #2

Mazda Millenia 2.3 V6  10/2000-
05/02

& 550 1200 #1 10% of ATM      
60 kg Max

#1 Load level hitch req. 1615

Mazda MPV LV Wagon 1993-99 750 1200 #1 10% of ATM   
60 kg max

#1 Load level hitch req. 1724

Mazda MPV LW 2.5L V6 Wagon 1999-
05/2002

& 750 930 #3 10% of ATM   
93 kg max

#3 Use Mazda approved load levelling device when 
towing over 600kgs.

1663

Mazda MPV LWA2  3.0L V6 Wagon 06/2002> & 750 930 #3 93 #3 Use Mazda approved load levelling device when 
towing over 600kgs.

1746

Mazda MX5 1989> 0 #11 0 #11 Towing not recommended. 955
Mazda MX6 GE 1992-97 500 920 #1 10% of ATM          

60 kg max.
#1 Load level hitch req. #2 Varies with specific 
model. 

Mazda Premacy 1.8L 2001-
02/2002

& 400 1200 #3 10% of ATM           
120kg Max.

#2 Varies with specific model.  #3 Use Mazda 
approved load levelling device when towing over 
600kgs.

1308-1330 #2

Mazda Premacy Ser II 2.0L 03/2002-
06/03

& 400 1300 #3 10% of ATM           
130kg 

#2 Varies with specific model.  #3 Use Mazda 
approved load levelling device when towing over 
600kgs.

1308-1330 #2

Mazda RX7 1987-02/99 & 0 #11 N/A #2 Varies with specific model. #11 Towing not 
recommended.

1070-1250 #2

Mazda RX-8 Sports 2003> & #11 #2 Varies with option level.  #11 Towing not 
recommended

1337-1381 #2

Mazda Tribute 4WD  2.0 / 2.3 4cyl 02/2001> & 750 1000 #1 10% of ATM    
100 kg Max

#1 Load level hitch req.   #2 Varies with specific 
model. 

1466-1553 #2

Mazda Tribute 4WD  3.0 V6 02/2001> & 750 1600 #1 10% of ATM    
160 kg Max

#1 Load level hitch req. #2 Varies with specific 
model. 

1576-1582 #2
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M-Benz 300TE 1989-93 750 1900 #1 75 #1 Load level hitch req. 1480 2100 100
M-Benz A140 02/2000-

06/01
& TBA

M-Benz A160   10/1998> & 400 1000 50 1040 1500 50
M-Benz A190 09/1999> & 400 800 50
M-Benz C180, C200, C240, C250TD, 

C280 (W202) Sed
01/1996-
10/2000

& TBA 0

M-Benz C180-C250  (W202)  Towing 
not recommended with AMG 
models

1999-
10/2000 

& 700-740 1500 75  #2 Varies with specific model. 1350-1570 #2 1830-1970 #2 100

M-Benz C180K, C200K & C230K 
(CL203) Coupe

11/2002> & 725 1200 75

M-Benz C180K, C200K, C220 Cdi, 
C240 & C320 (W203) Sedan,

11/2000> & 725 1500 75

M-Benz C200K (S203) Wagon 11/2002> & 725 1500 75
M-Benz C200T, C240T (W202) 

Wagon
10/1996-
10/2001

& TBA

M-Benz C240 (W202) Sed 09/1997-
10/2000

& 710 1500 75 1420 1900 100

M-Benz C250 10/1994-
11/96

& 740 1500 75 1480 1960 100

M-Benz C280 03/1994-
09/97

& 745 1575 #8 75 #8 Towing speed restricted to 80 km/h 1490 1930 3505 100

M-Benz C32 AMG Sed 11/2001> & 0 0 #10 0 #10 No recommended towbar available
M-Benz C43 AMG (W202) Sed 03/1998-

10/2000
& 0 0 #10 0 #10 No recommended towbar available

M-Benz C43T AMG (S202) Wag 09/1998-
10/2001

& 0 0 #10 0 #10 No recommended towbar available

M-Benz CL 500, CL 600 (C215) Coupe 03/2003> & 0 0 #10 0 #10 No recommended towbar available

M-Benz CL 500, CL 600 (C220) Coupe 04/2000-
02/2003

& 0 0 #10 0 #10 No recommended towbar available

M-Benz CL 55 AMG (C215) Coupe 03/2003> & 0 0 #10 0 #10 No recommended towbar available
M-Benz CL 55 AMG (C220)Coupe 07/2001-

02/2003
& 0 0 #10 0 #10 No recommended towbar available

M-Benz CLK 200K, 230, 320, 430 
(C208) Coupe / Convert.

10/1997-
05/2002

& 725 1250 75

M-Benz CLK 240, CLK 320, CLK 500 
(C209) Coupe

06/2002> & 725 1500 75

MERCEDES-BENZ
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
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(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
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BALL MASS 
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CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

M-Benz CLK 320 (A209) C'vert. 6cyl 06/2003> & 0 0 #10 0 #10 No recommended towbar available
M-Benz CLK 500 (A209) C'vert. V8 06/2003> & 0 0 #10 0 #10 No recommended towbar available
M-Benz CLK 55 AMG (A209) C'vert. 

V8
06/2003> & 0 0 #10 0 #10 No recommended towbar available

M-Benz CLK 55 AMG (C208) Coupe 03/2000-
05/2002

& 0 0 #10 0 #10 No recommended towbar available

M-Benz CLK 55 AMG (C209) Coupe 06/2002> & 0 0 #10 0 #10 No recommended towbar available
M-Benz E200K, E240, E270CDi, E320, 

E430 (W210) Sed
01/1996-
08/2002

& 750 1500 76

M-Benz E230 1996> & 725 1900 75 1450 1950 100
M-Benz E230 (W210) Sed 01/1996-

05/98
& 750 1500 76

M-Benz E230 (W210) Wag 10/1996-
05/98

& 750 1500 80

M-Benz E240, E270, E320 & E500 
(W211) Sedan

08/2002> & 750 1900 #1 76 #1 Load level hitch recommended.

M-Benz E240, E320 (S211) Wag 09/2003> & TBA (750???) TBA (2100???) #2 Varies with specific model 1720-1785 #2 2295-2360 #2 100

M-Benz E240T, E320T (S210) Wag 07/1997-
03/2003

& 750 1500 80

M-Benz E280 09/1993-
02/96

& 745 1575 #8 75 #8 Towing speed restricted to 80 km/h 1490 2040 3615 100

M-Benz E300/320 1993-02/96 & 745 1575 #8 75 #8 Towing speed restricted to 80 km/h 1490 2040 3615 100

M-Benz E55 (W211) AMG Sed 10/2002> & 0 0 #10 0 #10 No recommended towbar available
M-Benz E55 AMG (W210) Sed 03/1998-

08/2002
& 0 0 #10 0 #10 No recommended towbar available

M-Benz MB 100 / 100D 4D Van 11/1999> & - 1200 75 #2 Varies with specific model 1710-1725 #2 3000
M-Benz MB 140 / 140D 4D Van 11/1999> & - 1200 75 #2 Varies with specific model 1755-1775 #2 3300
M-Benz ML Series 4WD Wagon with 

short & long neck towbar 
1998-up to 
MY2001

& 750 2650 #1 120 #1 Load level hitch req. 1920 2650 5300 100

M-Benz ML Series 4WD Wagon with 
short neck tow bar

2001 MY > & 750 2650 #1 225 #10 #1 Load level hitch req.  #10 120kgs with rear 
mounted spare wheel carrier

1920 2650 5300 100

M-Benz ML55 (AMG) 4WD Wagon 01/2001> & 750 2650 #1 120 #1 Load level hitch recommended. 2160 2750 100
M-Benz S280, S320, S420 (W140) 

Sed
09/1993-
04/1999

& 2100 #1, 8 75 #1 Load level hitch req.  #8 Towing speed restricted 
to 80 km/h

1890 2550 4650 100

M-Benz S320 (W220) V6 3.2 04/1999-
02/2003

& 750 2100 #1 85 #1 Load level hitch req. 1770 2300 100

M-Benz S350 (W220) Sed 02/2003> & 750 2100 #1 84 #1 Load level hitch recommended.
M-Benz S430 (W220) V8 4.3 04/1999> & 750 2100 #1 85 #1 Load level hitch req. 1855 2380 100
M-Benz S500 (W220) V8 5.0 04/1999> & 750 2100 #1 85 #1 Load level hitch req. 1875 2400 100
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        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

M-Benz S500, S600 (W140) Sed 09/1993-
04/1999

& TBA

M-Benz S55 (W220) Sed 03/2003> & 0 0 #10 0 #10 No recommended towbar available
M-Benz S600 (W220) Sed 04/2000> & 750 2100 #1 84 #1 Load level hitch recommended.
M-Benz SL 280 (R129) Convert 11/1995-

06/2000
& 0 0 #10 0 #10 No recommended towbar available

M-Benz SL 320 (R129) Convert 03/1999-
07/2002

& 0 0 #10 0 #10 No recommended towbar available

M-Benz SL 500, SL 600 (R129) 
Convert

09/1993-
07/2002

& 0 0 #10 0 #10 No recommended towbar available

M-Benz SL 500, SL 600 (R230) 
Convert

07/2002> & 0 0 #10 0 #10 No recommended towbar available

M-Benz SL 55 AMG (R230) Convert 07/2002> & 0 0 #10 0 #10 No recommended towbar available
M-Benz SLK 200, SLK 230, SLK 320 

(R170) Convert
01/1997> & 0 0 #10 0 #10 No recommended towbar available

M-Benz SLK 32 AMG (R170) Convert. 09/2001> & 0 0 #10 0 #10 No recommended towbar available

M-Benz Sprinter 208CDI SWB / LWB 
Van

04/2002> & - 2000 #1 120 #1 Load level hitch may be req'd. 2800

M-Benz Sprinter 308CDI C/chas 12/2001> & - 2000 #1 120 #1 Load level hitch may be req'd. 3350
M-Benz Sprinter 308CDI SWB / LWB 

Van
05/2000> & - 2000 #1 120 #1 Load level hitch may be req'd. 3550 5550

M-Benz Sprinter 308D SWB / LWB 
Van

02/1998-
05/2000

& - 2000 #1 120 #1 Load level hitch may be req'd. 3550 5500

M-Benz Sprinter 312D  SWB / LWB 
Van

08/1998-
05/2000

& - 2000 #1 120 #1 Load level hitch may be req'd. 3550 5500

M-Benz Sprinter 312D SWB / LWB 
C/chas

02/1998-
05/2000

& - 2000 #1 120 #1 Load level hitch may be req'd. 3550 5500

M-Benz Sprinter 313CDI AWD Van 07/2003> & - 2000 #1 120 #1 Load level hitch may be req'd. 2018 3550
M-Benz Sprinter 313CDI SWB / LWB 

C/chas
05/2000> & - 2000 #1 120 #1 Load level hitch may be req'd. 3550 5550

M-Benz Sprinter 313CDI SWB / LWB 
Van

05/2000> & - 2000 #1 120 #1 Load level hitch may be req'd. 3550 5550

M-Benz Sprinter 316CDI LWB Van 07/2003> & - 2000 #1 120 #1 Load level hitch may be req'd. 2069 3550
M-Benz Sprinter 316CDI SWB / LWB 

Van
07/2003> & - 2000 #1 120 #1 Load level hitch may be req'd.  #2 Varies with 

specific model
1924-2069 #2 3550

M-Benz Sprinter 412CDI SWB / LWB 
C/chas

02/1998-
05/2000

& - 2000 #1 120 #1 Load level hitch may be req'd. 4490 6600

M-Benz Sprinter 412CDI SWB / LWB 
Van

02/1998-
05/2000

& - 2000 #1 120 #1 Load level hitch may be req'd. 4490 6600

M-Benz Sprinter 413CDI SWB / LWB 
C/chas

05/2000> & - 2000 #1 120 #1 Load level hitch may be req'd. 4490 6490
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'&'  INDICATES REVISION SINCE LAST ISSUE

M-Benz Sprinter 413CDI SWB / LWB 
Van

05/2000> & - 2000 #1 120 #1 Load level hitch may be req'd. 4490 6490

M-Benz Sprinter 416CDI LWB C/chas 07/2003> & - 2000 #1 120 #1 Load level hitch may be req'd. 1809 4490

M-Benz Sprinter 416CDI LWB Van 07/2003> & - 2000 #1 120 #1 Load level hitch may be req'd. 2229 4490
M-Benz Sprinter 616CDI LWB C/chas 04/2002> & - 2000 #1 120 #1 Load level hitch may be req'd. 5990

M-Benz Vito 112CDI Van 02/2001> & - 1300 80 2705 4100
M-Benz Vito 113 Van 02/1998-

07/99
& - 1300 80 2705 4100

M-Benz Vito 113 Van 08/1999> & - 1300 80 #2 Varies with specific model 1580-1590 #2 2705 4100
M-Benz Vito 180CDI Van 08/1999> & - 1300 80 1584 2705 4100
M-Benz Vito 180D Van 02/1998-

08/99
& - 1300 80 2705 4100
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'&'  INDICATES REVISION SINCE LAST ISSUE

MG MG TF Convert. 09/2002> & 0 0 #11 0 #11 Towing not recommended
MG MG - ZT Saloon/Touring V6 

2.5
05/2002> & 750 1600 #1 100 #1 MG approved tow hitch req.                                    

#2 Varies with specific model.  #17 MG Approved 
Roof Rack

1485-1580 #2 2030-2090 #2 3600-3690 #2 80 Sed    
100 Wag 

#17

Mini COOPER  03/2002> & 500 650 / 800 #14 75 #14 650kgs at max gradient 12%, 800kgs at max 
gradient 8%.   #17 Mini roof rack essential

1155 man                   
1170 auto

1515 man                 
1530 auto

75  #17

Mini COOPER   S   05/2002> & . 0 #11 . #11 Towbar fitment not practicable.  #17 Mini roof 
rack essential

   1225 man. 1585 man --- 75  #17

MINI

MG
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        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

M'bishi CE Lancer 1.5 & 1.8  1998> & 400 1000 #1 50                                  
60 #1 

#1Load level hitch req.  #2 Varies with specific 
model.

950-1060 #2 1495-1520 #2 2495-2520 #2 60

M'bishi CE Lancer 1.5 & 1.8   1996>97 400 750 #1 60 #1 Load level hitch req. #2 Varies with specific 
model. 

950-1060 #2

M'bishi Challenger 1998> & 750 2270 #1 10% of ATM  
227 Max.

#1 Load level hitch req. #2 Varies with specific 
model. 

1835-1870 #2 2430 4310-4540 #2

M'bishi Express Star/wag  SG-SH 1990-94 & 600 1000 #1 75 #1 Load level hitch req. #2 Varies with specific 
model. 

1280-1628 #2 2205-2400 #2 3205-3400 #2

M'bishi Express Star/wag SF 1986-90 600 1000 #1 75 #1 Load level hitch req. #2 Varies with specific 
model. 

1291-1603 #2 2205-2400 #2 3205-3400 #2

M'bishi Express Van SF 1986-89 600 1000 #1 75 #1 Load level hitch req. #2 Varies with specific 
model. 

1176-1294 #2 2260-2505 #2 3260-3505 #2

M'bishi Express Van SG-SH 1990-94 & 600 1000 #1 75 #1 Load level hitch req. #2 Varies with specific 
model. 

1201-1344 #2 2260-2505 #2 3260-3505 #2

M'bishi Express Van SJ  MWB 
Forward control

10/1994> & 600 1000 #1 75 #1 Load level hitch req. #2 Varies with specific 
model. 

1326-1460 #2 2505

M'bishi Express Van SJ  SWB 
Forward control

10/1994> & 600 1000 #1 75 #1 Load level hitch req. #2 Varies with specific 
model. 

1255-1355 #2 2305

M'bishi Express Van WA (Walk Thru)  
Bonneted

1994-
07/2002

& 600 1200 #1 75 #1 Load level hitch req. #2 Varies with specific 
model. 

1525-1550 #2 2700 3900

M'bishi Express Van WA (Walk Thru)  
Bonneted

08/2002> & 600 1200 #1 75 #1 Load level hitch req. #2 Varies with specific 
model. 

1535-1560 #2 2710 3910

M'bishi Galant HJ V6 Hatch 04/1993-
10/96

& Not Available

M'bishi Galant SE  GSR 1989-95 500 1000 #1 60 #1 Load level hitch req. 1280
M'bishi Lancer 1.5,1.6 1988-96 750 #1 50 #1 Load level hitch req. 950
M'bishi Lancer CE Cabriolet 1.8L 2002 & #11 #11 Not suitable for towing
M'bishi Lancer CG Ser Sed 2.0L 07/2002-

10/2003
& 400 1000 #1 50 #1 Load level hitch req. #2 Varies with specific 

model. 
1140/1180 #2 1620 2620 60

M'bishi Lancer CH Ser Sed 2.0L 10/2003> & 400 1000 #1 50 #1 Load level hitch req. #2 Varies with specific 
model. 

1145-1215 #2 1660 2660 60

M'bishi Lancer Ralliart Evol. Sed 2.0L 05/2001-
12/01

& #11 #11 Not suitable for towing

M'bishi Magna TE 2.4, 3.0 1996-97 & 500 1500 #1 75-150 #1 #1 Load level hitch req.over 75 kg ball mass or 
vehicle speeds greater than 80km/h.  #2 Varies with 
specific model.

1375-1480 #2

M'bishi Magna TF 2.4 1997-99 & 500 1500 #1 75-150 #1 #1 Load level hitch req.over 75 kg ball mass or 
vehicle speeds greater than 80km/h.  #2 Varies with 
specific model.

1329-1391 #2

MITSUBISHI
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M'bishi Magna TF 3.0 1997-99 & 500 1500 #1 75-150 #1 #1 Load level hitch req.over 75 kg ball mass or 
vehicle speeds greater than 80km/h.  #2 Varies with 
specific model.

1383-1557 #2

M'bishi Magna TH 3.0 & 3.5 1999-00 & 500 1500 #1 75-150 #1 #1 Load level hitch req.over 75 kg ball mass or 
vehicle speeds greater than 80km/h.  #2 Varies with 
specific model.

1410-1605 #2

M'bishi Magna TJ 3.0 & 35 08/2000-
06/03

& 500 1500 #1 10% of ATM  
150kg Max. #1

#1 Load level hitch req.over 90 kg ball mass or 
vehicle speeds greater than 80km/h.  #2 Varies with 
specific model.

1425-1605 #2 1853-2009 #2 3203-3359 #2 80

M'bishi Magna TJII AWD Sedan  3.5L 01/2003-
06/03

& 500 1500 #1 90-150 #1 #1 Load level hitch req.over 90 kg ball mass or 
vehicle speeds greater than 80km/h.  #2 Varies with 
specific model.

1604/1624 #2 2032-2050 #2 3382-3400 #2

M'bishi Magna TL AWD Sedan  3.5L 08/2003> & 500 1500 #1 90-150 #1 #1 Load level hitch req.over 90 kg ball mass or 
vehicle speeds greater than 80km/h.  #2 Varies with 
specific model.

1648-1670 #2 2075-2095 #2 3425-3445 #2

M'bishi Magna TL Sed / Wag  3.5L 06/2003> & 500 1500 #1 90-150 #1 Load level hitch req. over 90kg ball mass or vehicle 
speeds greater than 80km/h.  #2 Varies with 
specific model. 

1508-1634 #2 1937-2080 #2 3287-3430 #2

M'bishi Magna TM-TR 2.6 1985-94 500 1200 #1 60 #1 Load level hitch req. #2 Varies with specific 
model. 

1200-1520 #2

M'bishi Magna TS 1994-96 & 500 1200 #1 120kg Max. #1 #1 Load level hitch req. #2 Varies with specific 
model. 

1340-1595 #2

M'bishi Mirage 1996-98 & 400 750 #1 50                                         
60 #1                 

#1 Load level hitch req. 955

M'bishi Mirage   1998> 400 1000 #1 50                                                    
60 #1 

#1 Load level hitch req. 960 manual                                     
980 auto

1495 2495

M'bishi Nimbus UF 1992-98 550 1000 #1 60                                      
100 #1

#1 Load level hitch req. #2 Varies with specific 
model. 

1300-1330 #2

M'bishi Nimbus UG 1998> & 570 1200 #1 75 #1 Load level hitch req. #2 Varies with specific 
model. 

1500-1525 #2

M'bishi Outlander LS / XLS 2.4L auto 01/2003> & 570 1200 120 #1 #1 Check owner's handbook for load level hitch req.  
#2 Varies with specific model

1545-1565 #2 2000 3200

M'bishi Pajero iO QA LWB 1.8 1999> & 750 1500 #1 150 #1 Load level hitch req.  #2 Varies with specific 
model. 

1310-1330 #2 1790 3290

M'bishi Pajero iO QA SWB 1.6 1999> & 750 1200 #1 120 #1 Load level hitch req. 1230 1610 2810
M'bishi Pajero ND-NG SWB / LWB 1986-91 & 700 1500 #1 75 #1 Load level hitch req.  #2 Varies with specific 

model. 
1470-1680 #2 2010-2340 #2

M'bishi Pajero NH 2.6 SWB 1991-93 & 750 2500 #1,7 250 #1 Load level hitch req. above 1350kg.                                  
#7 Mitsubishi H/D Tow pack recommended.  

1750 2200

M'bishi Pajero NH GLS V6 & t/diesel 1991-93 & 750 2500 #1,7 250 #1 Load level hitch req.above 1350kg.                           
#7 Mitsubishi H/D Tow pack recommended.  

1920 2600

TOWMASS GPN NEW Comb'n.xls 2.xls  PAGE 55  



VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

M'bishi Pajero NJ LWB 3.0 & 3.5 1993-96 & 750 2500 #1,7 250 #1 Load level hitch req. above 1350kg.  #2 Varies 
with specific model.  #7 Mitsubishi H/D Tow pack 
recommended.  

1850-2060 #2 2600

M'bishi Pajero NJ SWB 3.0 1993-96 & 750 2500 #1,7 250 #1 Load level hitch req. above 1350kg.  #2 Varies 
with specific model.  #7 Mitsubishi H/D Tow pack 
recommended.  

1740-1860 #2 2400

M'bishi Pajero NK SWB / LWB 1996-97 & 750 2500 #1,7 250 #1 Load level hitch req. above 1350kg.  #2 Varies 
with specific model.  #7 Mitsubishi H/D Tow pack 
recommended.  

1735-2065 #2 2400-2600 #2

M'bishi Pajero NL SWB / LWB 8/1997-00 & 750 2500 #1,7 250 #1 Load level hitch req. above 1350kg.  #2 Varies 
with specific model.  #7 Mitsubishi H/D Tow pack 
recommended.  

1795-2080 #2 2350-2650 #2

M'bishi Pajero NM 3.5 / 3.8L Pet & 
2.8L t/diesel

2000> & 750 2500 #1,7 10% of ATM  
250kg Max.

#1 Load level hitch req.above 1350kg.                   
#7 Mitsubishi H/D Tow pack recommended 

1950-2180 #2 2655-2810 #2 5155-5310 #2 100

M'bishi Starwagon WA 2.0L 09/1994-
08/2002

& 600 1200 75 #2 Varies with specific model 1525-1590 #2 2320-2700 #2

M'bishi Starwagon WA 2.0L 08/2002> & 600 1200 75 #2 Varies with specific model 1535-1640 #2 2320-2710 #2

M'bishi Starwagon WA 2.4L 09/1994-
08/2002

& 600 1200 75 #2 Varies with specific model 1605-1630 #2 2370-2390 #2

M'bishi Starwagon WA 2.4L 08/2002> & 600 1200 75 1640 2390
M'bishi Starwagon WA 3.0L 09/1994-

12/96
& 600 1200 75 1800 2450

M'bishi Triton 2WD MH-MJ 1990-10/96 & 600 1000 #1 60 #1 Load level hitch req. #2 Varies with specific 
model. 

1275-1310 #2 2445

M'bishi Triton 4WD MH-MJ 1990-10/96 & 600 1500 #1 60 #1 Load level hitch req. #2 Varies with specific 
model. 

1490-1570 #2 2720

M'bishi Triton ME-MG All 1986-90 600 1000 #1 60 #1 Load level hitch req. #2 Varies with specific 
model. 

1215-1515 #2 2445

M'bishi Triton MK 2WD 2.4 petrol 10/1996> & 500 1500 #1 50 #1 Load level hitch req. #2 Varies with specific 
model. 

1180-1500 #2 2440-2600

M'bishi Triton MK 2WD 2.8L die man / 
auto

10/1996-
12/2000

& 500 1500 50 #2 Varies with specific model 1415-1500 #2 2510-2600 #2 4010-4100 #2

M'bishi Triton MK 2WD 3.0L pet man / 
auto

08/2000> & 500 1500 100 #2 Varies with specific model 1535-1630 #2 2770-2810 #2

M'bishi Triton MK 4WD 2.8L diesel 10/1996> & 500 2200 #1 100 #1 Load level hitch req. #2 Varies with specific 
model. 

1450-1730 #2 2830

M'bishi Triton MK 4WD 3.0 V6 pet 
auto

10/1996> & 500 2200 #1 100 #1 Load level hitch req. 1715 2715

M'bishi Triton MK 4WD 3.0 V6 pet 
man

10/1996> & 500 1500 #1 100 #1 Load level hitch req. #2 Varies with specific 
model. 

1460-1720 #2 2700-2830
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

M'bishi Verada KJII AWD Sedan  3.5L 01/2003-
06/03

& 500 1500 #1 90-150 #1 Load level hitch req. over 90kg ball mass or vehicle 
speeds greater than 80 km/h.  

1643 2073 3423

M'bishi Verada KL AWD Sedan  3.5L 08/2003> & 500 1500 #1 90-150 #1 Load level hitch req. over 90kg ball mass or vehicle 
speeds greater than 80 km/h.  

1687 2116 3466

M'bishi Verada KL Sed / Wag 3.5L 06/2003> & 500 1500 #1 90-150 #1 Load level hitch req. over 90kg ball mass or vehicle 
speed greater than 80km/h.   #2 Varies with specific 
model.  

1586-1645 #2 2011-2085 #2 3361-3435 #2

M'bishi Verada KR 3.0 V6 1994-96 500 1200 #1 75 #1 Load level hitch req. 1500
M'bishi Verada KF 3.0 1997-99 & 500 1500 #1 75-150 #1 #1 Load level hitch req. over 75 kg ball mass or 

vehicle speeds greater than 80km/h.  #2 Varies with 
specific model.             

1383-1557 #2

M'bishi Verada KH 3.0 & 3.5 1999-00 & 500 1500 #1 75-150 #1 Load level hitch req. over 75 kg ball mass or 
vehicle speeds greater than 80km/h.  #2 Varies with 
specific model.             

1410-1605 #2

M'bishi Verada KJ 3.0 & 3.5 08/2000-
06/03

& 500 1500 #1 10% of ATM  
150kg Max. #1

#1 Load level hitch req. over 90 kg ball mass or 
vehicle speeds greater than 80km/h.  #2 Varies with 
specific model.    

1425-1605 #2 1853-2009 #2 3203-3359 #2 80

M'bishi Verada KS 1994-96 & 500 1200 #1 120kg Max. #1 Load level hitch req. #2 Varies with specific 
model. 

1340-1595 #2
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Nissan 200SX Luxury / Sports / 
Limited coupe auto / man

10/1994-
11/2000

& 0 #11 #11 Towing not recommended

Nissan 200SX Spec R / GT - Spec S / 
GT Coupe auto / man 

11/2000-
3/03

& 0 #11 #11 Towing not recommended

Nissan 300ZX 1984-97 & 900 90 1470
Nissan 300ZX Coupe auto 1994-1997 & #11 #11 No updated info. Available Oct. 03

Nissan 300ZX Coupe man 1994-1997 & #11 #11 No updated info. Available Oct. 03

Nissan 350Z 02/2003> & 0 #11 0 #11 N/A #11 Towing not recommended
Nissan Bluebird 10/1993-

12/97
& 1300 10% of ATM  

130kg Max.
#2 Varies with specific model. 1270-1350 #2

Nissan Infiniti 1993-97 1500 10% of ATM  
150kg Max.

1750

Nissan Maxima A32 1995-97 & 450 1200 #7 100 #2 Varies with specific model. #7 Nissan towbar 
required.   Part no. G9162-51U01A 

1330-1385 #2

Nissan Maxima A32 1997-99 & 450 1200 #7 100  #2 Varies with specific model.    #7 Nissan towbar 
required.  Part no. G9162-51U01A

1352-1414 #2

Nissan Maxima A33 1999> & 500 1200 #7 120 #2 Varies with specific mod #7 Nissan towbar 
required.  Part no. G9162-3Y100A

1465-1505 #2

Nissan Maxima J30 1990-95 500 1200 10% of ATM  
120kg Max.

1410

Nissan Micra Auto 1995-1997 & 650 65  855

Nissan Micra Manual 1995-1997 & 750 75 810

Nissan Navara D22 4WD C/chas / 
dual cab / 2D ute 2.4L Pet

03/1997-
04/99

& 500 1500 150 #2 Varies with specific model 1535-1670 #2 2740 4240

Nissan Navara D22 4WD C/chas 2.4L 
Pet

05/1999-
06/2000

& 500 1750 180 2740 4240

Nissan Navara D22 2WD Single 
c/chas / dual cab ute / 2D ute 
2.4L Pet

03/1997-
12/2001

& 500 1500 150 1290 2730

Nissan Navara D22 2WD Dual cab ute 
2.4L Pet

12/2001> & 750 1500 100-250 #16 #2 Varies with specific model.  #16 Ball Mass varies 
with  vehicle payload, refer to Note 16 at end of 
section.

1445-1480 #2 2730

Nissan Navara D22 2WD Single 
c/chas 2.4L Pet

12/2001> & 750 1500 100-250 #17 #2 Varies with specific model.  #17 Ball Mass varies 
with vehicle payload, refer to Note 17 at end of 
section

1235-1265 #2 2730

NISSAN
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Nissan Navara D22 2WD C/chas / 
dual cab / 2D ute 2.7L Die.

3/1997-
12/2001

& 500 1500 150 #2 Varies with specific model 1380-1600 #2 2730

Nissan Navara D22 2WD C/chas / 
dual cab 3.0L pet

01/2000-
12/01

& 500 2000 180 1510 2730 4730

Nissan Navara D22 2WD single 
cab/chassis, dual cab ute 3.0L 
pet

12/2001> & 750 2000 100-250 #16, 
#17                  

#2 Varies with specific model.  #16, #17 Ball Mass 
varies with  vehicle payload, refer Notes 16 &17 at 
end of section.

1295-1605 #2 2730 4730

Nissan Navara D22 4WD Dual cab 
3.0L Pet

06/2000-
12/01

& 500 2000 180 1740 2850 4850

Nissan Navara D22 4WD dual cab ute 
3.0L petrol

12/2001> & 750 2000 100-250 #16 #2 Varies with specific model.  #16 Ball Mass varies 
with  vehicle payload, refer Note 16 at end of section

1785-1825 #2 2850 4850

Nissan Navara D22 4WD single 
cab/chassis 3.0 diesel

12/2001> & 750 2800 100-250 #17 #17 Ball Mass varies with  vehicle payload, refer to 
Note 17 at end of section.

1635 2920 5720

Nissan Navara D22 4WD dual cab ute 
3.0 diesel  

12/2001> & 750 3000 100-250 #16 #2 Varies with specific model.  #16 Ball Mass varies 
with  vehicle payload, refer Note 16 at end of section

1850-1895 #2 2920 5920

Nissan Navara D22 4WD C/chas / 
dual cab / 2D ute 3.2L Die

03/1997-
04/99

& 500 1500 150 #2 Varies with specific model 1635-1810 #2 2740-2850 #2

Nissan Navara D22 4WD C/chas 3.2L 
Die 

05/1999-
12/2001

& 500 1890 180 1810 2740

Nissan Navara D22 4WD Dual cab 
3.2L Die

05/1999-
08/2000

& 500 1890 180 1810 2850

Nissan Navara D22 4WD Dual cab 
3.2L Die

08/2000-
12/01

& 500 2000 180 1805 2850

Nissan Navara D22 4WD dual cab ute 
3.3L pet 

02/2003> & 750 2000 100-250 #16 #2 Varies with specific model.  #16 Ball Mass varies 
with  vehicle payload, refer Note 16 at end of section

1785-1825 #2 2850 4850

Nissan Navara Ute 2WD 1986-92 500 1000 80 #2 Varies with specific model. 1310-1410 #2 2000-2570 #2 3000-3570 #2

Nissan Navara Ute 4WD 1986-92 500 1500 120 #2 Varies with specific model. 1560-1650 #2 2210-2740 #2 3710-4240 #2

Nissan Navara Ute 4WD D/Cab 1986-92 500 1000 80 #2 Varies with specific model. 1595-1690 #2 2740 3740
Nissan Navara Ute D21 2WD 1992-96 & 500 1000 80 #2 Varies with specific model. 1305-1480 #2 2130-2730 #2 3130-3730#2

Nissan Navara Ute D21 4WD 1992-96 & 500 1500 120 #2 Varies with specific model. 1590-1715 #2 2740 4240
Nissan NX, NX-R Coupe man / auto 1991-1996 & #14 #14 Refer owner's handbook or Nissan Motor Co.

Nissan Pathfinder  R50 4WD 3.3L 1999> 750 2000 #7 100  #7A                                                                                                 
200  #7B

#2 Varies with specific model. #7 Nissan towbar 
required.              #7A Part no. G9162-0W052A.  
#7B Part no. G9162-0W100A. 

1870-1915 #2 2335 4335
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Nissan Pathfinder D21 4WD 2.4L 4 
cyl

2/1988-
09/1992

& 750 1500 120 1580 2200

Nissan Pathfinder D21 4WD 3.0L 10/1992-
11/95

& #14 #14 Refer to owner's manual or Nissan Motor Co.

Nissan Pathfinder R50 4WD 3.3L 1995-99 1500 120  #2 Varies with specific model. 1770-1835 #2 2335
Nissan Patrol GQ  SWB Wagon 1988-95 & 750 2500 140 #2 Varies with specific model. 1750-1950 #2 2750 5250
Nissan Patrol GQ  SWB Wagon 1995-98 & 750 2500 140 #2 Varies with specific model. 1750-1950 #2 2750 5250
Nissan Patrol GQ Coil C/chas 4.2L 

Die 
02/1994-
04/99

& 750 2500 120-250 #12, 
21

#12 Retrospectively increased by Nissan MoCo 
when genuine bar fitted.  #21 Ball Mass varies with 
vehicle payload, refer to Note 21 at end of section

Nissan Patrol GQ Leaf C/chas 01/1995-
09/2000

& 750 2500 250 #12 #12 Retrospectively increased by Nissan MoCo 
when genuine bar fitted.

3150 5650

Nissan Patrol GQ Leaf C/chas 1988-12/94 & 750 2500 250 #12 #12 Retrospectively increased by Nissan MoCo 
when genuine bar fitted.

3150 5650

Nissan Patrol GQ LWB Wagon 1988-95 & 750 2500 140-250kg                   
#12, 20

 #2 Varies with specific model.  #12 Retrospectively 
increased by Nissan Motor Co when genuine bar 
fitted.  #20 Ball Mass varies with vehicle payload - 
refer to Note 20 at end of section

1860-2100 #2 2800 5300

Nissan Patrol GQ LWB Wagon 1995-98 & 750 2500 140-250kg                   
#12, 20

 #2 Varies with specific model.  #12 Retrospectively 
increased by Nissan Motor Co when genuine bar 
fitted.  #20 Ball Mass varies with vehicle payload - 
refer to Note 20 at end of section

1860-2100 #2 2800 5300

Nissan Patrol GU 2.8 t/diesel man 
Wagon

1998> & 750 2800 200-350kg    
#12, 18

 #2 Varies with specific model.  #12 Retrospectively 
increased by Nissan Motor Co when genuine bar 
fitted.  #18 Ball Mass varies with vehicle payload - 
refer to Note 18 at end of section

2206-2241 #2 2900 5700 200

Nissan Patrol GU 3.0 t/diesel auto 
Wagon 

04/2000> & 750 2500 200-350kg    
#12, 18

 #2 Varies with specific model.  #12 Retrospectively 
increased by Nissan Motor Co when genuine bar 
fitted.  #18 Ball Mass varies with vehicle payload - 
refer to Note 18 at end of section

2320-2370 #2 3000 5500

Nissan Patrol GU 3.0 t/diesel manual 
Wagon

04/2000> & 750 3200 200-350kg    
#12, 18

 #2 Varies with specific model.  #12 Retrospectively 
increased by Nissan Motor Co when genuine bar 
fitted.  #18 Ball Mass varies with vehicle payload - 
refer to Note 18 at end of section

2292-2410 #2 3000 6200
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Nissan Patrol GU 4.2 diesel or t/diesel 
man Wagon

05/1998> & 750 3500 200-350kg   
#12, 18

 #2 Varies with specific model.  #12 Retrospectively 
increased by Nissan Motor Co when genuine bar 
fitted.  #18 Ball Mass varies with vehicle payload - 
refer to Note 18 at end of section

2280-2440 #2 2960-3040 #2 6460-6540 #2 200

Nissan Patrol GU 4.5 auto Wagon 12/1997-
10/2001

& 750 2500 200-350kg    
#12, 18

 #2 Varies with specific model.  #12 Retrospectively 
increased by Nissan Motor Co when genuine bar 
fitted.  #18 Ball Mass varies with vehicle payload - 
refer to Note 18 at end of section

2230-2260 #2 2960 5760 200

Nissan Patrol GU 4.5 manual Wag 12/1997-
10/2001

& 750 3140 200-350kg    
#12, 18

 #2 Varies with specific model.  #12 Retrospectively 
increased by Nissan Motor Co when genuine bar 
fitted.  #18 Ball Mass varies with vehicle payload - 
refer to Note 18 at end of section

2155-2270 #2 2960 6100 200

Nissan Patrol GU 4.8  petrol Man / 
auto Wagon   

10/2001> & 750 3500 200-350kg    
#12, 18

 #2 Varies with specific model.  #12 Retrospectively 
increased by Nissan Motor Co when genuine bar 
fitted.  #18 Ball Mass varies with vehicle payload - 
refer to Note 18 at end of section

2395-2445 #2 3000

Nissan Patrol GU Coil cab/chassis  05/1999> & 750 2500 #7 125-250kg 
#12, 19                   

#2 Varies with specific model  #7 Nissan towbar 
required.   Part no. G9162-1Y400A or  G9162-
1Y475A.   #12 Retrospectively increased by Nissan 
Motor Co when genuine bar fitted.  #19 Ball Mass 
varies with vehicle payload - refer to Note 19 at end 
of section

2015-2028 #2 3150 5650

Nissan Patrol GU Leaf cab/chassis   05/1999> & 750 2500 #7 250 #7  Nissan towbar required.                                                       
Part no.G9162-1Y600A

2128 3400 5900

Nissan Pulsar N14     1.6 & 2.0L 1991-95 & 400 900 90 1050
Nissan Pulsar N15 1995-99 450   900 #7 90 #7  Nissan towbar required.                                                 

Part no. (Sedan)G9162- 0N100A.                                           
Part no .(Hatch) G9162-0N000A.

1065-1160 #2

Nissan Pulsar N16   Hatch  2000> & 600 1200 #7 75 #7 Nissan towbar required.                                              
Part no. G9162-2M000AU

Nissan Pulsar N16   Sedan 2000> & 600 1000 #7 100 #7 Nissan towbar required.                                          
Part no. G9162- 4M000AU

Nissan Serena 2D wagon auto 09/1992-
12/95

& Not available #14 #14 Refer to Owner's handbook or Nissan Motor Co

Nissan Serena 2D wagon man 09/1992-
12/95

& Not available #14 #14 Refer to Owner's handbook or Nissan Motor Co

Nissan T30 X-Trail  10/2001> & 750 2000 #7 150 #2 Varies with specific model.  #7  Nissan towbar 
required.  Part no.G9162-8H000AU

1440-1450 #2 2000
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Nissan Terrano R20 97 diesel 03/1997-
06/2000

& 750 2000 #7 100  #2 Varies with specific model. #7 Nissan towbar 
required. Part no. G9162-7F000A

1875-1937 #2 2580

Nissan Terrano R20 97 petrol  03/1997-
06/2000

& 750 2000 #7 100  #2 Varies with specific model. #7 Nissan twbar 
required. Part no. G9162-7F000A. 

1760-1822 #2 2510

Nissan NOTE #16:  BALL MASS 
VARIATIONS

D22 
NAVARA 
DUAL CAB

Nissan NOTE #17:  BALL MASS 
VARIATIONS

D22 
NAVARA 
SINGLE 
CAB

Nissan NOTE #18:  BALL MASS 
VARIATIONS

GU Y61 
WAGON

Nissan NOTE #19:  BALL MASS 
VARIATIONS

GU Y61 
C/CAB 
COIL 
SPRING

Nissan NOTE #20:  BALL MASS 
VARIATIONS

GQ Y60 
WAGON 
LWB

Nissan NOTE #21:  BALL MASS 
VARIATIONS

GQ Y60 
C/CAB 
COIL 
SPRING

BALL MASS:                                                                                                           
Fully laden vehicle (GVM), Ball Mass = 125kgs.                                                                                                                          
Reduce GVM by 200kgs, Ball Mass = 200kgs.                                                                                                                                                         
Reduce GVM by 290kgs, Ball Mass = 250kgs

BALL MASS:                                                                                                           
Fully laden vehicle (GVM), Ball Mass = 140kgs.                                                                                                                          
Reduce GVM by 80kgs, Ball Mass = 200kgs.                                                                          
Reduce GVM by 150kgs, Ball Mass = 250kgs.                                                                               

BALL MASS:                                                                                                           
Fully laden vehicle (GVM), Ball Mass = 120kgs.                                                                                                                          
Reduce GVM by 200kgs, Ball Mass = 200kgs.                                                                          
Reduce GVM by 290kgs, Ball Mass = 250kgs.                                                                               

ON NISSAN NAVARA AND PATROL VEHICLES, THE BALL MASS INCREASES AS THE LOAD IN THE VEHICLE IS REDUCED.  THE NOTES BELOW DETAIL THE CHANGES.

BALL MASS:                                                                                                                     
Fully laden vehicle (GVM), Ball Mass = 100kgs.                                                                                                                          
Reduce GVM by 130kgs, Ball Mass = 150kgs.                                                                          
Reduce GVM by 210kgs, Ball Mass = 200kgs.                                                                               
Reduce GVM by 280kgs, Ball Mass = 250kgs

BALL MASS:                                                                                                
Fully laden vehicle (GVM), Ball Mass = 100kgs.                                                                                                                          
Reduce GVM by 40kgs, Ball Mass = 150kgs.                                                                          
Reduce GVM by 110kgs, Ball Mass = 200kgs.                                                                               
Reduce GVM by 180kgs, Ball Mass = 250kgs

BALL MASS:                                                                                                              
Fully laden vehicle (GVM), Ball Mass = 200kgs.                                                                                                                          
Reduce GVM by 150kgs, Ball Mass = 250kgs.                                                                          
Reduce GVM by 220kgs, Ball Mass = 300kgs.                                                                               
Reduce GVM by 290kgs, Ball Mass = 350kgs

NISSAN BALL MASS NOTES
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Peugeot 206 / 206CC All varients 2001> & 550 (600 CC 
models)

1100 50 #2 Varies with specific model. 950-1177 #2 1560

Peugeot 306  (N5)  7/1997-
07/2002

& 1000 50 #2 Varies with specific model. 1095-1290 #2

Peugeot 306 . 1996-97 1000 50 #2 Varies with specific model. 1080-1165 #2 75
Peugeot 307  1.6L hatch  2001> & 650 1200 95 #1 #1 Load level hitch recommended.  #2 Varies with 

specific model
1193-1229 #2 1693-1729 #2 2893-2929 #2 80

Peugeot 307  2.0L Hatch   2001> & 650 1300 95 #1 #1 Load level hitch recommended.  #2 Varies with 
specific model

1202-1260 #2 1719-1760 #2 3019-3060 #2 80

Peugeot 307 2.0L Touring Wagons 10/2003> & 715 1500 #8 75 #8 Towing speed limited to 100kph 1395-1406 #2 1941-1984 #2 80
Peugeot 405 . 1989-

01/1998
& 1000 #1 65 #1 Load level hitch req. #2 Varies with specific 

model. 
1075-1115 #2

Peugeot 406 D8 2.0L 1996-99 & 1200 50 1315
Peugeot 406 D8 V6 10/1997-

08/99
& 1300 50 #2 Varies with specific model. 1370-1390 #2

Peugeot 406 D9 2.0L ST, SV & HDI  
Sedan

08/1999> & 695 1500 #1, #8 75 #1 Load level hitch req. #2 Varies with specific 
model. #8 Towing speed restricted to 100kmh.

1350-1400 #2 1890-2015 3090-3315 75

Peugeot 406 D9 2.0L ST, SV & HDI  
Wagon

08/1999> & 695 1500 #1, #8 75 #1 Load level hitch req. #2 Varies with specific 
model. #8 Towing speed restricted to 100kmh.

1425-1450 #2 2125-2175 3325- 3475 100

Peugeot 406 D9 3.0L V6 Sed / Wag 08/1999> & 715 (Sed 695) 1500 #1 75 #1 Load level hitch req. #2 Varies with specific 
model. 

1455-1525 #2

Peugeot 406 D9 coupe 08/1999> & 695 1300 #1 75 #1 Load level hitch req. #2 Varies with specific 
model. 

1464-1510 #2 75

Peugeot 605 . 1994-96 1500 #1 80 #1 Load level hitch req. 1415-1540 1915
Peugeot 607 3.0L V-6 auto   11/2001> & 750 1700 #3 50 #3 Towbar must be supplied & fitted by Dealer.                               1580 2160

PEUGEOT
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
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CONDITIONS VEHICLE KERB 
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GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Porsche Cayenne 4WD 06/2003> & N/A 3500 140 #2 Varies with specific model 2225-2355 #2 3060-3080 #2 100

Proton Jumbuck 1.5L Ute 02/2003> & 500 1000 100 #2 Varies with specific model 1045-1055 #2 1615
Proton M21 10/1997-

11/2000
& 500 1000 #1 50 #1 Load level hitch req. #2 Varies with specific 

model. 
1075-1105 #2 1480-1510 #2

Proton Persona 1.3L Aeroback 09/1999-
06/2002

& 500 1000 50 #2 Varies with specific model 990-1045 #2 1365-1400 32 45

Proton Persona 1.5, 1.6L 1996-09/99 & 500 1000 #1 50 #1 Load level hitch req. #2 Varies with specific 
model. 

995-1110 #2 1360-1385 #2 45

Proton Persona Gli 1.5, 1.6L 10/1999> & 500 1000 50 #2 Varies with specific model 1010-1140 #2 1385-1530 #2 45

Proton Satria 1.3L hatch 09/1999-
06/2002

& 750 1000 50 #2 Varies with specific model 935-970 #2 1310-1345 #2 45

Proton Satria 1.5L / 1.6L hatch (1.6 
disc. 11/2000)

02/1997> & 750 1000 50 #2 Varies with specific model 1.5 965-1015 #2 
1.6 1045-1115 #2

1.5 1340-
1390              

1.6 1420-
1490 #2

45

Proton Satria 1.8L hatch 10/1999> & - 1000 60 1130 1490 _
Proton Waja  CF 1.6L 2002> & 500 1000 #1 60 #2 Varies with specific model 1200-1230 #2 1580-1610 #2

Proton Wira 1995-96 & 500 1000 #1 80 #1 Load level hitch req. 955 1430

PORSCHE

PROTON
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Renault 19 Alize 1.8L 03/1995-
07/96

& Not available

Renault 19 Baccara 1.7 - 1.8L 01/1994-
07/1996

& Not available

Renault 19 RT 1993-95 1000 #1 50 #1 Load level hitch req. #2 Varies with specific 
model. 

1050 1460-1551 #2 2460-2556 #2

Renault Clio 1.4L 12/2001> & 500 500 75 #2 Varies with specific model 1004-1030 #2 1545-1570 #2

Renault Clio 1.6L man 12/2001> & 500 500 75 1040 1535
Renault Clio Renault Sport 2.0L man 05/2001> & 0 0 #10 0 #10 Towing not recommended 1035 1490
Renault Laguna 2.0 1995-96 1100 #1 50 #1 Load level hitch req. #2 Varies with specific 

model. 
1300-1340 #2

Renault Laguna 2.0L Sed 08/2002> & 650 1300 75 #2 Varies with specific model 1280-1315 #2
Renault Laguna 3.0L Sed / Wag auto 03/2002> & 650 1500 75 #2 Varies with specific model 1431-1466 #2
Renault Laguna V6 1995-96 1200 #1 60 #1 Load level hitch req. 1470
Renault Megane 1.6L Cabriolet auto 05/2001> & 0 0#10 0 #10 Towing not recommended 1155
Renault Megane 1.6L Cabriolet man 05/2001> & 0 0#10 0 #10 Towing not recommended 1125
Renault Megane ll X84 12/2003> & 650 1000 75 #2 Varies with specific model 1216-1291 #2
Renault Scenic 1.6L Wag man 05/2001-

11/02
& 660 1300 #7 75 #7 Renault towbar Part No. G9162 - J64X4AU 

essential
Renault Scenic 2.0L 2WD auto 05/2001> & 695 1300 #7 75 #7 Renault towbar Part no.                                                       

G9162- J64X4AU essential.  
1320 1845

Renault Scenic 2.0L 2WD man 05/2001> & 660 1300 #7 75 #7 Renault towbar Part no.                                                       
G9162- J64X4AU essential.  

1290 1815

Renault Scenic RX4 2.0L 4WD man  05/2001> & 750 1300 #7 75 #7 Renault towbar Part no.                                                       
G9162- J64X4AU essential.  

1465 1990

RENAULT
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Rover 75 Classic Sed auto 03/2003> & 750 1600 100 #2 Varies with specific model.  #17 Rover approved 
roof rack

1505-1625 #2 2000 80 #17

Rover 75 Classic Sed Man 03/2003> & 750 1600 100 #2 Varies with specific model.  #17 Rover approved 
roof rack

1470-1590 #2 2000 80 #17

Rover 75 Club / Connoisseur Wag 
auto

11//2001> & 750 1600 100 #2 Varies with specific model.  #17 Rover approved 
roof rack

1570-1680 #2 2090 100 #17

Rover 75 Club Sed auto 03/2001> & 750 1600 100 #2 Varies with specific model.  #17 Rover approved 
roof rack

1505-1625 #2 2000 80 #17

Rover 75 Club Sed man 03/2001-
032003

& 750 1600 100 #2 Varies with specific model.  #17 Rover approved 
roof rack

1470-1590 #2 2000 80 #17

Rover 75 Club Wag man 11//2001-
03/03

& 750 1600 100 #2 Varies with specific model.  #17 Rover approved 
roof rack

1535-1650 #2 2050 100 #17

Rover 75 Connoisseur / SE sed auto 03/2001> & 750 1600 100 #2 Varies with specific model.  #17 Rover approved 
roof rack

1505-1625 #2 2000 80 #17

ROVER (Range Rover see Land Rover)
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Saab 9000 & 9000CD 1990-97 750 1600 #1 75 #1 Load level hitch req. #2 Varies with specific 
model. 

1330-1660 #2 1790-1960 #2 100

Saab 9000 CS 1992-98 750 1600 #1 75 #1 Load level hitch req. #2 Varies with specific 
model. 

1385-1660 #2 1790-1960 #2 100

Saab 900SE 1994-98 750 1600 #1 75 #1 Load level hitch req. #2 Varies with specific 
model. 

1335-1526 #2 1875 100

Saab 9-3 ALL MODELS (Except  
Convertibles &Viggen)

1998> & 750 1600 #1,8 75 #1 Check owner's handbook for load level hitch rec.  
#2 Varies with specific model. #8 Towing speed 
restricted to 100 km/h

1300-1510 #2 1840-1910 #2 100

Saab 9-3 Convertible. (Except 
Viggen)  

1998> & 750 1600 #1, 8 75 #1 Check owner's handbook for load level hitch rec.  
#2 Varies with specific model. #8 Towing speed 
restricted to 100 km/h

1325 - 1593 #2 1840-1910 #2 0

Saab 9-3 Viggen Convert 2.3T 08/1999-
01/2001

& 0 0 #11 0 #11 Viggen models not to be used for towing. 0

Saab 9-3 Viggen Sed / Coupe 2.3T 08/1999-
01/2001

& 0 0 #11 0 #11 Viggen models not to be used for towing.

Saab 9-5 Griffin 4D Sed 3.0T 03/1999-
10/2001

& 750 1800 #1 75 #1 Check owner's handbook for load level hitch rec.  100

Saab 9-5 Sedan & Estate 2.3 turbo 1997-98 750 1800 #1 80 #1 Check owner's handbook for load level hitch rec.  
#2 Varies with specific model. 

1485-1630 #2 2020-2060 #2 100

Saab 9-5 Sedan & Estate ALL 
MODELS

1999> & 750 1800 #1 75 #1 Check owner's handbook for load level hitch rec.  
#2 Varies with specific model. 

1485-1760 #2 2020-2210 #2 100

SAAB

TOWMASS GPN NEW Comb'n.xls 2.xls  PAGE 67  



VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Seat Ibiza 1.4 1995-01/97 & 400 750 50 #2 Varies with specific model. 895-920 #2 1370-1394 #2

Saet Ibiza 2.0 1998-10/99 & 500 1000 50 #2 Varies with specific model. 1005-1030 #2 1480-1505 #2

Saet Cordoba 1995-10/99 & 480 1000 50 #2 Varies with specific model. 1005-1080 #2 1500-1555 #2

Saet Toledo 1995-10/99 & 510 1200 50 #2 Varies with specific model. 1155-1185 #2 1580-1590 #2

smart Cabrio 06/2003> & 0 #11 #11 Towing not recommended 740
smart City Coupe 06/2003> & 0 #11 #11 Towing not recommended 730
smart Roadster 10/2003> & 0 #11 #11 Towing not recommended

S'Yong Korando 2.3 petrol  02/1998-
07/1998

& 750 2300 #1 10% of ATM  
140kg Max.

#1 Load level hitch req. #2 Varies with specific 
model. 

1740-1815 #2 2115-2190 #2

S'yong Korando 3.2 petrol 11/1998-
06/2000

& 750 2800 #1 10% of ATM  
280kg Max.

#1 Load level hitch req. #2 Varies with specific 
model.

1840-1860 #2 2075 4875

S'yong Musso 2.3 petrol  09/1997-
07/98

& 750 2300 #1 10% of ATM 
140kg Max.

#1 Load level hitch req.  #2 Varies with specific 
model. 

1874-2050 #2 2520 4820

S'yong Musso 2.9 t/diesel 07/1996-
12/2002

& 750 2800 #1 10% of ATM  
140kg Max.

#1 Load level hitch req. #2 Varies with specific 
model.

1890-1905 #2 2285 5085

S'yong Musso 3.2 petrol 07/1996-
12/2002

& 750 3500 #1 10% of ATM  
140kg Max.

#1 Load level hitch req. #2 Varies with specific 
model.

1900-1920 #2 2265 5765

S'yong Rexton RX 290 4WD 06/2003> & 750 2800 #1 140 #1 Load level hitch req. #2 Varies with specific 
model.

1851-1895 #2 2550

S'yong Rexton RX 320 4WD 06/2003> & 750 3500 #1 140 #1 Load level hitch req. #2 Varies with specific 
model.

1862-1900 #2 2550

SSANGYONG

SEAT

SMART
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Subaru Forester (incl GT) 40mm 
Receiver

08/1997-
07/2002

& 500 1300 #3 75 #2 Varies with specific model  #3 Check owner's 
handbook for auto trans cooler req.

1425-1467 #2

Subaru Forester (Incl GT) 50mm 
Receiver

08/1997-
07/2002

& 500 1300 #3 75                    
130 #1

#1 Load level hitch essential and genuine towbar.  
#2 Varies with specific model  #3 Check owner's 
handbook for auto trans cooler req.

1425-1467 #2 80

Subaru Forester 2.5L (Incl XT) 40mm 
Receiver 

07/2003> & 720 1400 #3 75 #2 Varies with specific model.  #3 Check owner's 
handbook for auto trans cooler req.

1375-1345 #2 1950

Subaru Forester 2.5L (Incl XT) 50mm 
Receiver

07/2003> & 720 1400 #3 75                    
140 #1

#1 Load level hitch essential and genuine towbar.   
#2 Varies with specific model.  #3 Check owner's 
handbook for auto trans cooler req.

1425-1445 #2 1950

Subaru Forester 2.5L 40mm Receiver 07/2002-
07/2003

& 500 1300 #3  #8 75 #3 Check owner's handbook for auto trans cooler 
req.  #8 Towing speed restricted to 80kph.

Subaru Forester 2.5L 50mm Receiver 07/2002-
07/2003

& 500 1300 #3  #8 75                  
130 #1

#1 Load level hitch essential and genuine towbar.  
#3 Check owner's handbook for auto trans cooler 
req.  #8 Towing speed restricted to 80kph

Subaru Impreza - All     40 x 40   
Receiver  

1993-2000 & 300 750 #1 60 #2 Varies with specific model.  #4 With roof rails 1080-1245 #2 50  Sedan  
80 Hatch 

#4

Subaru Impreza - All    40 x 40   
Receiver    

2001  > & 500 900 #1 75 #2 Varies with specific model. #4 With roof rails 1300-1320 #2 50 Sedan   
80 Hatch 

#4

Subaru Liberty 2.0L B4 Turbo Sedan 
with 40mm x 40mm Receiver. 

08/2001-
09/2003  

& 500 1200 #3 90 #3 Check owner's handbook for auto trans cooler 
req. 

1495 80

Subaru Liberty 2.0L B4 Turbo Sedan 
with 50mm x 50mm Receiver.

08/2001-
09/2003  

& 500 1200 #3 90                   
140 #1

#1 Load level hitch essential and genuine towbar. #3 
Check owner's handbook for auto trans cooler req. 

1495

Subaru Liberty 2.0L Sed /  Wag 50mm 
Receiver

1999-
09/2003

& 500 1200 #3 90                   
120 #1

#1 Load level hitch essential and genuine towbar.   
#2 Varies with specific model.  #3 Check owner's 
handbook for auto trans cooler req. 

1285-1390 #2

Subaru Liberty 2.0L Sed / Wag 50 x 
50mm Receiver

09/2003> & 710 1300 #3 90                
130 #1

#1 Load level hitch essential and genuine towbar.  
#2 Varies with specific model.  #3 Auto trans oil 
cooler MANDATORY.

1345-1390 #2 1900

SUBARU
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Subaru Liberty 2.0L Sed / Wag 
Tongue Type or 40mm 
Receiver

1999-
09/2003

& 500 1200 #3 90 #2 Varies with specific model.  #3 Check owner's 
handbook for auto trans cooler req.

1285-1390 #2

Subaru Liberty 2.5L / Sed / GT Sed / 
Wag 50 x 50mm Receiver

09/2003> & 710 1500 #3 90                
150 #1

#1 Load level hitch essential and genuine towbar.  
#2 Varies with specific model.  #3 Auto trans oil 
cooler MANDATORY.

1365-1480 #2 1930-2000 #2

Subaru Liberty 2.5L Sed / Wag  with 
40mm Receiver 

1999-
09/2003

& 500 1400 #3 90 #2 Varies with specific model.  #3 Check owner's 
handbook for auto trans cooler req.

1395-1415 #2

Subaru Liberty 2.5L Sed / Wag with  
50 mm Receiver

1999-
09/2003

& 500 1400 #3 90                   
140 #1

#1 Load level hitch essential and genuine towbar.   
#2 Varies with specific model.  #3 Check owner's 
handbook for auto trans cooler req. 

1395 1415 #2

Subaru Liberty RS turbo Sed / Wag 
man.    

1993-94 & 500 1200 80 #2 Varies with specific model. 1250-1380 #2

Subaru Liberty Sed / Wag      1992-93 & 500 1200 #3 80 #2 Varies with specific model.  #3 Check owner's 
handbook for auto trans cooler req.

1250-1380 #2

Subaru Liberty Sed / Wag      1994-98 & 500 1200 #3 90 #2 Varies with specific model.  #3 Check owner's 
handbook for auto trans cooler req.

1210-1400 #2

Subaru Outback 2.5L AWD Wagon 50 
x 50 mm Receiver

09/2003> & 750 1500 #3 90                 
150 #1

#1 Load level hitch essential and genuine towbar.   
#2 Varies with specific model.  #3 Auto trans oil 
cooler MANDATORY.

1430-1440 #2 1960

Subaru Outback 3.0L AWD Wagon 50 
x 50mm Receiver

10/2003> & 750 1800 #3 90               
180 #1

#1 Load level hitch essential and genuine towbar.  
#3 Auto trans oil cooler MANDATORY.

1540 1960

Subaru Outback 4WD wagon 3.0L   
6Cyl.  50mm  Receiver.

2000-
09/2003

& 500 1600 #3  #8 90                   
160 #1

#1 Load level hitch essential and genuine towbar.  
#3 Check owner's handbook for auto trans cooler 
req.  #8 Towing speed restricted to 80 km/h 

1582 80

Subaru Outback 4WD wagon 4 Cyl.   
50mm Receiver.

1999-
09/2003

& 500 1400 #3 90                   
140 #1

#1 Load level hitch essential and genuine towbar.  
#3 Check owner's handbook for auto trans cooler 
req. 

1415

Subaru Outback 4WD wagon 40 x 
40mm Receiver

1999-
9/2003

& 500 1400 #3 90  #2 Varies with specific model  #3 Check owner's 
handbook for auto trans cooler req. 

1415-1465 #2

Subaru Outback 4WD wagon Tongue 
type hitch      

1996-2001 & 500 1400 #3 90 #3 Check owner's handbook for auto trans cooler 
req.

1420 1965 75
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Suzuki Alto Hatch 03/1996-
04/99

& #11 #11 Towing not recommended

Suzuki Baleno 1.6L Sed / Hatch 04/1995-
11/2001

& 400 800 50 #2 Varies with specific model 930-960 #2

Suzuki Baleno 1.6L Wag 10/1996-
11/2001

& 400 1200 75 #2 Varies with specific model 985-1015 #2

Suzuki Baleno 1.8L Sed / Hatch 03/1996-
04/2001

& 400 800 50 #2 Varies with specific model 1000-1030 #2

Suzuki Baleno 1.8L Wag 10/1996-
01/1999

& 400 1200 75 #2 Varies with specific model 1030-1060 #2

Suzuki Carry Van 1.3 1999> & N/A 450 50  #2 Varies with specific model. 865-920 #2 1450
Suzuki Grand Vitara 1.6L 2D soft top 02/2000-

09/02
& 450 1200-1600 #7 75-90-140 #8 #7 1200kgs with standard bar, 1600kgs with HD 

bar. #8 75kgs with std bar, 90kgs with HD bar, 
140kgs with load level hitch. 

Suzuki Grand Vitara 2.0 3 Dr. 05/1999-
09/2002

& 450-550 #9 1200-1600 #7 75-90-140 #8 #2 Varies with specific model. #7 1200kgs with 
standard bar, 1600kgs with HD bar. #8 75kgs with 
std bar, 90kgs with HD bar, 140kgs with load level 
hitch.  #9 Soft top 450kgs, Hard top 550kgs.

1260-1280 #2 1750

Suzuki Grand Vitara 2.0 4 cyl 3 Dr 
Wide Body                         

11/2001> & 450-550 #9 1200-1600 #7 75-90-140 #8 #2 Varies with specific model. #7 1200kgs with 
standard bar, 1600kgs with HD bar. #8 75kgs with 
std bar, 90kgs with HD bar, 140kgs with load level 
hitch.  #9 Soft top 450kgs, Hard top 550kgs.

1280-1300 #2 1750

Suzuki Grand Vitara 2.0L 5Dr 04/1998-
09/2002

& 700 1200-1850 #7 75-90-140 #8 #2 Varies with specific model. #7 1200kgs with 
standard bar, 1850kgs with HD bar. #8 75kgs with 
std bar, 90kgs with HD bar, 140kgs with load level 
hitch.  

1355-1405 #2 1950

Suzuki Grand Vitara 2.5L V6  5 Dr. 04/1998> & 700 1200-1850 #7 75-90-140 #8 #2 Varies with specific model. #7 1200kgs with 
standard bar, 1850kgs with HD bar. #8 75kgs with 
std bar, 90kgs with HD bar, 140kgs with load level 
hitch.  

1355-1405 #2 1950

Suzuki Grand Vitara XL-7 2.7L V6 
4WD   

2001> & 700 1200-1850 #7 75-90-140 #8 #2 Varies with specific model. #7 1200kgs with 
standard bar, 1850kgs with HD bar. #8 75kgs with 
std bar, 90kgs with HD bar, 140kgs with load level 
hitch.  

1680-1700 #2 2260

Suzuki Ignis 1.3L 2000> 0 0 #11 0 #11 Towing not recommended. Contrary to Owner's 
H'book

880-935 #2 1430

Suzuki Ignis Sport 1.5L 08/2003> & 0 #11 #11 Towing not recommended 935 1430
Suzuki Jimny 1.3L DOHC 09/2000> & 350 1100 75 #2 Varies with specific model 1008-1023 #2 1420

SUZUKI

TOWMASS GPN NEW Comb'n.xls 2.xls  PAGE 71  



VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Suzuki Jimny 1.3L SOHC 1998-
09/2000

450 550 55 1030 1420

Suzuki Jimny 1.3L SOHC Soft top 12/2000-
09/02

& 350 1100 75 #2 Varies with specific model 1035-1050 #2 1420

Suzuki Liana 1.6L Sed / Hatch 11/2001> & 350 900 75 #2 Varies with specific model 1145-1170 #2 1640
Suzuki Sierra 1.0L 4WD 03/1990-

09/2000
& 400 400 NA #11 #11 Refer owner's handbook or Suzuki Aust. 1370 1770

Suzuki Sierra 1.3 4WD 1984-
05/1999

& 450 450 40  #2 Varies with specific model. 870-950 #2 1340

Suzuki Swift 1986-
05/2000

& 0 0 #11 0 #11 Towing not recommended. 750

Suzuki Vitara 1.6 4WD 2 Door 1988-
11/1994

& N/A 400 40 1030 1450

Suzuki Vitara 1.6 4WD 2 Door 12/1994-
04/2000

& NA #11 #11 Refer owner's handbook or Suzuki Aust.

Suzuki Vitara 1.6 4WD 4 Door 1991-1998 & N/A 400 40 #2 Varies with specific model. 1150-1180 #2 1650

Suzuki Vitara 2.0 4WD 2D 5/1997-
04/2000

& N/A 450 45 #2 Varies with specific model. 1205-1340 #2 1700

Suzuki Vitara 2.0 V6 4WD 4D 04/1995-
09/99

& 450 1200 #1 120 #1 Load level hitch req. #2 Varies with specific 
model. 

1310-1330 #2 1875

Suzuki X-90 1.6L 2D Targa 4WD 04/1996-
05/98

& NA #11 #11 Refer owner's handbook or Suzuki Aust.
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        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Tata Safari T/die 4WD Wag 07/2000> & 750 1500 150 2040 2670
Tata Telcoline diesel  2WD 1998-

12/2000
& N/A 1000 #1,#3 #10 #1 Load  level hitch req. #2 Varies with specific 

model. #3 Manufacturer's accessory towbar req. 
#10 Not specified by manufacturer - maximum rear 
axle load 1630kgs.

1620 2540 4040

Tata Telcoline T/Die. 4WD Dual 
C/chas

04/1998> & 750 1500 150 #10 #10 Rear axle maximum load 1600kgs 1790 2760

Tata Telcoline T/Die. 4WD Dual 
S/side

04/1998> & 750 1500 150 #10 #10 Rear axle maximum load 1600kgs 1920 2780

Tata Telcoline T/Die. 4WD Single 
C/chas

04/1998> & 750 1500 150 #10 #10 Rear axle maximum load 1600kgs 1630 2780

TATA
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        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Toyota 4 Runner 1984-90 600 1250 #1 90kg Max. #1 Load level hitch req. #2 Varies with specific 
model. 

1650-1750 #2 2300

Toyota 4 Runner 1990-96 & 600 1500 #1 120kg Max. #1 Load level hitch req. #2 Varies with specific 
model. 

1720-1820 #2 2520

Toyota Avalon Gxi, Vxi, Grande 2000> 750 1600 #1, 15 160kg Max. #1 Load level hitch req.  #2 Varies with specific 
model.    #15 Body braces req.

1505-1555 #2 1980

Toyota Avensis 2002> 500 1500 #1 10% of ATM 
150kg Max. 

#1 Load level hitch req. #2 Varies with specific 
model.

1500-1550 #2 2195 3646

Toyota Camry 2.2 SXV20 1997-
08/2002

& 500 1100 #1 120 #1 Load level hitch req. #2 Varies with specific 
model. 

1350-1395 #2 1825 - 1975 60

Toyota Camry 2.2 wide body SDV10 1993-97 500 1100 #1 50 #1 Load level hitch req. #2 Varies with specific 
model. 

1300-1420 #2

Toyota Camry 2.2 wide body SXV10 1995-97 500 1100 #1 80 #1 Load level hitch req. #2 Varies with specific 
model. 

1310-1430 #2

Toyota Camry 2.4L Altise, Ateva 
Sportivo

9/2002> & 500 1200 #1 120 #1 Load level hitch req'd above 90kgs.  #2 Varies 
with specific model

1430-1455 #2

Toyota Camry 3.0 V6 MC/VDV20 1997-
08/2002

& 500 1200 #1 120 #1 Load level hitch req. #2 Varies with specific 
model. 

1390-1483 #2

Toyota Camry 3.0L V6 wide body 
VDV10

1993-95 & 500 1200 50 #2 Varies with specific model. 1420-1540 #2

Toyota Camry 3.0LV6 Altise, Ateva, 
Azura, Sportivo

9/2002> & 500 1600 #1 160 #1 Load level hitch req'd above 90kgs.  #2 Varies 
with specific model

1510-1530 #2

Toyota Celica 1.8  SX/ZR  1999> & 585 1200 #1, 15 #1 Load level hitch req.  #2 Varies with specific 
model.    #15 Body braces req.

1119 - 1154 #2 1580

Toyota Celica 2.2L SX/ZR Liftback 3/1994-
11/99

& N/A

Toyota Corolla 1.6 & 1.8 FWD 1999-
11/2001

& 900 #1 90 #1 Load level hitch req. 1300 1645

Toyota Corolla 1.6 4WD 1988-99 950 #1 50 #1 Check owner's handbook for load level hitch 
req'm.

1250

Toyota Corolla 1.6, 1.8L AE102R Sed 
/ Hatch FWD

1994-1999 & 500 850 #1 80 #1 Check owner's handbook for load level hitch 
req'm.

1550-1595 #2

Toyota Corolla 1.8L Assent, 
Conquest, Levin Wagon

12/2001> & 450 950 #1 95 #1 Check owner's handbook for load level hitch 
req'm.  #2 Varies with specific model. 

1115-1240 #2

Toyota Corolla 1.8L Assent, 
Conquest, Levin, Ultima 
Sedan, H/back, L/back

12/2001> & 450 950 #1 95 #1 Check owner's handbook for load level hitch 
req'm.  #2 Varies with specific model. 

1074-1141 #2

Toyota Corolla 1.8L Assent, 
Conquest, Ultima Sedan

12/2001> & 450 950 #1 95 #1 Check owner's handbook for load level hitch 
req'm.  #2 Varies with specific model. 

1054-1109 #2

TOYOTA
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        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Toyota Corolla 1.8L Sportivo h/back, 
l/back

12/2001> & 450 950 #1 95 #1 Check owner's handbook for load level hitch 
req'm.

1224

Toyota Echo 1999> & 350 700 #1 70kg Max. #1 Load level hitch req. #2 Varies with specific 
model. 

850-915 #2

Toyota Hiace Commuter Bus LH & 
RZH

1989> & 400 1400 #1 10% of ATM  
120kg Max. 

#1 Load level hitch req.  #2 Varies with specific 
model. 

1700-1782 #2 2800-2850 #2

Toyota Hiace LWB RZH Van 1994> & 400 1400 #1 10% of ATM  
120kg Max. 

#1 Load level hitch req. 1495-1505 #2 2800 4200

Toyota Hiace SBV LWB RCH Blind 
Van

10/1999> & 750 1400 #1 140 #1 Load level hitch req. 1609 2950 4350

Toyota Hiace SBV RCH Blind Van 10/1995> & 750 1400 #1 140 #1 Load level hitch req. 1535 2750
Toyota Hiace SWB Van LH & RZH 1989> & 400 1400 #1 10% of ATM  

120kg Max. 
#1 Load level hitch req.  #2 Varies with specific 
model. #3 SBV only

1465-1500 #2 2800 4200 60                             
100 #3

Toyota Hilux 2wd 1997> & 700 1800 #1 10% of ATM  
180kg Max. 

#1 Load level hitch req. #2 Varies with specific 
model. 

1182-1468 #2 2730 4530

Toyota Hilux 2wd 1988-97 600 1500 #1 10% of ATM  
150kg Max. 

#1 Load level hitch req. #2 Varies with specific 
model. 

1100-1300 #2 2050-2580 #2

Toyota Hilux 4wd 1988-97 600 1500 #1 10% of ATM  
150kg Max. 

#1 Load level hitch req. #2 Varies with specific 
model. 

1400-1600 #2 2700

Toyota Hilux 4wd 1997> & 700 1800 #1 10% of ATM  
180kg Max. 

#1 Load level hitch req. #2 Varies with specific 
model. 

1515-1764 #2 2750 4530

Toyota Kluger 4WD Wagon 3.3L pet 11/2003> & 700 1500 #1 150 #1 Check owner's handbook for load level hitch 
req'm.  #2 Varies with specific model

1740-1875 #2 2250-2450 #2

Toyota L'Cruiser 60 series Wagon  
88>  

Oct 1985-
90

750 2500 #1 120kg Max. #1 Load level hitch req. #2 Varies with specific 
model. 

2000-2200 #2 2810-2960 #2

Toyota L'Cruiser 70 Ser.LWB & Troop  1988-1999 & 750 2500 #1 120kg Max. #1 Load level hitch req. #2 Varies with specific 
model. 

1700-2000 #2 3035

Toyota L'Cruiser 70 Series MWB 1988-91 750 2500 #1 150kg Max. #1 Load level hitch req. #2 Varies with specific 
model. 

1850-1950 #2 2730

Toyota L'Cruiser 70 Series SWB 1985-92 750 2500 #1 150kg Max. #1 Load level hitch req.  #2 Varies with specific 
model. 

1750 2340-2380 #2

Toyota L'Cruiser 78 / 79 Ser.LWB & 
Troop Pet & non turbo die.

1999> & 750 3500 #1 10% of ATM  
350kg Max. 

#1 Load level hitch req. #2 Varies with specific 
model. 

1900-2205 #2 3200 6350 200

Toyota L'Cruiser 78 / 79 Ser.LWB & 
Troop turbo diesel  

2001> & 750 3500 #1 10% of ATM 
350kg Max 

#1 Load level hitch req. #2 Varies with specific 
model

2014-2312 #2 3300 6350 200

Toyota L'Cruiser 80 Series Wagon Oct.1996-
98

& 750 3500 #1 10% of ATM  
350kg Max. 

#1 Load level hitch req. #2 Varies with specific 
model. 

2100-2380 #2 2960 200

Toyota L'Cruiser 80 Series Wagon  1990-09/96 & 750 2270  Ball type 
t'bar

 250 kg max 
#3 

 #2 Varies with specific model.  #3 Conditions apply 
including the use of a genuine Toyota bar.  Refer 
Toyota dealer for further conditions. 

1950-2250 #2 2960
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Toyota L'Cruiser 80 SeriesWagon 1992-09/96 & 750 2500  Pintle type 
t'bar

250 kg max #3  #2 Varies with specific model.  #3 Conditions apply 
including the use of a genuine Toyota bar.  Refer 
Toyota dealer for further conditions. 

1950-2250 #2 2960

Toyota L'Cruiser 100 Series Wagon  
GXV

1998-
9/2002

& 750 3500 #1 10% of ATM  
350kg Max. 

#1 Load level hitch req.  2405 3260 6760 200

Toyota L'Cruiser 100 Series Wagon 
GXL / Sahara turbo diesel   

2001> & 750 3500 #1 10% of ATM 
350kg Max 

#1 Load level hitch req. #2 Varies with specific 
model

2618 - 2744  #2 3260 6680 200

Toyota L'Cruiser 100 Series Wagon 
Std. GXL and Sahara 

1998> & 750 3500 #1 10% of ATM  
350kg Max. 

#1 Load level hitch req. #2 Varies with specific 
model. 

2230-2470 #2 3180 - 3260 
#2

6680 200

Toyota L'Cruiser Bundera 1985-91 750 1500 #1 120kg Max. #1 Check owner's handbook for load level hitch 
req'm.  #2 Varies with specific model. 

1600-1700 #2 2210

Toyota L'Cruiser Prado 4WD All 
Models

05/1996-
02/2003

& 750 2500 #1 10% of ATM  
250kg Max.

#1 Load level hitch req. #2 Varies with specific 
model. 

1721-1977 #2 2710

Toyota L'Cruiser Prado 4WD All 
Models

2003> & 750 2500 #1 250 #1 Load level hitch req.  #2 Varies with specific 
model.

1936-2289 #2 2800 75

Toyota Lexcen V6 1989-97 1590 #1 130 #1 Load level hitch req.  1395
Toyota Lite Ace & Xtra Trac 1980-92 400 1000 #1 80kg Max. 1100 2140
Toyota Paseo Coupe 1994-99 & N/A
Toyota RAV4 4WD  5dr 1994-2000 610 1500 #1 10% of ATM  

150kg Max. 
#1 Load level hitch req. #2 Varies with specific 
model. 

1220-1250 #2 1565-1710 #2

Toyota RAV4 4WD 3 & 5dr 2000> & 750 1500 #1 10% of ATM  
150kg Max. 

#1 Load level hitch req. #2 Varies with specific 
model. 

1233-1445 #2 1690-1875 #2 3190 100

Toyota RAV4 4WD 3dr 1994-2000 610 1500 #1 10% of ATM  
150kg Max. 

#1 Load level hitch req. #2 Varies with specific 
model. 

1155-1185 #2 1565-1710 #2

Toyota Spacia 1993-01/98 & 650 1200 #1 80kg Max. #1 Load level hitch req.  1400 2170

Toyota Spacia 01/1998-
12/2001

& 650 1200 #1 120kg Max. #1 Load level hitch req. #2 Varies with specific 
model. 

1395-1405 #2 2125-2135 #2

Toyota Starlet 1996-
10/99>

& 350 600 #1 60kg Max. #1 Load level hitch req. #2 Varies with specific 
model. 

834-890 #2

Toyota Tarago ACR 2000> & 600 1600 #1 10% of ATM  
160kg Max. 

#1 Load level hitch req. #2 Varies with specific 
model. 

1614-1693 #2 2380 100

Toyota Tarago TCR 1990-2000 & 600 1600 #1 10% of ATM  
160kg Max. 

#1 Load level hitch req. #2 Varies with specific 
model. 

1650-1750 #2 2450

Toyota Town Ace 4D Blind Van 1997-12/98 & 650 1200 #1 120kg Max. #1 Load level hitch req.  1250 2150 3650

Toyota Town Ace Van 1992-1/97 & 650 1200 80kg Max. 1225 2275
Toyota Townace 4D Blind van 12/1998> & 650 1500 / 1200 #1, 3 120 #1 Check owner's handbook for load level hitch 

req'm.  #2 Varies with specific model.  #3 Genuine 
Toyota accessory bar 1200kgs. 

1210-1220 #2 2220 3720

Toyota Vienta, Grande 3.0 V6 MCV20 1997-2000 & 500 1200 #1 120 #1 Load level hitch req. #2 Varies with specific 
model. 

1390-1483 #2
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Toyota Vienta, Grande 3.0 V6 VCV10 1995-97 & 500 1200 #1 80 #1 Check owner's handbook for load level hitch 
req'm.  

1435
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V'wagen Beetle 1.8L turbo hatch 09/2001> & 600 1000 75 #2 Varies with specific model 1203-1298 #2 1610-1720 #2 50

V'wagen Beetle 2.0L Cabriolet 03/2003> & 600 1000 75 #2 Varies with specific model 1399-1427 #2 1770-1790 #2 0

V'wagen Beetle All ex Cabriolet, 1.8L 
Turbo

01/2000> & 600 1000 75 #2 Varies with specific model 1203-1298 #2 1620-1675 #2 50

V'wagen Bora 4D Sed 2.0, 2.3, 2.8L 12/1999> & 600 1400 75 #2 Varies with specific model 1237-1457 #2 1776-1965 #2 75

V'wagen Caravelle (T4) 2.5L 5cyl pet 1996> & 700 2000 100 1895 2700 100
V'wagen Caravelle (T4) 2.5L 5cyl t/d 08/2000> & 700 2000 100 1760 2730 100
V'wagen Caravelle (T4) 2.8L V6 pet 11/2002> & 700 2000 100 1925 2700 100
V'wagen Caravelle 2.1 1988-92 & 600 900 75  #2 Varies with specific model. 1355-1665 #2 3300-3400 #2 4200-4300 #2 100

V'wagen Caravelle 2.5 1993-
12/1996

& 700 2000 #1 100 #1 Check owner's handbook for load level hitch req.  
#2 Varies with specific model. 

1580-1640 #2 2400 3300

V'wagen Golf 1.8L Turbo Hatch 03/1999> & 600 1300 75 1256
V'wagen Golf 1.9L T/Die. Hatch 10/1995-

02/97
& 500 1200 50 1200 1695 75

V'wagen Golf 2.8L VR6 Hatch 03/1994-
10/98

& 600 1200 50 #2 Varies with specific model 1005-1060 #2 1535-1680 #2

V'wagen Golf All ex. Cabriolet, 1.8 
/1.9L Turbo, VR6, R32

1998> & 600 1200 75 #2 Varies with specific model 1151-1351 #2 1620-1775 #2

V'wagen Golf All ex. Cabriolet, 1.9L 
Turbo, VR6

1995-98 & 500 1200 50 #2 Varies with specific model 1110-1270 #2 1535-1680 #2 75

V'wagen Golf Cabriolet 1.8L 1995-2001 & 500 1000 50 #2 Varies with specific model 1232-1297 #2 1580 50

V'wagen Golf Cabriolet 2.0L 1995-2003 & 500 1200 50 #2 Varies with specific model 1232-1297 #2 1620 50

V'wagen Golf R32 V6 Hatch 02/2004> & #11 #11 Trailer towing not possible for technical reasons

V'wagen Kombi 1.9 & 2.1 1984-92 1500 #1 75 #1 Load level hitch req. #2 Varies with specific 
model. 

1400-1500 #2 2400 100

V'wagen Kombi Van 2.5L pet 03/2003> & 700 2000 100 1724 2700 100
V'wagen LT 35 C/chas 2.5L t/d 03/2003> & 750 2000 100 1584 3550 100
V'wagen LT 35 Van 2.5L t/d 03/2003> & 750 2000 100 #2 Varies with specific model. 1824-2014 #2 3550 300 (150 

High 
Roof)

V'wagen LT 46 C/chas 2.5L t/d 03/2003> & 750 2000 100 1789 4490 100
V'wagen LT 46 High Roof Van 2.5L t/d 03/2003> & 750 2000 100 2179 4490 150

VOLKSWAGEN
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V'wagen Passat 1.8L - 1.8L Turbo 03/1998> & 650 1300 75 #2 Varies with specific model. 1339-1685 #2 1840-2190 #2 100

V'wagen Passat 2.0L 8/1995-
02/97

1500 #1 10% of ATM  
150kg Max.

#1 Load level hitch req.  1240

V'wagen Passat 2.3L Sed 11/2002> & 650 1300 75 #2 Varies with specific model. 1339-1685 #2 1840-2190 #2 100

V'wagen Passat 2.8 V6 Sed / Wag 03/1998> & 650 1300 75 #2 Varies with specific model. 1339-1685 #2 1840-2190 #2 100

V'wagen Passat 2.8 V6 Syncro 1998> & 750 1300 85 #2 Varies with  specific model 1339-1685 #2 1840-2190 #2 100

V'wagen Passat 2.8 VR6 8/1995-
02/97

& 1500 #1, 11 10% of ATM  
150kg Max.

#1 Load level hitch req.  #11 Awaiting 
confirmation of specification 

1400

V'wagen Passat 2.8L 4Motion AWD 
Sed

11/2002> & 650 1300 75 1614 100

V'wagen Passat 4.0L W8 AWD Sed 05/2003> & 650 1300 85 1665 2220 100
V'wagen Polo 1.4L 3D / 5D Hatch 07/2002> & 500 1000 50 #2 Varies with specific model 1025 / 1150 #2 1560 / 1600 

#2
75

V'wagen Polo 1.4L GP 5D Hatch 09/2000-
12/01

& 450 800 #11 50 #11 Awaiting confirmation of specification 75

V'wagen Polo 1.6L 5 door hatch 10/1996-
10/2000

& 450 800 50 990 1400 75

V'wagen Touareg 3.2, 4.2 & 4.9L 09/2003> & 750 3500 140 #2 Varies with specific model 2235-2470 #2 2945-3080 #2 100

V'wagen Transporter 2.0 / 2.5 1992-94 2000 #1 100 kg #1 Load level hitch req. #2 Varies with specific 
model. 

1470-1585 #2 2515-2800 #2 4515-4801 #2 100

V'wagen Transporter S/cab,, D/cab., 
4WD C/chas

1994> & 700 2000 #1 100 #1 Check owner's handbook for load level hitch req.  
#2 Varies with specific model. 

1315-1717 #2 2525-2730 #2 100

V'wagen Transporter Van 1994> & 700 2000 #1 100 #1 Check owner's handbook for load level hitch req.  
#2 Varies with specific model. 

1580-1735 #2 2575-2730 #2 100

V'wagen Vento 2.0 06/1995-
02/97

& 500 1200 #1 50 #1 Load level hitch req. #2 Varies with specific 
model. 

1160-1190 #2 1565-1710 #2 75
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VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Volvo 940 1990-96 1500 #1 75 #1 Load level hitch req.  1313
Volvo 960 1990-97 1500 #1 75 #1 Load level hitch req.  1525
Volvo 440 2.0 1993-96 1200 #1 75 #1 Load level hitch req. #2 Varies with specific 

model. 
1020-1045 #2

Volvo 850 All models 1992-97 & 700 1600 #1, 8 75 #1 Load level hitch rec.  #2 Varies with specific 
model.  #8 80km/h speed recommendation when 
towing

1350-1520 #2

Volvo C70 2.3, 2.4L Convertible 09/1999> & 500 1600 #8 75 #8 80km/h speed recommendation when towing 0
Volvo C70 2.3, 2.4L Coupe 01/1998-

04/2001
& 500 1600 #8 75 #8 80km/h speed recommendation when towing 100

Volvo Cross Country 2.4L turbo Wag 09/2000-
03/03

& 500 1800 #1, 8 150 #7 #1 Load level hitch rec.  #7 No boot load  #8 80km/h 
speed recommendation when towing 

2210 100

Volvo S40 1997-99 & 500 1400 #1,8 75 #1 Load level hitch req. #2 Varies with specific 
model. #8 80km/h speed recommendation when 
towing

1221-1242 #2 100

Volvo S40 (Phs 2) 2.0L / SE / Aktiv 
Sed 

08/2000> & 665 1400 #8 75 #8 80km/h speed recommendation when towing 100

Volvo S60 2.4, 2.5L Sed All Models 01/2001> & 750 1600 #1,8 150 #7 #1 Load level hitch rec.  #2 Varies with specific 
model. #7 No boot load  #8 80km/h speed 
recommendation when towing

1574-1622 #2 100

Volvo S70 1997-
08/2000

& 500 1600 #1,8 75 #1 Load level hitch req. #2 Varies with specific 
model. #8 80km/h speed recommendation when 
towing

1420-1659 #2 100

Volvo S80 2.8, 2.9L Sed 06/1998> & 500 1800 #1,8 150 #7 #1 Load level hitch rec. #2 Varies with specific 
model.  #7 No boot load  #8 80km/h speed 
recommendation when towing

2020-2100 #2 100

Volvo S90 1997-98 & 500 1600 #1,8 75 #1 Load level hitch req. #2 Varies with specific 
model. #8 80km/h speed recommendation when 
towing

1576-1527 #2 100

Volvo V40 1997-99 & 500 1400 #1,8 75 #1 Load level hitch req. #2 Varies with specific 
model. #8 80km/h speed recommendation when 
towing

1221-1242 #2 100

Volvo V40 (Phs 2) 2.0L / SE / Aktiv 
Wag

08/2000> & 665 1400 #8 75 #8 80km/h speed recommendation when towing 100

Volvo V40 1.8 1999-
03/2001

& 500 1200 #1, 8 60 #1 Load level hitch req. #2 Varies with specific 
model. #8 80km/h speed recommendation when 
towing

1240-1300 #2 3170 100

Volvo V40 2.0 1999-
09/2000

& 500 1400 #1, 8 75 #1 Load level hitch req. #2 Varies with specific 
model. #8 80km/h speed restriction when towing

1240-1300 #2 3170 100

VOLVO

TOWMASS GPN NEW Comb'n.xls 2.xls  PAGE 80  



VEHICLE 
MAKE

VEHICLE MODEL YEAR R 
E 
V.

CONDITIONS VEHICLE KERB 
MASS  (kg)

GVM   (kg) GCM (kg) ROOF 
LOAD 
(kg)

NO BRAKES 
(kg)

 WITH BRAKES  
(kg)

BALL MASS 
(kg) MAX

CARAVAN INDUSTRY AUSTRALIA / RACQ TOWING MASS LIMITS

NOTE 1: THE MAXIMUM TOWING MASS OF A VEHICLE IS THE LESSER OF - EITHER THE VEHICLE MANUFACTURER'S RECOMMENDATION OR THE CAPACITY OF THE TOWING EQUIPMENT.

VEHICLE MANUFACTURER'S LEGAL TOWING 
MASS (kg)  MAXIMUM

        ISSUED ……May 2004                                                                  
'&'  INDICATES REVISION SINCE LAST ISSUE

Volvo V70 (ex T5) 1997-
08/2000

& 500 1600 #1,8 75 #1 Load level hitch req. #2 Varies with specific 
model. #8 80km/h speed recommendation when 
towing

1420-1659 #2 100

Volvo V70 SE 2.4, 2.4T Wag 09/2000> & 500 1500 #1, 8 150 #7 #1 Load level hitch rec.  #7 No boot load  #8 80km/h 
speed recommendation when towing 

Volvo V70 T5 02/1997-
08/98

& 500 1600 #1, 8 75 #1 Load level hitch rec.  #8 80km/h speed 
recommendation when towing 

Volvo V70 T5 02/2000-
05/2003

& 500 1800 #1, 8 150 #7 #1 Load level hitch rec.  #7 No boot load  #8 80km/h 
speed recommendation when towing 

2150

Volvo V70 Titanium 2.4L 06/2003> & 500 1800 #1, 8 150 #7 #1 Load level hitch rec.  #7 No boot load  #8 80km/h 
speed recommendation when towing 

2150

Volvo V70 XC AWD 02/1998-
08/2000

& 500 1800 #1,8 75 #1 Load level hitch req.  #8 80km/h speed 
recommendation when towing

1700 100

Volvo V90 3.0L Wag 1997-98 & 500 1600 #1,8 75 #1 Load level hitch req. #2 Varies with specific 
model. #8 80km/h speed recommendation when 
towing

1576-1527 #2 100

Volvo XC70 Cross Country 2.4L 
turbo Wag

04/2003> & 500 1800 #1, 8 150 #7 #1 Load level hitch rec.  #7 No boot load  #8 80km/h 
speed recommendation when towing 

2210 100

Volvo XC90 2.5, 2.7L Turbo AWD 
Wagon auto

2003> & 750 2250 #1, 8 180 #7 #1 Load Level hitch rec.  #7 No boot load  #8 
80km/h speed recommendation when towing 

100
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